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

dk

k

Antrieb 
Drive size

100 100 100 100

5.7 8 10 12

1.65 2.2 2.75 3.3

SP-4 SP-8 SP-10 SP-1/4

Artikel 9101 A2 
Zylinderkopf-SI Schrauben, Zweilochantrieb, Metrisches Gewinde

Art. 9101
A2

Item 9101 A2 
Cheese head security screws with two hole drive

- �Metrisches Gewinde
- �Zweilochantrieb
- �Zylinderkopf

- �Metric thread
- �Two hole drive
- �Cheese head

d

l/mm

6

8

10

12

16

20

25

30

40

M 3 M 4 M 5 M 6

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

910123  6 910124  6

910123  8 910124  8

910123  10 910124  10 910125  10 910126  10

910123  12 910124  12 910125  12 910126  12

910123  16 910124  16 910125  16 910126  16

910123  20 910124  20 910125  20 910126  20

910124  25 910125  25 910126  25

910124  30 910125  30 910126  30

910126  40
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

dk

k

Antrieb 
Drive size

100 100 100 100 100 100

5.6 6.8 8.1 9.5 10.8 12.4

1.7 2.15 2.6 3.15 3.55 4

SP-4 SP-6 SP-8 SP-10 SP-12 SP-1/4

- �Blechgewinde
- �Zweilochantrieb
- �Senkkopf

- �Sheet thread
- �Two hole drive
- �Countersunk head

d

l/mm

6,5

9,5

13

16

19

25

32

38

45

50

2,9 3,5 4,2 4,8 5,5 6,3

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9102229 65

9102229 95 9102235 95 9102242 95

9102229 13 9102235 13 9102242 13 9102248 13 9102255 13 9102263 13

9102229 16 9102235 16 9102242 16 9102248 16 9102255 16 9102263 16

9102229 19 9102235 19 9102242 19 9102248 19 9102255 19 9102263 19

9102229 25 9102235 25 9102242 25 9102248 25 9102255 25 9102263 25

9102235 32 9102242 32 9102248 32 9102255 32 9102263 32

9102235 38 9102242 38 9102248 38 9102255 38 9102263 38

9102235 45 9102242 45 9102248 45 9102255 45 9102263 45

9102235 50 9102242 50 9102248 50 9102255 50 9102263 50

Art. 9102
A2

Artikel 9102 A2 
Senkkopf-SI Schrauben, Zweilochantrieb, Blechgewinde
Item 9102 A2 
Countersunk head security screws with two hole drive

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102229%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102229%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102229%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102229%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102229%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102229%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102235%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102242%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102248%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102255%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9102263%2050﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100

6 8.4 10.4 12.4

1.75 2.4 2.95 3.45

SP-4 SP-8 SP-10 SP-1/4

Artikel 9103 A2 
Senkkopf-SI-Schrauben, Zweilochantrieb, Metrisches Gewinde

Art. 9103
A2

Item 9103 A2 
Countersunk head security screws with two hole drive

- �Metrisches Gewinde
- �Zweilochantrieb
- �Senkkopf

- �Metric thread
- �Two hole drive
- �Countersunk head

d

l/mm

6

8

10

12

16

20

25

30

35

40

50

M 3 M 4 M 5 M 6

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

910323  6

910323  8

910323  10 910324  10

910323  12 910324  12 910325  12 910326  12

910323  16 910324  16 910325  16 910326  16

910323  20 910324  20 910325  20 910326  20

910323  25 910324  25 910325  25 910326  25

910323  30 910324  30 910325  30 910326  30

910324  35 910325  35 910326  35

910324  40 910325  40 910326  40

910324  50 910325  50 910326  50

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910323%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910324%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910325%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910326%20%2050﻿
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

dk

k

Antrieb 
Drive size

100 100 100

5.7 7.6 9.5

1.65 2.2 2.75

SP-6 SP-8 SP-10

- �Blechgewinde
- �Zweilochantrieb
- �Linsenkopf

- �Sheet thread
- �Two hole drive
- �Raised countersunk head

d

l/mm

13

16

19

25

32

38

50

3,5 4,2 4,8

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9104235 13 9104242 13 9104248 13

9104235 16 9104242 16 9104248 16

9104235 19 9104242 19 9104248 19

9104235 25 9104242 25 9104248 25

9104235 32 9104242 32 9104248 32

9104235 38 9104242 38 9104248 38

9104235 50 9104242 50 9104248 50

Art. 9104
A2

Artikel 9104 A2 
Liseko-SI Schrauben, Zweilochantrieb, Blechgewinde
Item 9104 A2 
Raised CSK head security screws with two hole drive

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104235%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104242%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9104248%2050﻿
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

dk

k

Antrieb 
Drive size

100 100

9.5 10.5

2.2 2.75

SP-8 SP-10

Artikel 9105 A2 
Rundkopf-SI Schrauben, Zweilochantrieb, Blechgewinde

Art. 9105
A2

Item 9105 A2 
Pan head security screws with two hole drive

- �Blechgewinde
- �Zweilochantrieb
- �Rundkopf

- �Sheet thread
- �Two hole drive
- �Pan head

d

l/mm

9,5

13

16

19

25

32

38

50

4,2 4,8

Art.-Nr./Item no. Art.-Nr./Item no.

9105242 95 9105248 95

9105242 13 9105248 13

9105242 16 9105248 16

9105242 19 9105248 19

9105242 25 9105248 25

9105242 32 9105248 32

9105242 38 9105248 38

9105248 50

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9105248%2050﻿
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l Antrieb 
Drive size

Artikelnummer 
Item Number 

25 SP-1/4 910914 1

SP-10 910910 1

SP-12 910912 1

SP-4 91094 1

SP-6 91096 1

SP-8 91098 1

Art. 9109
CV

Artikel 9109 
SI-Bits für Zweilochantrieb
Item 9109 
Security bits for two hole drive

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910914﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910910﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿910912﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91094﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91096﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91098﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100

5.7 7.6 9.5 9.9 10.5

1.65 2.2 2.75 2.9 3.3

SW 2 PIN SW 2,5 PIN SW 3 PIN SW 4 PIN SW 4 PIN

Artikel 9110 A2 
Flachrundkopf-SI Schrauben, ISK + PIN, Blechgewinde

Art. 9110
A2

Item 9110 A2 
Button head security screws hex socket drive + pin

- �Blechgewinde
- �ISK + PIN
- �Flachrundkopf

- �Sheet thread
- �ISK + PIN
- �Button head

d

l/mm

9,5

13

16

19

25

32

38

50

3,5 4,2 4,8 5,5 6,3

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9110235 95 9110242 95

9110235 13 9110242 13 9110248 13 9110263 13

9110235 16 9110242 16 9110248 16 9110263 16

9110235 19 9110242 19 9110248 19 9110255 19 9110263 19

9110235 25 9110242 25 9110248 25 9110255 25 9110263 25

9110235 32 9110242 32 9110248 32 9110255 32 9110263 32

9110235 38 9110242 38 9110248 38 9110255 38 9110263 38

9110235 50 9110242 50 9110248 50 9110255 50 9110263 50

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110255%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110255%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110255%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110255%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110235%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110242%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110248%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110255%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9110263%2050﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100 100

5.7 6.6 7.6 9.5 10.5 14

1.65 1.9 2.2 2.75 3.3 4.4

SW 2 PIN SW 2 PIN SW 2,5 PIN SW 3 PIN SW 4 PIN SW 5 PIN

     

- �Metrisches Gewinde
- �ISK + PIN
- �Flachrundkopf

- �Metric thread
- �ISK + PIN
- �Button head

d

l/mm

6

8

10

12

14

16

18

20

22

25

30

35

40

45

50

55

60

65

70

75

80

90

100

M 3 M 3,5 M 4 M 5 M 6 M 8

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

911123  6 9111235 6 911124  6

911123  8 911124  8 911125  8

911123  10 911124  10 911125  10 911126  10 911128  10

911123  12 9111235 12 911124  12 911125  12 911126  12 911128  12

911126  14

911123  16 911124  16 911125  16 911126  16 911128  16

911126  18

911123  20 911124  20 911125  20 911126  20 911128  20

911126  22

911124  25 911125  25 911126  25 911128  25

911124  30 911125  30 911126  30 911128  30

911128  35

911124  40 911125  40 911126  40 911128  40

911126  45 911128  45

911124  50 911125  50 911126  50 911128  50

911125  60 911126  60 911128  60

911128  65

911128  70

Art. 9111
A2

Artikel 9111 A2 
Flachrundkopf-SI Schrauben, ISK + PIN, Metrisches Gewinde
Item 9111 A2 
Button head security screws hex socket drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911123%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111235%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911123%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911123%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911123%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111235%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911123%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2018﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911123%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2022﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911124%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911125%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911126%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911128%20%2070﻿
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100 100

17.5 21

5.5 6.6

SW 6 PIN SW 8 PIN

Artikel 9111 A2 
Flachrundkopf-SI Schrauben, ISK + PIN, Metrisches Gewinde

Art. 9111
A2

Item 9111 A2 
Button head security screws hex socket drive + pin

M 10 M 12

Art.-Nr./Item no. Art.-Nr./Item no.

9111210 16

9111210 20 9111212 20

9111210 25 9111212 25

9111210 30 9111212 30

9111210 35

9111210 40 9111212 40

9111210 45

9111210 50 9111212 50

9111210 55

9111210 60 9111212 60

9111210 70 9111212 70

9111210 75

9111210 80 9111212 80

9111210 90

9111210 100 9111212 100

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2075﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111210%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9111212%20100﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100

6.8 8.1 9.5 10.8 12.4

2.15 2.6 3.15 3.55 4

SW 2 PIN SW 2,5 PIN SW 3 PIN SW 4 PIN SW 4 PIN

- �Blechgewinde
- �ISK + PIN
- �Senkkopf

- �Sheet thread
- �ISK + PIN
- �Countersunk head

d

l/mm

9,5

13

16

19

25

32

38

50

3,5 4,2 4,8 5,5 6,3

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9112235 95

9112235 13 9112242 13 9112248 13 9112255 13

9112235 16 9112242 16 9112248 16 9112255 16 9112263 16

9112235 19 9112242 19 9112248 19 9112255 19 9112263 19

9112235 25 9112242 25 9112248 25 9112255 25 9112263 25

9112235 32 9112242 32 9112248 32 9112255 32 9112263 32

9112235 38 9112242 38 9112248 38 9112255 38 9112263 38

9112242 50 9112248 50 9112255 50 9112263 50

Art. 9112
A2

Artikel 9112 A2 
Senkkopf-SI Schrauben, ISK + PIN, Blechgewinde
Item 9112 A2 
CSK head security screws hex socket drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112263%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112263%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112263%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112263%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112235%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112263%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112242%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112248%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112255%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9112263%2050﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100 100

6 8 10 12 16 20

1.75 2.4 2.95 3.45 4.6 5.5

SW 2 PIN SW 2,5 PIN SW 3 PIN SW 4 PIN SW 5 PIN SW 6 PIN

Artikel 9113 A2 
Senkkopf-SI Schrauben, ISK + PIN, Metrisches Gewinde

Art. 9113
A2

Item 9113 A2 
CSK head security screws hex socket drive + pin

Weitere Abmessungen auf der nächsten Seite. / Further dimensions on the next page.

- �Metrisches Gewinde
- �ISK + PIN
- �Senkkopf

- �Metric thread
- �ISK + PIN
- �Countersunk head

d

l/mm

6

8

10

12

16

20

25

30

35

40

45

50

60

70

80

90

100

M 3 M 4 M 5 M 6 M 8 M 10

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

911323  6 911324  6

911323  8 911324  8 911325  8

911323  10 911324  10 911325  10 911326  10 911328  10

911323  12 911324  12 911325  12 911326  12 911328  12

911323  16 911324  16 911325  16 911326  16 911328  16 9113210 16

911323  20 911324  20 911325  20 911326  20 911328  20 9113210 20

911324  25 911325  25 911326  25 911328  25 9113210 25

911324  30 911325  30 911326  30 911328  30 9113210 30

911325  35 911326  35

911324  40 911325  40 911326  40 911328  40 9113210 40

911328  45 9113210 45

911324  50 911325  50 911326  50 911328  50 9113210 50

911324  60 911325  60 911326  60 911328  60 9113210 60

911325  70 911326  70 911328  70 9113210 70

911325  80 911328  80 9113210 80

911328  90 9113210 90

911328  100 9113210 100

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911323%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911323%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911323%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911323%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911323%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911323%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911324%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911326%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911325%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911328%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113210%20100﻿
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

dk

k

Antrieb 
Drive size

100

24

6.5

SW 8 PIN

- �Metrisches Gewinde
- �ISK + PIN
- �Senkkopf

- �Metric thread
- �ISK + PIN
- �Countersunk head

d

l/mm

6

8

10

12

16

20

25

30

35

40

45

50

60

70

80

90

100

M 12

Art.-Nr./Item no.

9113212 20

9113212 25

9113212 30

9113212 40

9113212 50

9113212 60

9113212 70

9113212 80

9113212 90

9113212 100

Art. 9113
A2

Artikel 9113 A2 
Senkkopf-SI Schrauben, ISK + PIN, Metrisches Gewinde
Item 9113 A2 
CSK head security screws hex socket drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9113212%20100﻿
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- �Bohrungen an beiden Seiten

- �Hole on both sides

l1 l2 Antrieb 
Drive size

Artikelnummer 
Item Number 

20,5 58,5 SW 2 91182 1

58,5 SW 2,5 911825 1

22,5 63,5 SW 1/8" 911818 1

23 66 SW 3 91183 1

29 74 SW 4 91184 1

33 85 SW 5 91185 1

38 96 SW 6 91186 1

Artikel 9118 
SI-Winkelschlüssel für ISK-PIN Antrieb

Art. 9118
CV

Item 9118 
Security wrenches for hexagon socket drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91182﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911825﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911818﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91183﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91184﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91185﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91186﻿
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- �1/4" Sechskant Aufnahme

- �1/4" hexagon

l Antrieb 
Drive size

Artikelnummer 
Item Number 

25 SW 1/8" 911918 1

SW 2 91192 1

SW 2,5 911925 1

SW 3 91193 1

SW 4 91194 1

SW 5 91195 1

SW 6 91196 1

SW 8 91198 1

Art. 9119
CV

Artikel 9119 
SI-Bits für ISK-PIN Antrieb
Item 9119 
Security bits for hexagon socket drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911918﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91192﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿911925﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91193﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91194﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91195﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91196﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91198﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100

5.7 7.6 9.5 10.5 10.5

1.65 2.2 2.75 3.3 3.3

TX10 PIN TX15 PIN TX25 PIN TX27 PIN TX27 PIN

Artikel 9120 A2 
Flachrundkopf-SI Schrauben, ISR + PIN, Blechgewinde

Art. 9120
A2

Item 9120 A2 
Button head security screws with six lobe drive + pin

- �Blechgewinde
- �ISR + PIN
- �Flachrundkopf

- �Sheet thread
- �ISR + PIN
- �Button head

d

l/mm

13

16

19

25

32

38

50

63

75

3,5 4,2 4,8 5,5 6,3

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9120235 13 9120242 13 9120248 13 9120255 13 9120263 13

9120235 16 9120242 16 9120248 16 9120255 16 9120263 16

9120235 19 9120242 19 9120248 19 9120255 19 9120263 19

9120235 25 9120242 25 9120248 25 9120255 25 9120263 25

9120235 32 9120242 32 9120248 32 9120255 32 9120263 32

9120235 38 9120242 38 9120248 38 9120255 38 9120263 38

9120248 50 9120255 50 9120263 50

9120255 63

9120255 75

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120235%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120248%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120263%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2063﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9120255%2075﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100 100

5.7 6.6 7.6 9.5 10.5 14

1.65 1.9 2.2 2.75 3.3 4.4

TX10 PIN TX15 PIN TX20 PIN TX25 PIN TX30 PIN TX40 PIN

     

- �Metrisches Gewinde
- �ISR + PIN
- �Flachrundkopf

- �Metric thread
- �ISR + PIN
- �Button head

d

l/mm

6

8

10

12

14

16

18

20

22

25

30

35

40

45

50

55

60

65

70

75

80

90

100

M 3 M 3,5 M 4 M 5 M 6 M 8

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

912123  6 9121235 6 912124  6

912123  8 912124  8 912125  8

912123  10 912124  10 912125  10 912126  10 912128  10

912123  12 912124  12 912125  12 912126  12 912128  12

912126  14

912123  16 912124  16 912125  16 912126  16 912128  16

912126  18

912123  20 912124  20 912125  20 912126  20 912128  20

912126  22

912124  25 912125  25 912126  25 912128  25

912124  30 912125  30 912126  30 912128  30

912124  35 912126  35 912128  35

912124  40 912125  40 912126  40 912128  40

912126  45 912128  45

912124  50 912125  50 912126  50 912128  50

912126  55

912125  60 912126  60 912128  60

912128  65

912128  70

Art. 9121
A2

Artikel 9121 A2 
Flachrundkopf-SI Schrauben, ISR + PIN, Metrisches Gewinde
Item 9121 A2 
Button head security screws with six lobe drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912123%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121235%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912123%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912123%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912123%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912123%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2018﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912123%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2022﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912124%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912125%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912126%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912128%20%2070﻿
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100 100

17.5 21

5.5 6.6

TX45 PIN TX55 PIN

Artikel 9121 A2 
Flachrundkopf-SI Schrauben, ISR + PIN, Metrisches Gewinde

Art. 9121
A2

Item 9121 A2 
Button head security screws with six lobe drive + pin

M 10 M 12

Art.-Nr./Item no. Art.-Nr./Item no.

9121210 16

9121210 20 9121212 20

9121210 25 9121212 25

9121210 30 9121212 30

9121210 35

9121210 40 9121212 40

9121210 45

9121210 50 9121212 50

9121210 55

9121210 60 9121212 60

9121210 65

9121210 70 9121212 70

9121210 75

9121210 80 9121212 80

9121210 90

9121210 100 9121212 100

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2075﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121210%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9121212%20100﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100

6.8 8.1 9.5 10.8 12.4

2.15 2.6 3.15 3.55 4

TX15 PIN TX20 PIN TX25 PIN TX27 PIN TX30 PIN

- �Blechgewinde
- �ISR + PIN
- �Senkkopf

- �Sheet thread
- �ISR + PIN
- �Countersunk head

d

l/mm

13

16

19

25

32

38

50

63

75

100

3,5 4,2 4,8 5,5 6,3

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9122235 13 9122242 13 9122248 13 9122255 13

9122235 16 9122242 16 9122248 16 9122255 16 9122263 16

9122235 19 9122242 19 9122248 19 9122255 19 9122263 19

9122235 25 9122242 25 9122248 25 9122255 25 9122263 25

9122235 32 9122242 32 9122248 32 9122255 32 9122263 32

9122235 38 9122242 38 9122248 38 9122255 38 9122263 38

9122248 50 9122255 50 9122263 50

9122248 63 9122255 63

9122248 75 9122255 75

9122248 100 9122255 100

Art. 9122
A2

Artikel 9122 A2 
Senkkopf-SI Schrauben, ISR + PIN, Blechgewinde
Item 9122 A2 
CSK head security screws with six lobe drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122263%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122263%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122263%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122263%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122235%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122263%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122263%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2063﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2063﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%2075﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%2075﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122248%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9122255%20100﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100 100 100

6 8 10 12 16 20

1.75 2.4 2.95 3.45 4.6 5.5

TX10 PIN TX20 PIN TX25 PIN TX30 PIN TX40 PIN TX45 PIN

Artikel 9123 A2 
Senkkopf-SI Schrauben, ISR + PIN, Metrisches Gewinde

Art. 9123
A2

Item 9123 A2 
CSK head security screws with six lobe drive + pin

Weitere Abmessungen auf der nächsten Seite. / Further dimensions on the next page.

- �Metrisches Gewinde
- �ISR + PIN
- �Senkkopf

- �Metric thread
- �ISR + PIN
- �Countersunk head

d

l/mm

6

8

10

12

16

20

25

30

35

40

45

50

60

70

80

90

100

M 3 M 4 M 5 M 6 M 8 M 10

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

912323  6 912324  6

912323  8 912324  8 912325  8

912323  10 912324  10 912325  10 912326  10 912328  10

912323  12 912324  12 912325  12 912326  12 912328  12

912323  16 912324  16 912325  16 912326  16 912328  16 9123210 16

912323  20 912324  20 912325  20 912326  20 912328  20 9123210 20

912324  25 912325  25 912326  25 912328  25 9123210 25

912324  30 912325  30 912326  30 912328  30 9123210 30

912325  35 912326  35

912324  40 912325  40 912326  40 912328  40 9123210 40

912328  45 9123210 45

912324  50 912325  50 912326  50 912328  50 9123210 50

912324  60 912325  60 912326  60 912328  60 9123210 60

912325  70 912326  70 912328  70 9123210 70

912325  80 912328  80 9123210 80

912328  90 9123210 90

912328  100 9123210 100

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912323%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912323%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912323%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912323%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912323%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912323%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912324%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912326%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912325%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912328%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123210%20100﻿
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

dk

k

Antrieb 
Drive size

100

24

6.5

TX55 PIN

- �Metrisches Gewinde
- �ISR + PIN
- �Senkkopf

- �Metric thread
- �ISR + PIN
- �Countersunk head

d

l/mm

6

8

10

12

16

20

25

30

35

40

45

50

60

70

80

90

100

M 12

Art.-Nr./Item no.

9123212 20

9123212 25

9123212 30

9123212 40

9123212 50

9123212 60

9123212 70

9123212 80

9123212 90

9123212 100

Art. 9123
A2

Artikel 9123 A2 
Senkkopf-SI Schrauben, ISR + PIN, Metrisches Gewinde
Item 9123 A2 
CSK head security screws with six lobe drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9123212%20100﻿
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- �Bohrungen an beiden Seiten

- �Hole on both sides

l1 l2 Antrieb 
Drive size

Artikelnummer 
Item Number 

20 56 TX10 912810 1

22 60 TX15 912815 1

23 64 TX20 912820 1

24 71 TX25 912825 1

75 TX27 912827 1

26 77 TX30 912830 1

29 82 TX40 912840 1

32 88 TX45 912845 1

38 103 TX50 912850 1

42 103 TX55 912855 1

Artikel 9128 
SI-Winkelschlüssel für ISR-PIN Antrieb

Art. 9128
CV

Item 9128 
Security wrenches for six lobe drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912810﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912815﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912820﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912825﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912827﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912830﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912840﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912845﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912850﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912855﻿
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- �1/4" Sechskant Aufnahme

- �1/4" hex

l Antrieb 
Drive size

Artikelnummer 
Item Number 

25 TX10 912910 1

TX15 912915 1

TX20 912920 1

TX25 912925 1

TX27 912927 1

TX30 912930 1

TX40 912940 1

TX45 912945 1

TX50 912950 1

TX55 912955 1

Art. 9129
CV

Artikel 9129 
SI-Bits für ISR-PIN Antrieb
Item 9129 
Security bits for six lobe drive + pin

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912910﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912915﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912920﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912925﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912927﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912930﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912940﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912945﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912950﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿912955﻿
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

dk

k

100 100 100 100 100 100

5.4 6.5 7.3 9.1 10.4 12

2.2 2.6 3 3.5 3.9 4.4

Artikel 9130 A2 
Halbrundkopf-SI Schrauben, Einweg-Antrieb, Blechgewinde

Art. 9130
A2

Item 9130 A2 
Pan head security screws with oneway drive

- �Blechgewinde
- �Einwegantrieb
- �Halbrundkopf

- �Sheet thread
- �Oneway drive
- �Pan head

d

l/mm

9,5

13

16

19

25

32

38

50

63

75

2,9 3,5 4,2 4,8 5,5 6,3

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

9130229 95

9130229 13 9130235 13 9130242 13 9130248 13 9130255 13 9130263 13

9130229 16 9130235 16 9130242 16 9130248 16 9130255 16 9130263 16

9130229 19 9130235 19 9130242 19 9130248 19 9130255 19 9130263 19

9130235 25 9130242 25 9130248 25 9130255 25 9130263 25

9130235 32 9130242 32 9130248 32 9130255 32 9130263 32

9130242 38 9130248 38 9130255 38 9130263 38

9130248 50 9130255 50 9130263 50

9130255 63 9130263 63

9130263 75

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130229%2095﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130229%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130235%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130229%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130235%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130229%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130235%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130235%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130235%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130248%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130255%2063﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2063﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9130263%2075﻿


Schäfer + Peters GmbH   •   Competence in Stainless Steel   •   www.schaefer-peters.com1098



dk

k

100 100 100 100

7.5 9.17 12 13

3 3.5 4.4 4.8

- �Metrisches Gewinde
- �Einwegantrieb
- �Halbrundkopf

- �Metric thread
- �Oneway drive
- �Pan head

d

l/mm

8

10

12

16

20

25

30

35

40

45

50

60

70

M 4 M 5 M 6 M 8

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

913124  8 913125  8

913124  10 913125  10 913126  10 913128  10

913124  12 913125  12 913126  12 913128  12

913124  16 913125  16 913126  16 913128  16

913124  20 913125  20 913126  20 913128  20

913124  25 913125  25 913126  25 913128  25

913124  30 913125  30 913126  30 913128  30

913124  35 913125  35 913126  35 913128  35

913124  40 913125  40 913126  40 913128  40

913124  45 913125  45 913126  45 913128  45

913124  50 913125  50 913126  50 913128  50

913125  60 913126  60 913128  60

913125  70 913126  70 913128  70

Art. 9131
A2

Artikel 9131 A2 
Halbrundkopf-SI Schrauben, Einweg-Antrieb, Metrisches Gewinde
Item 9131 A2 
Pan head security screws with oneway drive

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913124%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913125%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913126%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿913128%20%2070﻿
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

dk

k

100 100

8.4 9.8

3.9 4.5

Artikel 9132 A2 
Linsensenkkopf-SI Schrauben, Einweg-Antrieb, Blechgewinde

Art. 9132
A2

Item 9132 A2 
Raised CSK head security screws with oneway drive

- �Blechgewinde
- �Einwegantrieb
- �Linsensenkkopf

- �Sheet thread
- �Oneway drive
- �Raised countersunk head

d

l/mm

13

16

19

25

32

38

4,2 4,8

Art.-Nr./Item no. Art.-Nr./Item no.

9132242 13 9132248 13

9132242 16 9132248 16

9132242 19 9132248 19

9132242 25 9132248 25

9132242 32 9132248 32

9132242 38 9132248 38

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132242%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132248%2013﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132242%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132248%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132242%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132248%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132242%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132248%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132242%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132248%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132242%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9132248%2038﻿
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d Artikelnummer 
Item Number 

4 91394 1

5 91395 1

6 91396 1

Art. 9139
CV

Artikel 9139 
SI Schraubenlöser für Einwegschrauben
Item 9139 
One way screw remover

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91394﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91395﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91396﻿
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

dk

k

Antrieb 
Drive size

100 100 100 100

10.5 14 17.5 21

3.3 4.4 5.5 6.6

SW 4 SW 5 SW 6 SW 8

Artikel 9140 A2 
Flachrundkopf-SI Schrauben, ISK mit Stopfen, Metrisches Gewinde

Art. 9140
A2

Item 9140 A2 
Hexagon socket button head screws with plug

- �Metrisches Gewinde
- �ISK mit Stopfen
- �Flachrundkopf

- �Metric screws
- �ISK with plug
- �Button head

d

l/mm

10

12

16

20

25

30

35

40

45

50

60

70

M 6 M 8 M 10 M 12

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

914026  10 914028  10

914026  12 914028  12

914026  16 914028  16 9140210 16

914026  20 914028  20 9140210 20 9140212 20

914026  25 914028  25 9140210 25 9140212 25

914026  30 914028  30 9140210 30 9140212 30

914026  35 914028  35 9140210 35 9140212 35

914026  40 914028  40 9140210 40 9140212 40

914026  45 914028  45 9140210 45 9140212 45

914026  50 914028  50 9140210 50 9140212 50

914026  60 914028  60 9140210 60 9140212 60

914028  70 9140210 70 9140212 70

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914026%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914028%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140210%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9140212%2070﻿
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

dk

k

100 100 100 100

12 16 20 24

3.45 4.6 5.5 6.5

- �Metrisches Gewinde
- �ISK mit Stopfen
- �Senkkopf

- �Metric thread
- �ISK with plug
- �Countersunk head

d

l/mm

10

12

16

20

25

30

35

40

45

50

60

70

M 6 M 8 M 10 M 12

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

914126  10 914128  10

914126  12 914128  12

914126  16 914128  16 9141210 16

914126  20 914128  20 9141210 20 9141212 20

914126  25 914128  25 9141210 25 9141212 25

914126  30 914128  30 9141210 30 9141212 30

914126  35 914128  35 9141210 35 9141212 35

914126  40 914128  40 9141210 40 9141212 40

914126  45 914128  45 9141210 45 9141212 45

914126  50 914128  50 9141210 50 9141212 50

914126  60 914128  60 9141210 60 9141212 60

914128  70

Art. 9141
A2

Artikel 9141 A2 
Senkkopf-SI Schrauben, ISK mit Stopfen, Metrisches Gewinde
Item 9141 A2 
Hexagon socket CSK head security screws with plug

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914126%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9141212%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914128%20%2070﻿
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Antrieb 
Drive size

Artikelnummer 
Item Number 

SW 8 914518 100

SW 6 914516 100

SW 5 914515 100

SW 4 914514 100

Artikel 9145 A1 
Einschlagstopfen für Innensechskantantrieb

Art. 9145
A1

Item 9145 A1 
Security plugs for hexagon socket drive

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914518﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914516﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914515﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿914514﻿
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d h d2 m Abreiß[Nm] 
Pulloff[Nm

Antrieb 
Drive size

Artikelnummer 
Item Number 

4 9 6,8 3 6-10 SW 7 915024 500

5 9,2 7,8 3,2 6-10 SW 8 915025 500

6 9,5 9,8 3,5 7-13 SW 10 915026 500

8 12 12,8 4 13-25 SW 13 915028 500

10 15 16,8 5 30-40 SW 17 9150210 200

12 16 18,8 5,5 35-45 SW 19 9150212 100

16 22 23,8 7 45-60 SW 24 9150216 100

20 29 29,8 8 65-80 SW 30 9150220 100

Art. 9150
A2

Artikel 9150 A2 
Abreißmuttern
Item 9150 A2 
breakaway nuts

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915024﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915026﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915028﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150210﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150212﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150216﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150220﻿
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d h d2 m Abreiß[Nm] 
Pulloff[Nm

Antrieb 
Drive size

Artikelnummer 
Item Number 

4 9 6,8 3 6-10 SW 7 915044 500

5 9,2 7,8 3,2 6-10 SW 8 915045 500

6 9,5 9,8 3,5 7-13 SW 10 915046 500

8 12 12,8 4 13-25 SW 13 915048 500

10 15 16,8 5 30-40 SW 17 9150410 200

12 16 18,8 5,5 35-45 SW 19 9150412 100

16 22 23,8 7 45-60 SW 24 9150416 100

20 29 29,8 8 65-80 SW 30 9150420 100

Artikel 9150 A4 
Abreißmuttern

Art. 9150
A4

Item 9150 A4 
breakaway nuts

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915044﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915046﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915048﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150412﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150416﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9150420﻿
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d l k1 k2 dk Abreiß[Nm] 
Pulloff[Nm

Antrieb 
Drive size

Artikelnummer 
Item Number 

8 20 8,6 1 13 18-25 SW 6 915528  20 100

25 8,6 1 13 18-25 SW 6 915528  25 100

30 8,6 1 13 18-25 SW 6 915528  30 100

35 8,6 1 13 18-25 SW 6 915528  35 100

40 8,6 1 13 18-25 SW 6 915528  40 100

45 8,6 1 13 18-25 SW 6 915528  45 100

50 8,6 1 13 18-25 SW 6 915528  50 100

Art. 9155
A2

Artikel 9155 A2 
Abreißschrauben
Item 9155 A2 
Shear screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915528%20%2050﻿
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- �Zink-Druckguss
- �unlösbare Verbindung

- �Die-cast zinc
- �Insoluble connection

a b h Antrieb 
Drive size

Artikelnummer 
Item Number 

2,8 2 1,45 TX10 9156010 100

3,32 2,4 1,8 TX15 9156015 100

3,92 2,8 2,3 TX20 9156020 100

4,52 3,21 2,5 TX25 9156025 100

5,6 4 3 TX30 9156030 100

6,75 4,8 3,6 TX40 9156040 100

7,93 5,64 3,9 TX45 9156045 100

8,95 6,45 4,6 TX50 9156050 100

Artikel 9156 Zn 
Einschlagsterne für Innensechsrundantrieb

Art. 9156
Zink

Item 9156 Zn 
Security stars for six lobe drive

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156015﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9156050﻿
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- �1/4" Sechskant

- �1/4" Hex

Antrieb 
Drive size

Artikelnummer 
Item Number 

SW 1/4" 915914 1

Art. 9159 Artikel 9159 
Handschraubendreher mit Bitaufnahme, magnetisch
Item 9159 
Magnetic hand screwdriver for bits

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿915914﻿


Tel.: +49 (0) 7941 6094-0   •   Fax: +49 (0) 7941 6094-700   •   info@schaefer-peters.com 1109

Schäfer + Peters
GmbH

74613 Öhringen

Z - 14.4 - 638

d l lg lm l1 Klemmbe. 
Clamp.area

Antrieb 
Drive size

Artikelnummer 
Item Number 

8,4 136 80 50 70 0-40 SW 5 9182284 80/50 10

156 100 50 70 20-60 SW 5 9182284 100/50 10

156 80 70 70 0-40 SW 5 9182284 80/70 10

176 100 70 70 20-60 SW 5 9182284 100/70 10

186 130 50 70 55-90 SW 5 9182284 130/50 10

206 130 70 70 55-90 SW 5 9182284 130/70 10

206 150 50 70 75-110 SW 5 9182284 150/50 10

226 150 70 70 75-110 SW 5 9182284 150/70 10

236 180 50 70 105-140 SW 5 9182284 180/50 10

256 180 70 70 105-140 SW 5 9182284 180/70 10

256 200 50 70 125-160 SW 5 9182284 200/50 10

276 200 70 70 125-160 SW 5 9182284 200/70 10

Artikel 9182 A2 Typ A DS 
Solarbefestiger mit Spitze und Dichtscheibe 19 mm

Art. 9182
A2

Item 9182 A2 type A DS 
Solar fastener with point and sealing washer 19 mm

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%2080/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20100/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%2080/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20100/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20130/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20130/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20150/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20150/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20180/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20180/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20200/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182284%20200/70﻿
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Schäfer + Peters
GmbH

74613 Öhringen

Z - 14.4 - 638

d l lg lm l1 Klemmbe. 
Clamp.area

Antrieb 
Drive size

Artikelnummer 
Item Number 

8,4 136 80 50 70 0-35 SW 5 91822084 80/50 10

156 100 50 70 20-55 SW 5 91822084 100/50 10

156 80 70 70 0-35 SW 5 91822084 80/70 10

176 100 70 70 20-55 SW 5 91822084 100/70 10

186 130 50 70 45-85 SW 5 91822084 130/50 10

206 130 70 70 45-85 SW 5 91822084 130/70 10

206 150 50 70 70-105 SW 5 91822084 150/50 10

226 150 70 70 70-105 SW 5 91822084 150/70 10

236 180 50 70 100-135 SW 5 91822084 180/50 10

256 180 70 70 100-135 SW 5 91822084 180/70 10

256 200 50 70 120-155 SW 5 91822084 200/50 10

276 200 70 70 120-155 SW 5 91822084 200/70 10

Art. 9182
A2

Artikel 9182 A2 Typ A FZD 
Solarbefestiger mit Spitze und Faserzementdichtung
Item 9182 A2 type A FCS 
Solar fastener with point and umbrella washer

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%2080/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20100/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%2080/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20100/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20130/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20130/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20150/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20150/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20180/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20180/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20200/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822084%20200/70﻿
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Schäfer + Peters
GmbH

74613 Öhringen

Z - 14.4 - 638

d l lg lm l1 Klemmbe. 
Clamp.area

Antrieb 
Drive size

Artikelnummer 
Item Number 

8 136 80 50 70 15-60 SW 5 9182280 80/50 10

156 100 50 70 35-80 SW 5 9182280 100/50 10

156 80 70 70 15-60 SW 5 9182280 80/70 10

176 100 70 70 35-80 SW 5 9182280 100/70 10

181 125 50 70 60-105 SW 5 9182280 125/50 10

201 125 70 70 60-105 SW 5 9182280 125/70 10

206 150 50 70 85-130 SW 5 9182280 150/50 10

216 160 50 70 95-140 SW 5 9182280 160/50 10

226 150 70 70 85-130 SW 5 9182280 150/70 10

236 160 70 70 95-140 SW 5 9182280 160/70 10

256 200 50 70 135-180 SW 5 9182280 200/50 10

276 200 70 70 135-180 SW 5 9182280 200/70 10

Artikel 9182 A2 Typ BZ DS 
Solarbefestiger mit Zapfen und Dichtscheibe 19 mm

Art. 9182
A2

Item 9182 A2 type BZ DS 
Solar fastener cone point and sealing washer 19 mm

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%2080/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20100/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%2080/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20100/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20125/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20125/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20150/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20160/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20150/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20160/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20200/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9182280%20200/70﻿
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Schäfer + Peters
GmbH

74613 Öhringen

Z - 14.4 - 638

d l lg lm l1 Klemmbe. 
Clamp.area

Antrieb 
Drive size

Artikelnummer 
Item Number 

8 136 80 50 70 15-55 SW 5 91822080 80/50 10

156 100 50 70 30-75 SW 5 91822080 100/50 10

156 80 70 70 15-55 SW 5 91822080 80/70 10

176 100 70 70 30-75 SW 5 91822080 100/70 10

181 125 50 70 55-100 SW 5 91822080 125/50 10

201 125 70 70 55-100 SW 5 91822080 125/70 10

206 150 50 70 80-125 SW 5 91822080 150/50 10

216 160 50 70 90-135 SW 5 91822080 160/50 10

226 150 70 70 80-125 SW 5 91822080 150/70 10

236 160 70 70 90-135 SW 5 91822080 160/70 10

256 200 50 70 130-175 SW 5 91822080 200/50 10

276 200 70 70 130-175 SW 5 91822080 200/70 10

Art. 9182
A2

Artikel 9182 A2 Typ BZ FZD 
Solarbefestiger mit Zapfen und Faserzementdichtung
Item 9182 A2 type BZ FCS 
Solar fastener with cone point and umbrella washer

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%2080/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20100/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%2080/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20100/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20125/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20125/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20150/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20160/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20150/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20160/70﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20200/50﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91822080%20200/70﻿
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- �Material: Aluminium mit EPDM 
Dichtung

- �Oberfläche: blank
- �Anwendung: für Hochsicken-

montage von Bedachung aus 
Polyester

- �Ausführung: Für verschiedene 
Trapezblechformen

- �Material: aluminium with EPDM 
seal

- �Surface: uncoated
- �Use: for fitting raised beads on 

polyester roof
- �Versions: for various cap 

shapes

d b h1 s1 s2 l Artikelnummer 
Item Number 

7,3 40 10 1 2 45 91830H 100

Artikel 9183 Aluminium 17° / 40 mm 
Kalotten Form H mit EPDM-Dichtung

Art. 9183
Aluminium

Item 9183 Aluminium 17° / 40 mm 
Saddle washers with EPDM seal type H

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91830H﻿
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- �Material: Aluminium mit EPDM 
Dichtung

- �Oberfläche: blank
- �Anwendung: für Hochsicken-

montage von Bedachung aus 
Polyester

- �Ausführung: Für verschiedene 
Trapezblechformen

- �Material: aluminium with EPDM 
seal

- �Surface: uncoated
- �Use: for fitting raised beads on 

polyester roof
- �Versions: for various cap 

shapes

d b h1 s1 s2 l Artikelnummer 
Item Number 

7,3 40 10 1 2 45 91830I 100

Art. 9183
Aluminium

Artikel 9183 Aluminium 36° / 40 mm 
Kalotten Form I mit EPDM-Dichtung
Item 9183 Aluminium 36° / 40 mm 
Saddle washers with EPDM seal type I

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91830I﻿


Tel.: +49 (0) 7941 6094-0   •   Fax: +49 (0) 7941 6094-700   •   info@schaefer-peters.com 1115

- �Material: Aluminium mit EPDM 
Dichtung

- �Oberfläche: blank
- �Anwendung: für Hochsicken-

montage von Bedachung aus 
Polyester

- �Ausführung: Für verschiedene 
Trapezblechformen

- �Material: aluminium with EPDM 
seal

- �Surface: uncoated
- �Use: for fitting raised beads on 

polyester roof
- �Versions: for various cap 

shapes

d b h1 s1 s2 l Artikelnummer 
Item Number 

7,3 54 10 1 2 45 91830M 100

Artikel 9183 Aluminium 32° / 54 mm 
Kalotten Form M mit EPDM-Dichtung

Art. 9183
Aluminium

Item 9183 Aluminium 32° / 54 mm 
Saddle washers with EPDM seal type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91830M﻿
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- �Material: Aluminium mit EPDM 
Dichtung

- �Oberfläche: blank
- �Anwendung: für Hochsicken-

montage von Bedachung aus 
Polyester

- �Ausführung: Für verschiedene 
Trapezblechformen

- �Material: aluminium with EPDM 
seal

- �Surface: uncoated
- �Use: for fitting raised beads on 

polyester roof
- �Versions: for various cap 

shapes

d b h1 s1 s2 l Artikelnummer 
Item Number 

7,3 25 10 1 2 45 91830O 100

Art. 9183
Aluminium

Artikel 9183 Aluminium 15° / 25 mm 
Kalotten Form O mit EPDM-Dichtung
Item 9183 Aluminium 15° / 25 mm 
Saddle washers with EPDM seal type O

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91830O﻿
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- �Material: Aluminium mit EPDM 
Dichtung

- �Oberfläche: blank
- �Anwendung: für Hochsicken-

montage von Bedachung aus 
Polyester

- �Ausführung: Für verschiedene 
Trapezblechformen

- �Material: aluminium with EPDM 
seal

- �Surface: uncoated
- �Use: for fitting raised beads on 

polyester roof
- �Versions: for various cap 

shapes

d b h1 s1 s2 l Artikelnummer 
Item Number 

7,3 33 13 1 2 40 91830T48 33 100

Artikel 9183 Aluminium 48° / 33 mm 
Kalotten Form T mit EPDM-Dichtung

Art. 9183
Aluminium

Item 9183 Aluminium 48° / 33 mm 
Saddle washers with EPDM seal type T

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿91830T48%2033﻿
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- �EPDM mit Edelstahlscheibe

- �EPDM with stainless steel 
washer

d d2 h1 Artikelnummer 
Item Number 

6,8 25 13 918428 100

Art. 9184
A2

Artikel 9184 A2 + EPDM 8,4X25 
Faserzementdichtungen mit schwarzem EPDM
Item 9184 A2 + EPDM 8,4X25 
Umbrella washers with black EPDM

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿918428﻿
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d b1 b2 h Artikelnummer 
Item Number 

8 19,5 34 6 919928 100

10 19,5 34 8 9199210 100

Artikel 9199 A2 
Schienenmuttern Typ 41/41 Teilverzahnung

Art. 9199
A2

Item 9199 A2 
Sliding nuts type 41/41

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿919928﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9199210﻿
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d b1 b2 h Artikelnummer 
Item Number 

8 19,5 34 8 9199408 100

10 19,5 34 8 9199410 100

Art. 9199
A4

Artikel 9199 A4 
Schienenmuttern Typ 41/41 Teilverzahnung
Item 9199 A4 
Sliding nuts type 41/41

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9199408﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9199410﻿
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d b1 b2 h Artikelnummer 
Item Number 

6 18 34 6 919926F 100

8 19,5 34 6 919928F 100

19,5 34 8 9199208F 100

Artikel 9199 A2 
Schienenmuttern Typ 41/41 mit Teilverzahnung und Fixierhilfe

Art. 9199
A2

Item 9199 A2 
Sliding nuts type 41/41 partial serration and fixing help

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿919926F﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿919928F﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9199208F﻿
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- �Twin-Lock

- �Twin-Lock

d1 d2 s Artikelnummer 
Item Number 

4,4 7,6 2 921044 200

5,4 9 2 921045 200

6,5 10,8 2 921046 200

8,7 13,5 2 921048 200

10,7 16,6 2 9210410 200

13 19,5 2 9210412 200

17 25,4 3 9210416 100

21,4 30,7 3 9210420 100

25,3 39 3 9210424 100

28,4 42 6,5 9210427 50

31,4 47 6,5 9210430 50

Art. 9210
A4

Artikel 9210 A4 
Keilsicherungsscheiben, schmal
Item 9210 A4 
Wedge lock washers, standard

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921044﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921046﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921048﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210412﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210416﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210420﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210424﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210427﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9210430﻿
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- �Twin-Lock

- �Twin-Lock

d1 d2 s Artikelnummer 
Item Number 

4,4 9 2 921144 200

5,4 10,8 2 921145 200

6,5 13,5 2 921146 200

8,7 16,6 2 921148 200

10,7 21 2 9211410 200

13 25,4 3 9211412 100

17 30,7 3 9211416 100

21,4 39 3 9211420 100

25,3 48,5 3 9211424 50

Artikel 9211 A4 
Keilsicherungsscheiben, breit

Art. 9211
A4

Item 9211 A4 
Wedge lock washers, large

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921144﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921145﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921146﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921148﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9211410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9211412﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9211416﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9211420﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9211424﻿
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- �Sperrkanten
- �Drahtprofil wechselseitig 

geneigt
- �Wölbungsscheitel zwischen 

135° - 150°
- �5-mal in sich verwunden

- �Locking edges
- �Wire profile inclined one way 

and then the other
- �Peak of curve between 135° 

- 150°
- �Wound in itself 5 times

d1 d2 h s Artikelnummer 
Item Number 

5,4 9,2 1,8 1,3 921543105 1000

6,5 11,8 2,4 1,7 921543106 1000

8,5 14,8 3 2,1 921543108 1000

10,6 18 3,4 2,35 9215431010 500

12,6 21 3,9 2,65 9215431012 500

14,6 24 4,7 3,15 9215431014 250

16,9 27,3 5,5 3,7 9215431016 250

20,3 33,6 6,3 4,2 9215431020 100

24,6 40 6,3 5,2 9215431024 50

Art. 9215
A1

Artikel 9215 1.4310 
Sperrkantringe ähnlich DIN 128

Alternative Norm
ähnlich DIN 128

Item 9215 1.4310 
Serrated curved spring lock washers

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921543105﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921543106﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921543108﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9215431010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9215431012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9215431014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9215431016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9215431020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9215431024﻿
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- �Form M
- �Spezielle Oberfläche
- �Wiederverwendbar

- �Type M
- �Special surface
- �Reuseable

d1 d2 s Artikelnummer 
Item Number 

4,4 10,2 1,05 921724 1000

5,4 12,2 1,24 921725 1000

6,4 14,2 1,44 921726 1000

8,56 18,2 1,44 921728 1000

10,56 22,25 1,65 9217210 1000

12,83 27,25 1,85 9217212 500

14,83 30,25 2,46 9217214 250

16,83 32,5 2,56 9217216 250

21,75 40 3,06 9217220 100

Artikel 9217 A2 
Sperrkantscheiben Form M

Art. 9217 M
A2

Item 9217 A2 
Serrated conical spring washers type M

Alternative Norm
ähnlich NF E 25-511

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921724﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921725﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921726﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921728﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217210﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217212﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217214﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217216﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217220﻿
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- �Form M
- �Spezielle Oberfläche
- �Wiederverwendbar

- �Type M
- �Special surface
- �Reuseable

d1 d2 s Artikelnummer 
Item Number 

4,4 10,2 1,05 921744 1000

5,4 12,2 1,24 921745 1000

6,4 14,2 1,44 921746 1000

8,56 18,2 1,44 921748 1000

10,56 22,25 1,65 9217410 1000

12,83 27,25 1,85 9217412 500

14,83 30,25 2,46 9217414 250

16,83 32,5 2,56 9217416 250

21,75 40 3,06 9217420 100

Art. 9217 M
A4

Artikel 9217 A4 
Sperrkantscheiben Form M

Alternative Norm
ähnlich NF E 25-511

Item 9217 A4 
Serrated conical spring washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921744﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921745﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921746﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921748﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217412﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217414﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217416﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9217420﻿
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- �Form S
- �Spezielle Oberfläche
- �Wiederverwendbar

- �Type S
- �Special surface
- �Reuseable

d1 d2 h s Artikelnummer 
Item Number 

4,4 8,2 1,4 1,05 921944 1000

5,4 10,2 1,5 1,05 921945 1000

6,4 12,2 1,85 1,24 921946 1000

8,56 16,2 2,4 1,44 921948 1000

10,56 20,25 2,6 1,65 9219410 1000

12,83 24,25 2,7 1,65 9219412 500

Artikel 9219 A4 
Sperrkantscheiben Form S

Art. 9219 S
A4

Item 9219 A4 
Serrated conical spring washers type S

Alternative Norm
ähnlich NF E 25-511

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921944﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921945﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921946﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿921948﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9219410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9219412﻿
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- �Form L
- �Spezielle Oberfläche
- �Wiederverwendbar

- �Type L
- �Special surface
- �Reuseable

d1 d2 h s Artikelnummer 
Item Number 

6,4 18,2 2,55 1,44 922146 1000

8,56 22,25 3 1,96 922148 1000

10,56 27,25 3,7 2,46 9221410 500

12,83 32,3 4,6 2,86 9221412 250

Art. 9221 L
A4

Artikel 9221 A4 
Sperrkantscheiben Form L

Alternative Norm
ähnlich NF E 25-511

Item 9221 A4 
Serrated conical spring washers type L

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿922146﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿922148﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9221410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9221412﻿
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- �4 Haltekrallen als Mitdreh-
sicherung

- �4 sharp knock with anti rotation

d d1 d2 h2 Artikelnummer 
Item Number 

4 5,2 15 7 926024  7 100

5 6,2 17 8 926025  8 100

6 7,5 19 9 926026  9 100

8 10 22,2 11 926028  11 100

10 11,5 25 12 9260210 12 100

12 14,5 27 13 9260212 13 100

Artikel 9260 A2 
Einschlagmuttern

Art. 9260
A2

Item 9260 A2 
Drive-in nuts / T-Nuts

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿926024%20%207﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿926025%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿926026%20%209﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿926028%20%2011﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9260210%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9260212%2013﻿


Schäfer + Peters GmbH   •   Competence in Stainless Steel   •   www.schaefer-peters.com1130

Für Profile 28/38, 28/28, 28/15, 
28/12, 26/26

for profiles 28/38, 28/28, 28/15, 
28/12, 26/26

d l b h Artikelnummer 
Item Number 

8 27 13 4 9297208 200

10 27 13 4 9297210 200

Art. 9297
A2

Artikel 9297 A2 
Gewindeplatten
Item 9297 A2 
Threaded plates

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9297208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9297210﻿
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- �scharfkantig

- �sharp-edged

d l b h Artikelnummer 
Item Number 

8 27 13 4 9297208S 200

Artikel 9297 A2 scharfkantig 
Gewindeplatten

Art. 9297
A2

Artikel 9297 A2 sharp-edged 
Threaded plates

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9297208S﻿
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- �nach Zeichnung

- �according drawing

d l b h Artikelnummer 
Item Number 

6 22 10,5 4 9297206  22 500

Art. 9297
A2

Artikel 9297 A2 Typ 22X10,5X4 
Gewindeplatten
Item 9297 A2 type 22X10,5X4 
Threaded plates

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9297206%20%2022﻿
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Für Profile 28/38, 28/28, 28/15, 
28/12, 26/26

For profiles 28/38, 28/28, 28/15, 
28/12, 26/26

d l b h Artikelnummer 
Item Number 

8 27 13 4 9297408 200

Artikel 9297 A4 
Gewindeplatten

Art. 9297
A4

Item 9297 A4 
Threaded plates

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9297408﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

6 25 25 5,45 16 7 ≤ 2,50 SW 8 95042B260 25 500

75 45 5,45 16 57 ≤ 2,50 SW 8 95042B260 75 200

90 45 5,45 16 72 ≤ 2,50 SW 8 95042B260 90 200

100 45 5,45 16 82 ≤ 2,50 SW 8 95042B260 100 200

120 45 5,45 16 102 ≤ 2,50 SW 8 95042B260 120 150

140 45 5,45 16 122 ≤ 2,50 SW 8 95042B260 140 150

160 45 5,45 16 142 ≤ 2,50 SW 8 95042B260 160 150

180 45 5,45 16 162 ≤ 2,50 SW 8 95042B260 180 100

Art. 9504
BI-Metall A2

Artikel 9504 SP-B2-2-6,0 
BI-Metall Bohrschrauben
Item 9504 SP-B2-2-6,0 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%2075﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%20120﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%20140﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%20160﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B260%20180﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 25 25 5,45 16 7 ≤ 2,00 SW 8 95042B2H55 25 500

Artikel 9504 SP-B2-2H-5,5 
BI-Metall Bohrschrauben

Art. 9504
BI-Metall A2

Item 9504 SP-B2-2H-5,5 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B2H55%2025﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

4,8 20 20 4,95 16 8 ≤ 2,50 SW 8 95042B248 20 1000

25 25 4,95 16 13 ≤ 2,50 SW 8 95042B248 25 1000

Art. 9504
BI-Metall A2

Artikel 9504 SP-B2-2-4,8 
BI-Metall Bohrschrauben
Item 9504 SP-B2-2-4,8 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B248%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B248%2025﻿
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- �ETA-13/0178 gültig ab L 75 mm
- �BI-Metall - Ein spezielles 

Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �ETA-13/0178 valid from L 75 mm
- �BI-Metal - a special welding 

process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086
ETA - 13/0178

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 40 40 5,45 16 11 ≤ 13,00 SW 8 95042B1255 40 500

78 78 5,45 16 51 ≤ 13,00 SW 8 95042B1255 78 250

98 55 5,45 16 71 ≤ 13,00 SW 8 95042B1255 98 250

118 55 5,45 16 91 ≤ 13,00 SW 8 95042B1255 118 200

138 55 5,45 16 111 ≤ 13,00 SW 8 95042B1255 138 200

158 55 5,45 16 131 ≤ 13,00 SW 8 95042B1255 158 200

Artikel 9504 SP-B2-12-5,5 
BI-Metall Bohrschrauben

Art. 9504
BI-Metall A2

Item 9504 SP-B2-12-5,5 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B1255%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B1255%2078﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B1255%2098﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B1255%20118﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B1255%20138﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B1255%20158﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 50 50 5,45 16 31 ≤ 3,00 SW 8 95042B355 50 250

70 70 5,45 16 51 ≤ 3,00 SW 8 95042B355 70 250

Art. 9504
BI-Metall A2

Artikel 9504 SP-B2-3-5,5 
BI-Metall Bohrschrauben
Item 9504 SP-B2-3-5,5 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B355%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B355%2070﻿
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- �ETA-13/0178 gültig ab L 75 mm
- �BI-Metall - Ein spezielles 

Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �ETA-13/0178 valid from L 75 mm
- �BI-Metal - a special welding 

process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086
ETA - 13/0178

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 25 25 5,45 16 7 ≤ 6,50 SW 8 95042B655 25 500

30 30 5,45 16 11 ≤ 6,50 SW 8 95042B655 30 500

35 35 5,45 16 16 ≤ 6,50 SW 8 95042B655 35 500

50 50 5,45 16 31 ≤ 6,50 SW 8 95042B655 50 250

60 50 5,45 16 41 ≤ 6,50 SW 8 95042B655 60 250

70 50 5,45 16 51 ≤ 6,50 SW 8 95042B655 70 250

90 50 5,45 16 71 ≤ 6,50 SW 8 95042B655 90 200

110 50 5,45 16 91 ≤ 6,50 SW 8 95042B655 110 200

130 50 5,45 16 111 ≤ 6,50 SW 8 95042B655 130 200

150 50 5,45 16 131 ≤ 6,50 SW 8 95042B655 150 150

Artikel 9504 SP-B2-6-5,5 
BI-Metall Bohrschrauben

Art. 9504
BI-Metall A2

Item 9504 SP-B2-6-5,5 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%20110﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%20130﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B655%20150﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

6,3 25 25 6,25 16 12 ≤  2,50 SW 8 95042B263 25 500

Art. 9504
BI-Metall A2

Artikel 9504 SP-B2-2-6,3 
BI-Metall Bohrschrauben
Item 9504 SP-B2-2-6,3 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B263%2025﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

6,3 25 25 5,45 16 7 ≤  6,50 SW 8 95042B663 25 500

Artikel 9504 SP-B2-6-6,3 
BI-Metall Bohrschrauben

Art. 9504
BI-Metall A2

Item 9504 SP-B2-6-6,3 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B663%2025﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

d l b k d3 max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

6,5 50 50 5,45 11 ≤  2,50 SW 8 95042B265 50 500

Art. 9504
BI-Metall A2

Artikel 9504 SP-B2-2-6,5 
BI-Metall Bohrschrauben
Item 9504 SP-B2-2-6,5 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042B265%2050﻿
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- �ETA-13/0178 gültig ab L 75 mm
- �BI-Metall - Ein spezielles 

Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �ETA-13/0178 valid from L 75 mm
- �BI-Metal - a special welding 

process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086
ETA - 13/0178

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 25 25 5,45 16 7 ≤ 6,50 SW 8 95044B655 25 500

30 30 5,45 16 11 ≤ 6,50 SW 8 95044B655 30 500

35 35 5,45 16 16 ≤ 6,50 SW 8 95044B655 35 500

50 50 5,45 16 31 ≤ 6,50 SW 8 95044B655 50 250

60 50 5,45 16 41 ≤ 6,50 SW 8 95044B655 60 250

70 50 5,45 16 51 ≤ 6,50 SW 8 95044B655 70 250

90 50 5,45 16 71 ≤ 6,50 SW 8 95044B655 90 200

110 50 5,45 16 91 ≤ 6,50 SW 8 95044B655 110 200

130 50 5,45 16 111 ≤ 6,50 SW 8 95044B655 130 200

150 50 5,45 16 131 ≤ 6,50 SW 8 95044B655 150 150

Artikel 9504 SP-B4-6-5,5 
BI-Metall Bohrschrauben

Art. 9504
BI-Metall A4

Item 9504 SP-B4-6-5,5 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%20110﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%20130﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B655%20150﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Sechskantantrieb - Für opti-
male Kraftübertragung und 
gute Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l b k d3 Klemmst. 
clamp.stre

max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

6,3 25 25 5,45 16 7 ≤ 6,50 SW 8 95044B663 25 500

Art. 9504
BI-Metall A4

Artikel 9504 SP-B4-6-6,3 
BI-Metall Bohrschrauben
Item 9504 SP-B4-6-6,3 
BI-Metal-Self drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95044B663%2025﻿
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

d3

k

Antrieb 
Drive size

500 500

8.8 11

4.25 4.45

SW 7 SW 8

Art. 9504 A2/CV mit Schlitz 
Bi-Metall Bohrschrauben mit Gleitsilberbeschichtung

Art. 9504
A2

Art. 9504 A2/CV slotted 
BI-Metal-Self drilling screws with silver slide coating

- �Außensechskant mit Schlitz
- �Zinklamellenbeschichtung Salz-

sprühnebeltest 1.000 Std.
- �EPDM Dichtscheibe Ø12mm

- �outer hex with slot
- �Zinc flake coating salt spray 

test 1.000 hrs.
- �EPDM sealing washer Ø12mm

d

l/mm

16

19

25

4,2 4,8

Art.-Nr./Item no. Art.-Nr./Item no.

95042BL042 16 95042BL048 16

95042BL042 19 95042BL048 19

95042BL048 25

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042BL042%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042BL048%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042BL042%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042BL048%2019﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95042BL048%2025﻿
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- �50% höhere Haltekraft
- �50% Zeitersparnis
- �weniger Befestigungspunkte 

nötig
- �nahezu keine Bohrspäne
- �Europäische Technische Zulas-

sung ETA 23/1031

- �50% higher hold strengt
- �50% of saving of time
- �less connection points urgently
- �nearly no drilling filings
- �European Technical Assessment 

ETA 23/1031

d l k d3 Klemmst. 
clamp.stre dc max.Bohrl. 

max. Drill
Antrieb 

Drive size
Artikelnummer 

Item Number 
4,5 25 4,6 14 1-10 11 ≤ 2,00 SW 8 95052B245 25 100

38 4,6 14 1-10 11 ≤ 2,00 SW 8 95052B245 38 100

6 25 5,25 16 1-10 11 ≤ 2,00 SW 8 95052B260 25 100

38 5,25 16 1-10 11 ≤ 2,00 SW 8 95052B260 38 100

Art. 9505
BI-Metall A2

Artikel 9505 A2 
BI-Metall Dünnblechschrauben mit Dichtscheibe
Item 9505 A2 
BI-Metal thin sheet screw with washer

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B245%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B245%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B260%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B260%2038﻿
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- �50% höhere Haltekraft
- �50% Zeitersparnis
- �weniger Befestigungspunkte 

nötig
- �nahezu keine Bohrspäne
- �Europäische Technische Zulas-

sung ETA 23/1031

- �50% higher hold strengt
- �50% of saving of time
- �less connection points urgently
- �nearly no drilling filings
- �European Technical Assessment 

ETA 23/1031

d l k Klemmst. 
clamp.stre dc max.Bohrl. 

max. Drill
Antrieb 

Drive size
Artikelnummer 

Item Number 
4,5 25 4,6 1-10 11 ≤ 2,00 SW 8 95052B2045 25 100

38 4,6 1-10 11 ≤ 2,00 SW 8 95052B2045 38 100

6 25 5,25 1-10 11 ≤ 2,00 SW 8 95052B2060 25 100

38 5,25 1-10 11 ≤ 2,00 SW 8 95052B2060 38 100

Artikel 9505 A2 
BI-Metall Dünnblechschrauben ohne Dichtscheibe

Art. 9505
BI-Metall A2

Item 9505 A2 
BI-Metal thin sheet screw without washer

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B2045%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B2045%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B2060%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95052B2060%2038﻿
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- �Europäische Technische Zulas-
sung ETA 23/1031

- �50% höhere Haltekraft
- �50% Zeitersparnis
- �weniger Befestigungspunkte 

nötig
- �nahezu keine Bohrspäne
- �Feingewinde
- �Europäische Technische Zulas-

sung ETA 23/1031

- �European Technical Assessment 
ETA 23/1031

- �50% higher hold strengt
- �50% of saving of time
- �less connection points urgently
- �nearly no drilling filings
- �fine thread
- �European Technical Assessment 

ETA 23/1031

d l k d3 Klemmst. 
clamp.stre dc max.Bohrl. 

max. Drill
Antrieb 

Drive size
Artikelnummer 

Item Number 
4,5 25 5,1 14 1-10 11 ≤ 2,00 SW 8 95062B245 25 100

38 5,1 14 1-10 11 ≤ 2,00 SW 8 95062B245 38 100

6 25 5,25 16 1-10 11 ≤ 2,00 SW 8 95062B260 25 100

38 5,25 16 1-10 11 ≤ 2,00 SW 8 95062B260 38 100

Art. 9506
BI-Metall A2

Artikel 9506 A2 
BI-Metall Dünnblechschrauben mit Dichtscheibe und Feingewinde
Item 9506 A2 
Bi-Metal thin sheet screws with washer and fine thread

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B245%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B245%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B260%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B260%2038﻿
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- �Europäische Technische Zulas-
sung ETA 23/1031

- �50% höhere Haltekraft
- �50% Zeitersparnis
- �weniger Befestigungspunkte 

nötig
- �nahezu keine Bohrspäne
- �Feingewinde
- �Europäische Technische Zulas-

sung ETA 23/1031

- �European Technical Assessment 
ETA 23/1031

- �50% higher hold strengt
- �50% of saving of time
- �less connection points urgently
- �nearly no drilling filings
- �fine thread
- �European Technical Assessment 

ETA 23/1031

d l k Klemmst. 
clamp.stre dc max.Bohrl. 

max. Drill
Antrieb 

Drive size
Artikelnummer 

Item Number 
4,5 25 5,1 1-10 11 ≤ 2,00 SW 8 95062B2045 25 100

38 5,1 1-10 11 ≤ 2,00 SW 8 95062B2045 38 100

6 25 5,25 1-10 11 ≤ 2,00 SW 8 95062B2060 25 100

38 5,25 1-10 11 ≤ 2,00 SW 8 95062B2060 38 100

Artikel 9506 A2 
BI-Metall Dünnblechschrauben mit Feingewinde

Art. 9506
BI-Metall A2

Item 9506 A2 
BI-Metal thin sheet screw with fine thread

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B2045%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B2045%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B2060%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95062B2060%2038﻿
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- �Sechskantantrieb - für optimale 
Kraftübertragung und gute 
Optik

- �Witterungsbeständig - Dicht-
scheibe aus Edelstahl mit auf-
vulkanisiertem Elastomer

- �Hex drive - an attractive 
solution for optimum power 
transmission 

- �Weatherproof - stainless steel 
sealing washer with vulcan-
ised-on elastomer

ETA - 12/0086

d l k d3 max.Bohrl. 
max. Drill

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 30 5,45 14 ≤ 6,00 SW 8 96042655 30 500

Art. 9604
A2

Artikel 9604 SP-A2-6-5,5 
Sechskant-Bohrschrauben
Item 9604 SP-A2-6-5,5 
Self-drilling screw

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿96042655%2030﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Senkkopf
- �Flügel - diese verhindern einen 

Zwangsvorschub
- �Fräsrippen
- �Bohrspitze

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �countersunk head
- �wing - these prevent a positive 

feed
- �rips
- �drill bit

d l dk k lp dp max.Bohrl. 
max. Drill

Klemmst. 
clamp.stre

Antrieb 
Drive size

Artikelnummer 
Item Number 

4,2 25 8,1 3,3 5,5 3,5 3 8 TX20 95102B342 25 100

38 8,1 3,3 5,5 3,5 3 21 TX20 95102B342 38 100

Artikel 9510 SP-B2-3-4,2 
Seko BI-Metall Flügelbohrschrauben

Art. 9510
BI-Metall A2

Item 9510 SP-B2-3-4,2 
BI-Metal countersunk wing drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B342%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B342%2038﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Senkkopf
- �Flügel - diese verhindern einen 

Zwangsvorschub
- �Fräsrippen
- �Bohrspitze

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �countersunk head
- �wing - these prevent a positive 

feed
- �rips
- �drill bit

d l dk k lp dp max.Bohrl. 
max. Drill

Klemmst. 
clamp.stre

Antrieb 
Drive size

Artikelnummer 
Item Number 

4,8 32 9,5 3,5 6,5 4,1 4 14 TX25 95102B448 32 100

38 9,5 3,5 6,5 4,1 4 20 TX25 95102B448 38 100

45 9,5 3,5 6,5 4,1 4 27 TX25 95102B448 45 100

50 9,5 3,5 6,5 4,1 4 32 TX25 95102B448 50 100

Art. 9510
BI-Metall A2

Artikel 9510 SP-B2-4-4,8 
Seko BI-Metall Flügelbohrschrauben
Item 9510 SP-B2-4-4,8 
BI-Metal countersunk wing drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B448%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B448%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B448%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B448%2050﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Senkkopf
- �Flügel - diese verhindern einen 

Zwangsvorschub
- �Fräsrippen
- �Bohrspitze

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �countersunk head
- �wing - these prevent a positive 

feed
- �rips
- �drill bit

d l b dk k lp dp max.Bohrl. 
max. Drill

Klemmst. 
clamp.stre

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 38 10,8 3,9 8,5 4,8 6 14 TX30 95102B655 38 100

45 10,8 3,9 8,5 4,8 6 21 TX30 95102B655 45 100

50 10,8 3,9 8,5 4,8 6 26 TX30 95102B655 50 100

65 10,8 3,9 8,5 4,8 6 41 TX30 95102B655 65 100

85 50 10,8 3,9 8,5 4,8 6 61 TX30 95102B655 85 100

Artikel 9510 SP-B2-6-5,5 
Seko BI-Metall Flügelbohrschrauben

Art. 9510
BI-Metall A2

Item 9510 SP-B2-6-5,5 
BI-Metal countersunk wing drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B655%2038﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B655%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B655%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B655%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B655%2085﻿
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- �BI-Metall - Ein spezielles 
Schweißverfahren verbindet 
die Edelstahlschraube mit der 
gehärteten Kohlenstoffstahl-
spitze

- �Senkkopf
- �Flügel - diese verhindern einen 

Zwangsvorschub
- �Fräsrippen
- �Bohrspitze

- �BI-Metal - a special welding 
process joins the stainless steel 
screw to the hardened carbon 
steel tip

- �countersunk head
- �wing - these prevent a positive 

feed
- �rips
- �drill bit

d l b dk k lp dp max.Bohrl. 
max. Drill

Klemmst. 
clamp.stre

Antrieb 
Drive size

Artikelnummer 
Item Number 

5,5 55 10,8 3,9 17 5,05 12 25 TX30 95102B1255 55 100

60 10,8 3,9 17 5,05 12 30 TX30 95102B1255 60 100

85 50 10,8 3,9 17 5,05 12 55 TX30 95102B1255 85 100

109 50 10,8 3,9 17 5,05 12 79 TX30 95102B1255 109 100

Art. 9510
BI-Metall A2

Artikel 9510 SP-B2-12-5,5 
Seko BI-Metall Flügelbohrschrauben
Item 9510 SP-B2-12-5,5 
BI-Metal countersunk wing drilling screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B1255%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B1255%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B1255%2085﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95102B1255%20109﻿
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- �Sechkantantrieb - Für optimale 
Kraftübertragung und gute 
Optik

- �FZD 22mm mit Edelstahl-
scheibe

- �Raumflügel
- �Bohrspitze

- �Hex drive - an attractive 
solution for optimum power 
transmission

- �FCS 22mm
- �wing - these prevent a positive 

feed
- �drill bit

d l b k dp lp Antrieb 
Drive size

Artikelnummer 
Item Number 

6,5 130 60 5,3 5,5 10 SW 8 9520265 130 100

Artikel 9520 A2 Form K 
Sechskant Bohrschrauben mit Räumflügel und FZD 22mm

Art. 9520 K
A2

Item 9520 A2 type K 
Hexagon head self drilling wing screws, FCS 22mm

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9520265%20130﻿
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l a1 a2 a3 b c e Artikelnummer 
Item Number 

3000 40 15 25 28 12 11 955022828 3000 1

Art. 9550
A2

Artikel 9550 A2 
Montageprofil Typ 28/28
Item 9550 A2 
Mounting profile type 28/28

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿955022828%203000﻿
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l a1 a2 a3 b c e Artikelnummer 
Item Number 

3000 40 15 25 28 12 11 955042828 3000 1

Artikel 9550 A4 
Montageprofil Typ 28/28

Art. 9550
A4

Item 9550 A4 
Mounting profile type 28/28

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿955042828%203000﻿
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l b h Artikelnummer 
Item Number 

100 50 85 9551428 1

135 65 128 9551441 1

Art. 9551
A4

Artikel 9551 A4 
Profilfuß
Item 9551 A4 
Profile base

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9551428﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9551441﻿
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a1 a2 a3 b c Artikelnummer 
Item Number 

100 40 40 27 20 9552428 1

150 65 60 40 30 9552441 1

Artikel 9552 A4 
Rahmenwinkel

Art. 9552
A4

Item 9552 A4 
Frame bracket

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9552428﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿9552441﻿
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l a1 a2 a3 b c e Artikelnummer 
Item Number 

3000 60 20 40 41 22 13 956044141 3000 1

Art. 9560
A4

Artikel 9560 A4 
Montageprofil Type 41/41
Item 9560 A4 
Mounting profile type 41/41

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿956044141%203000﻿
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l b h Artikelnummer 
Item Number 

100 40 120 957042828 100 1

200 40 120 957042828 200 1

300 40 120 957042828 300 1

400 40 120 957042828 400 1

Artikel 9570 A4 
Auflagekonsole Typ 28/28

Art. 9570
A4

Item 9570 A4 
Support bracket type 28/28

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿957042828%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿957042828%20200﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿957042828%20300﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿957042828%20400﻿
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l b h Artikelnummer 
Item Number 

175 51 180 959044141 175 1

325 51 180 959044141 325 1

475 51 180 959044141 475 1

Art. 9590
A4

Artikel 9590 A4 
Auflagekonsole Typ 41/41
Item 9590 A4 
Support bracket type 41/41

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿959044141%20175﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿959044141%20325﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿959044141%20475﻿
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l b h Artikelnummer 
Item Number 

475 51 330 959244141 475 1

625 51 380 959244141 625 1

775 51 430 959244141 775 1

Artikel 9592 A4 
Auflagekonsole Typ 41/41 mit Querträger

Art. 9592
A4

Item 9592 A4 
Support bracket type 41/41 with crossbeam

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿959244141%20475﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿959244141%20625﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿959244141%20775﻿
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d a a1 b c e f g h Zuglast 
Tensile L.

Artikelnummer 
Item Number 

6 110 140 85 70 45 180 125 51 270 95972270 1

7 175 110 90 95 60 220 130 60 540 95972540 1

Art. 9597
A2

Artikel 9597 A2 
Konsolenseilwinde Classic
Item 9597 A2 
Classic console-mounted winch

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95972270﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95972540﻿
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d a b c e f g h k l m n o p q r s Zuglast 
Tensile L.

Artikelnummer 
Item Number 

6 232 192 210 183 100 58 100 190 25 38 250 291 95 50 55 650 95982650 1

7 273 266 240 255 78 75 138 190 35 30 53 250 291 95 50 55 900 95982900 1

Artikel 9598 A2 
Konsolenseilwinde Premium

Art. 9598
A2

Item 9598 A2 
Premium console-mounted winch

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95982650﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿95982900﻿
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d1 d2 d3 d4 s Artikelnummer 
Item Number 

3,1 10 5,5 3,6 0,6 2551123  10 2000

4,1 14 7 4,7 1 2551124  14 2000

5,1 16 8 5,7 1,2 2551125  16 1000

6,1 18 10 6,8 1,4 2551126  18 1000

8,1 22 13 9,2 1,6 2551128  22 1000

10,2 27 16 11,2 1,8 25511210 27 1000

12,4 32 18 13,7 2 25511212 32 500

NF E 25-511 L
A2

NF E 25-511 A2 
AFNOR-Kontaktscheiben Form L
NF E 25-511 A2 
AFNOR serrated conical spring washers type L

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551123%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551124%20%2014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551125%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551126%20%2018﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551128%20%2022﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511210%2027﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511212%2032﻿
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d1 d2 d3 d4 s Artikelnummer 
Item Number 

3,1 8 5,5 3,6 0,6 2551123  8 2000

4,1 10 7 4,7 0,9 2551124  10 2000

5,1 12 8 5,7 1,1 2551125  12 1000

6,1 14 10 6,8 1,3 2551126  14 1000

8,2 18 13 9,2 1,4 2551128  18 1000

10,2 22 16 11,2 1,6 25511210 22 1000

12,4 27 18 13,7 1,8 25511212 27 500

14,4 30 21 15,7 2,4 25511214 30 250

16,4 32 24 17,7 2,8 25511216 32 250

20,5 40 30 23,1 3,2 25511220 40 100

NF E 25-511 A2 
AFNOR-Kontaktscheiben Form M

NF E 25-511 M
A2

NF E 25-511 A2 
AFNOR serrated conical spring washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551123%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551124%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551125%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551126%20%2014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551128%20%2018﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511210%2022﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511212%2027﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511214%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511216%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511220%2040﻿
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d1 d2 d3 d4 s Artikelnummer 
Item Number 

3,1 6 5,5 3,6 0,5 2551123  6 2000

4,1 8 7 4,7 0,8 2551124  8 2000

5,1 10 8 5,7 1 2551125  10 1000

6,1 12 10 6,8 1,2 2551126  12 1000

8,1 16 13 9,2 1,4 2551128  16 1000

10,2 20 16 11,2 1,6 25511210 20 1000

12,4 24 18 13,7 1,8 25511212 24 500

NF E 25-511 S
A2

NF E 25-511 A2 
AFNOR-Kontaktscheiben Form S
NF E 25-511 A2 
AFNOR serrated conical spring washers type S

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551123%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551124%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551125%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551126%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551128%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511212%2024﻿
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d1 d2 d3 d4 s Artikelnummer 
Item Number 

3,1 10 5,5 3,6 0,6 2551143  10 2000

4,1 14 7 4,7 1 2551144  14 2000

5,1 16 8 5,7 1,2 2551145  16 1000

6,1 18 10 6,8 1,4 2551146  18 1000

8,1 22 13 9,2 1,6 2551148  22 1000

10,2 27 16 11,2 1,8 25511410 27 1000

12,4 32 18 13,7 2 25511412 32 500

NF E 25-511 A4 
AFNOR-Kontaktscheiben Form L

NF E 25-511 L
A4

NF E 25-511 A4 
AFNOR serrated conical spring washers type L

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551143%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551144%20%2014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551145%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551146%20%2018﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551148%20%2022﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511410%2027﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511412%2032﻿
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d1 d2 d3 d4 s Artikelnummer 
Item Number 

3,1 8 5,5 3,6 0,6 2551143  8 2000

4,1 10 7 4,7 0,9 2551144  10 2000

5,1 12 8 6,2 1,1 2551145  12 1000

6,1 14 10 6,8 1,3 2551146  14 1000

8,2 18 13 9,2 1,4 2551148  18 1000

10,2 22 16 11,2 1,6 25511410 22 1000

12,4 27 18 13,7 1,8 25511412 27 500

14,4 30 21 15,7 2,4 25511414 30 250

16,4 32 24 17,7 2,8 25511416 32 250

20,5 40 30 23,1 3,2 25511420 40 100

NF E 25-511 M
A4

NF E 25-511 A4 
AFNOR-Kontaktscheiben Form M
NF E 25-511 A4 
AFNOR serrated conical spring washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551143%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551144%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551145%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551146%20%2014﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551148%20%2018﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511410%2022﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511412%2027﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511414%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511416%2032﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511420%2040﻿
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d1 d2 d3 d4 s Artikelnummer 
Item Number 

3,1 6 5,5 3,6 0,5 2551143  6 2000

4,1 8 7 4,7 0,8 2551144  8 2000

5,1 10 8 5,7 1 2551145  10 1000

6,1 12 10 6,8 1,2 2551146  12 1000

8,1 16 13 9,2 1,4 2551148  16 1000

10,2 20 16 11,2 1,6 25511410 20 1000

12,4 24 18 13,7 1,8 25511412 24 500

NF E 25-511 A4 
AFNOR-Kontaktscheiben Form S

NF E 25-511 S
A4

NF E 25-511 A4 
AFNOR serrated conical spring washers type S

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551143%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551144%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551145%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551146%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2551148%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511410%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25511412%2024﻿
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d1 d2 s Artikelnummer 
Item Number 

3,2 14 0,8 255132LL3 500

4,3 16 0,8 255132LL4 500

5,3 20 1 255132LL5 200

6,4 24 1,2 255132LL6 200

7,4 27 1,5 255132LL7 200

8,4 30 1,5 255132LL8 200

10,5 36 2 255132LL10 100

13 40 2,5 255132LL12 100

15 45 2,5 255132LL14 50

17 50 3 255132LL16 50

19 55 3 255132LL18 50

21 60 3 255132LL20 25

23 65 3 255132LL22 25

25 70 4 255132LL24 25

28 75 4 255132LL27 10

31 80 4 255132LL30 10

NF E 25-513 LL
A2

NF E 25-513 A2 
AFNOR-Scheiben Form LL
NF E 25-513 A2 
AFNOR washers type LL

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132LL30﻿
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d1 d2 s Artikelnummer 
Item Number 

34 65 5 255132M33 50

37 70 5 255132M36 50

40 75 6 255132M39 25

43 80 6 255132M42 25

46 85 7 255132M45 10

50 90 7 255132M48 10

54 100 8 255132M52 10

NF E 25-513 A2 
AFNOR-Scheiben Form M

NF E 25-513 M
A2

NF E 25-513 A2 
AFNOR washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M33﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M36﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M39﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M42﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M45﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M48﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255132M52﻿
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d1 d2 s Artikelnummer 
Item Number 

3,2 14 0,8 255134LL3 500

4,3 16 0,8 255134LL4 500

5,3 20 1 255134LL5 200

6,4 24 1,2 255134LL6 200

7,4 27 1,5 255134LL7 200

8,4 30 1,5 255134LL8 200

10,5 36 2 255134LL10 100

13 40 2,5 255134LL12 100

15 45 2,5 255134LL14 50

17 50 3 255134LL16 50

19 55 3 255134LL18 50

21 60 3 255134LL20 25

23 65 3 255134LL22 25

25 70 4 255134LL24 25

28 75 4 255134LL27 10

31 80 4 255134LL30 10

NF E 25-513 LL
A4

NF E 25-513 A4 
AFNOR-Scheiben Form LL
NF E 25-513 A4 
AFNOR washers type LL

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134LL30﻿
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d1 d2 s Artikelnummer 
Item Number 

34 65 5 255134M33 50

37 70 5 255134M36 50

40 75 6 255134M39 25

43 80 6 255134M42 25

46 85 7 255134M45 10

50 90 7 255134M48 10

54 100 8 255134M52 10

NF E 25-513 A4 
AFNOR-Scheiben Form M

NF E 25-513 M
A4

NF E 25-513 A4 
AFNOR washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M33﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M36﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M39﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M42﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M45﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M48﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255134M52﻿
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d1 d2 hb s Artikelnummer 
Item Number 

1,7 6 0,025 0,5 255142L016 500

2,2 7 0,025 0,5 255142L2 500

2,7 10 0,025 0,5 255142L25 500

3,2 12 0,04 0,8 255142L3 500

4,3 14 0,04 0,8 255142L4 500

5,3 16 0,05 1 255142L5 200

6,4 18 0,06 1,2 255142L6 200

7,4 20 0,075 1,5 255142L7 200

8,4 22 0,075 1,5 255142L8 200

10,5 27 0,1 2 255142L10 100

13 32 0,125 2,5 255142L12 100

15 36 0,125 2,5 255142L14 50

17 40 0,15 3 255142L16 50

19 45 0,15 3 255142L18 50

21 50 0,15 3 255142L20 50

23 55 0,15 3 255142L22 25

25 60 0,2 4 255142L24 25

28 65 0,2 4 255142L27 10

31 70 0,2 4 255142L30 10

NF E 25-514 L
A2

NF E 25-514 A2 
AFNOR-Scheiben Form L
NF E 25-514 A2 
AFNOR washers type L

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L2﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L25﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142L30﻿
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d1 d2 hb s Artikelnummer 
Item Number 

1,7 5 0,025 0,5 255142M016 500

2,2 5,5 0,025 0,5 255142M2 500

2,7 7 0,025 0,5 255142M25 500

3,2 8 0,04 0,8 255142M3 500

4,3 10 0,04 0,8 255142M4 500

5,3 12 0,05 1 255142M5 200

6,4 14 0,06 1,2 255142M6 200

7,4 16 0,075 1,5 255142M7 200

8,4 18 0,075 1,5 255142M8 200

10,5 22 0,01 2 255142M10 100

13 27 0,125 2,5 255142M12 100

15 30 0,125 2,5 255142M14 50

17 32 0,15 3 255142M16 50

19 36 0,15 3 255142M18 50

21 40 0,15 3 255142M20 50

23 45 0,15 3 255142M22 50

25 50 0,2 4 255142M24 50

28 55 0,2 4 255142M27 50

31 60 0,2 4 255142M30 50

NF E 25-514 A2 
AFNOR-Scheiben Form M

NF E 25-514 M
A2

NF E 25-514 A2 
AFNOR washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M2﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M25﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142M30﻿
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d1 d2 hb s Artikelnummer 
Item Number 

1,7 3,5 0,025 0,5 255142Z016 500

2,2 4 0,025 0,5 255142Z2 500

2,7 5 0,025 0,5 255142Z25 500

3,2 6 0,04 0,8 255142Z3 500

4,3 8 0,04 0,8 255142Z4 500

5,3 10 0,05 1 255142Z5 200

6,4 12 0,06 1,2 255142Z6 200

7,4 14 0,075 1,5 255142Z7 200

8,4 16 0,075 1,5 255142Z8 200

10,5 20 0,1 2 255142Z10 100

13 24 0,125 2,5 255142Z12 100

15 27 0,125 2,5 255142Z14 50

17 30 0,15 3 255142Z16 50

19 32 0,15 3 255142Z18 50

21 36 0,15 3 255142Z20 50

23 40 0,15 3 255142Z22 25

25 45 0,2 4 255142Z24 25

28 48 0,2 4 255142Z27 10

31 52 0,2 4 255142Z30 10

NF E 25-514 Z
A2

NF E 25-514 A2 
AFNOR-Scheiben Form Z
NF E 25-514 A2 
AFNOR washers type Z

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z2﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z25﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255142Z30﻿
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d1 d2 hb s Artikelnummer 
Item Number 

1,7 6 0,025 0,5 255144L016 500

2,2 7 0,025 0,5 255144L2 500

2,7 10 0,025 0,5 255144L25 500

3,2 12 0,04 0,8 255144L3 500

4,3 14 0,04 0,8 255144L4 500

5,3 16 0,05 1 255144L5 200

6,4 18 0,06 1,2 255144L6 200

7,4 20 0,075 1,5 255144L7 200

8,4 22 0,075 1,5 255144L8 200

10,5 27 0,1 2 255144L10 100

13 32 0,125 2,5 255144L12 100

15 36 0,125 2,5 255144L14 50

17 40 0,15 3 255144L16 50

19 45 0,15 3 255144L18 50

21 50 0,15 3 255144L20 50

23 55 0,15 3 255144L22 25

25 60 0,2 4 255144L24 25

28 65 0,2 4 255144L27 10

31 70 0,2 4 255144L30 10

NFE 25-514 A4 
AFNOR-Scheiben Form L

NF E 25-514 L
A4

NFE 25-514 A4 
AFNOR washers type L

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L2﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L25﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144L30﻿
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d1 d2 hb s Artikelnummer 
Item Number 

1,7 5 0,025 0,5 255144M016 500

2,2 5,5 0,025 0,5 255144M2 500

2,7 7 0,025 0,5 255144M25 500

3,2 8 0,04 0,8 255144M3 500

4,3 10 0,04 0,8 255144M4 500

5,3 12 0,05 1 255144M5 200

6,4 14 0,06 1,2 255144M6 200

7,4 16 0,075 1,5 255144M7 200

8,4 18 0,075 1,5 255144M8 200

10,5 22 0,01 2 255144M10 100

13 27 0,125 2,5 255144M12 100

15 30 0,125 2,5 255144M14 50

17 32 0,15 3 255144M16 50

19 36 0,15 3 255144M18 50

21 40 0,15 3 255144M20 50

23 45 0,15 3 255144M22 50

25 50 0,2 4 255144M24 50

28 55 0,2 4 255144M27 50

31 60 0,2 4 255144M30 50

NF E 25-514 M
A4

NFE 25-514 A4 
AFNOR-Scheiben Form M
NFE 25-514 A4 
AFNOR washers type M

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M2﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M25﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144M30﻿
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d1 d2 hb s Artikelnummer 
Item Number 

1,7 3,5 0,025 0,5 255144Z016 500

2,2 4 0,025 0,5 255144Z2 500

2,7 5 0,025 0,5 255144Z25 500

3,2 6 0,04 0,8 255144Z3 500

4,3 8 0,04 0,8 255144Z4 500

5,3 10 0,05 1 255144Z5 200

6,4 12 0,06 1,2 255144Z6 200

7,4 14 0,075 1,5 255144Z7 200

8,4 16 0,075 1,5 255144Z8 200

10,5 20 0,1 2 255144Z10 100

13 24 0,125 2,5 255144Z12 100

15 27 0,125 2,5 255144Z14 50

17 30 0,15 3 255144Z16 50

19 32 0,15 3 255144Z18 50

21 36 0,15 3 255144Z20 50

23 40 0,15 3 255144Z22 25

25 45 0,2 4 255144Z24 25

28 48 0,2 4 255144Z27 10

31 52 0,2 4 255144Z30 10

NFE 25-514 A4 
AFNOR-Scheiben Form Z

NF E 25-514 Z
A4

NFE 25-514 A4 
AFNOR washers type Z

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z2﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z25﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z3﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z4﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z5﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z6﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z7﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z8﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z10﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z12﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z14﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z16﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z18﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z20﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z22﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z24﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z27﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿255144Z30﻿
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

dk

k

n

t

500 500
500

	 ≥25: box = 200
200

	 ≥55: box = 100
200

	 ≥55: box = 100

10 12.5 15 20 25

2.2 2.7 3.3 4.4 5.5

1.2 1.2 1.6 2 2.5

1 1.2 1.5 2 2.4

d

l/mm

8

10

12

16

20

25
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35

40
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50

55

60

65

70

80

90

100

4 5 6 8 10

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

2512924  8 2512925  8

2512924  10 2512925  10 2512926  10

2512924  12 2512925  12 2512926  12 2512928  12

2512924  16 2512925  16 2512926  16 2512928  16 25129210 16

2512924  20 2512925  20 2512926  20 2512928  20 25129210 20

2512924  25 2512925  25 2512926  25 2512928  25 25129210 25

2512924  30 2512925  30 2512926  30 2512928  30 25129210 30

2512924  35 2512925  35 2512926  35 2512928  35 25129210 35

2512924  40 2512925  40 2512926  40 2512928  40 25129210 40

2512924  45 2512925  45 2512926  45 2512928  45 25129210 45

2512924  50 2512925  50 2512926  50 2512928  50 25129210 50

2512925  55 2512926  55 2512928  55 25129210 55

2512925  60 2512926  60 2512928  60 25129210 60

2512926  65 2512928  65 25129210 65

2512926  70 2512928  70 25129210 70

2512926  80 2512928  80 25129210 80

25129210 90

25129210 100

NF E 25-129
A2

NF E 25-129 A2 
Flachrundschrauben mit großem Kopf, Doppelschlitz
NF E 25-129 A2 
Mushroom head bolts with large head, double slot

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512924%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2055﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512925%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2065﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512926%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2512928%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿25129210%20100﻿
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

dk

k

n

t

500 500
500

	 ≥25: box = 200
200

	 ≥55: box = 100
200

	 ≥55: box = 100

10 12.5 15 20 25

2.2 2.7 3.3 4.4 5.5

1.2 1.2 1.6 2 2.5

1 1.2 1.5 2 2.4

NF E 25-129 A4 
Flachrundschrauben mit großem Kopf, Doppelschlitz

NF E 25-129
A4

NF E 25-129 A4 
Mushroom head bolts with large head, double slot

d

l/mm
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4 5 6 8 10

Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

2512944  8 2512945  8

2512944  10 2512945  10 2512946  10

2512944  12 2512945  12 2512946  12 2512948  12

2512944  16 2512945  16 2512946  16 2512948  16 25129410 16

2512944  20 2512945  20 2512946  20 2512948  20 25129410 20

2512944  25 2512945  25 2512946  25 2512948  25 25129410 25

2512944  30 2512945  30 2512946  30 2512948  30 25129410 30

2512944  35 2512945  35 2512946  35 2512948  35 25129410 35

2512944  40 2512945  40 2512946  40 2512948  40 25129410 40

2512944  45 2512945  45 2512946  45 2512948  45 25129410 45

2512944  50 2512945  50 2512946  50 2512948  50 25129410 50

2512945  55 2512946  55 2512948  55 25129410 55

2512945  60 2512946  60 2512948  60 25129410 60

2512946  65 2512948  65 25129410 65

2512946  70 2512948  70 25129410 70

2512946  80 2512948  80 25129410 80

25129410 90

25129410 100
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Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no. Art.-Nr./Item no.

2712823  5 2712824  5

2712823  6 2712824  6

2712823  8 2712824  8 2712825  8 2712826  8

2712823  10 2712824  10 2712825  10 2712826  10

2712823  12 2712824  12 2712825  12 2712826  12 2712828  12

2712823  16 2712824  16 2712825  16 2712826  16 2712828  16

2712823  20 2712824  20 2712825  20 2712826  20 2712828  20

2712823  25 2712824  25 2712825  25 2712826  25 2712828  25

2712823  30 2712824  30 2712825  30 2712826  30 2712828  30

2712823  35 2712824  35 2712825  35 2712826  35 2712828  35

2712823  40 2712824  40 2712825  40 2712826  40 2712828  40

2712823  45 2712824  45 2712825  45 2712826  45 2712828  45

2712823  50 2712824  50 2712825  50 2712826  50 2712828  50

2712824  60 2712825  60 2712826  60 2712828  60

2712824  70 2712825  70 2712826  70 2712828  70

2712825  80 2712826  80 2712828  80

2712825  90 2712826  90 2712828  90

2712825  100 2712826  100 2712828  100

2712828  120

NF E 27-128
A2

NF E 27-128 A2 
Flachrundschrauben mit großem Kopf und Schlitz
NF E 27-128 A2 
Slotted mushroom head screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%205﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%205﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712823%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712824%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712825%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712826%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712828%20%20120﻿


Tel.: +49 (0) 7941 6094-0   •   Fax: +49 (0) 7941 6094-700   •   info@schaefer-peters.com 1185

Weitere Abmessungen auf der nächsten Seite. / Further dimensions on the next page.

d l dk k n t Artikelnummer 
Item Number 

3 5 7 2 1 1 2712843  5 1000

6 7 2 1 1 2712843  6 1000

8 7 2 1 1 2712843  8 1000

10 7 2 1 1 2712843  10 1000

12 7 2 1 1 2712843  12 1000

16 7 2 1 1 2712843  16 1000

20 7 2 1 1 2712843  20 1000

25 7 2 1 1 2712843  25 1000

30 7 2 1 1 2712843  30 1000

35 7 2 1 1 2712843  35 1000

40 7 2 1 1 2712843  40 1000

45 7 2 1 1 2712843  45 1000

50 7 2 1 1 2712843  50 1000

4 5 10 2,2 1,5 1 2712844  5 500

6 10 2,2 1,5 1 2712844  6 500

8 10 2,2 1,5 1 2712844  8 500

10 10 2,2 1,5 1 2712844  10 500

12 10 2,2 1,5 1 2712844  12 500

16 10 2,2 1,5 1 2712844  16 500

20 10 2,2 1,5 1 2712844  20 500

25 10 2,2 1,5 1 2712844  25 500

30 10 2,2 1,5 1 2712844  30 500

35 10 2,2 1,5 1 2712844  35 500

40 10 2,2 1,5 1 2712844  40 500

45 10 2,2 1,5 1 2712844  45 500

50 10 2,2 1,5 1 2712844  50 500

60 10 2,2 1,5 1 2712844  60 500

70 10 2,2 1,5 1 2712844  70 500

5 8 12,5 2,7 1,5 1,2 2712845  8 500

10 12,5 2,7 1,5 1,2 2712845  10 500

12 12,5 2,7 1,5 1,2 2712845  12 500

16 12,5 2,7 1,5 1,2 2712845  16 500

20 12,5 2,7 1,5 1,2 2712845  20 500

25 12,5 2,7 1,5 1,2 2712845  25 500

30 12,5 2,7 1,5 1,2 2712845  30 500

35 12,5 2,7 1,5 1,2 2712845  35 500

40 12,5 2,7 1,5 1,2 2712845  40 500

45 12,5 2,7 1,5 1,2 2712845  45 500

50 12,5 2,7 1,5 1,2 2712845  50 500

60 12,5 2,7 1,5 1,2 2712845  60 500

70 12,5 2,7 1,5 1,2 2712845  70 500

80 12,5 2,7 1,5 1,2 2712845  80 500

90 12,5 2,7 1,5 1,2 2712845  90 500

100 12,5 2,7 1,5 1,2 2712845  100 500

6 8 15 3,3 1,9 1,2 2712846  8 500

10 15 3,3 1,9 1,2 2712846  10 500

12 15 3,3 1,9 1,2 2712846  12 500

16 15 3,3 1,9 1,2 2712846  16 500

20 15 3,3 1,9 1,2 2712846  20 500

25 15 3,3 1,9 1,2 2712846  25 200

30 15 3,3 1,9 1,2 2712846  30 200

35 15 3,3 1,9 1,2 2712846  35 200

40 15 3,3 1,9 1,2 2712846  40 200

45 15 3,3 1,9 1,2 2712846  45 200

NF E 27-128 A4 
Flachrundschrauben mit großem Kopf und Schlitz

NF E 27-128
A4

NF E 27-128 A4 
Slotted mushroom head screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%205﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712843%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%205﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712844%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712845%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2045﻿
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d l dk k n t Artikelnummer 
Item Number 

6 50 15 3,3 1,9 1,2 2712846  50 200

60 15 3,3 1,9 1,2 2712846  60 200

70 15 3,3 1,9 1,2 2712846  70 200

80 15 3,3 1,9 1,2 2712846  80 200

90 15 3,3 1,9 1,2 2712846  90 200

100 15 3,3 1,9 1,2 2712846  100 200

8 12 20 4,4 2,3 1,5 2712848  12 200

16 20 4,4 2,3 1,5 2712848  16 200

20 20 4,4 2,3 1,5 2712848  20 200

25 20 4,4 2,3 1,5 2712848  25 200

30 20 4,4 2,3 1,5 2712848  30 200

35 20 4,4 2,3 1,5 2712848  35 200

40 20 4,4 2,3 1,5 2712848  40 200

45 20 4,4 2,3 1,5 2712848  45 200

50 20 4,4 2,3 1,5 2712848  50 200

60 20 4,4 2,3 1,5 2712848  60 100

70 20 4,4 2,3 1,5 2712848  70 100

80 20 4,4 2,3 1,5 2712848  80 100

90 20 4,4 2,3 1,5 2712848  90 100

100 20 4,4 2,3 1,5 2712848  100 100

120 20 4,4 2,3 1,5 2712848  120 100

NF E 27-128
A4

NF E 27-128 A4  
Flachrundschrauben mit großem Kopf und Schlitz
NF E 27-128 A4  
Slotted mushroom head screws

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712846%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2012﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2016﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2020﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2025﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2030﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2035﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2045﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2050﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2060﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2070﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2080﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%2090﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%20100﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2712848%20%20120﻿
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d1 d2 d3 h s Artikelnummer 
Item Number 

3,5 6,5 9 2 0,25 2761923 1000

4,5 8 11 2,5 0,25 2761924 1000

5,5 10 14 3 0,25 2761925 1000

7 12 16 3,5 0,3 2761926 500

9 16 22 4,5 0,3 2761928 500

11 20 28 5,5 0,3 27619210 200

14 24 32 6,5 0,3 27619212 200

NF E 27-619 A2 
Rosetten, gestanzt

NF E 27-619
A2

NF E 27-619 A2 
Stamped cup washers

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761923﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761924﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761925﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761926﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761928﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619210﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619212﻿
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d1 d2 d3 h s Artikelnummer 
Item Number 

3,5 6,5 9 2 0,25 2761943 1000

4,5 8 11 2,5 0,25 2761944 1000

5,5 10 14 3 0,25 2761945 1000

7 12 16 3,5 0,3 2761946 500

9 16 22 4,5 0,3 2761948 500

11 20 28 5,5 0,3 27619410 200

14 24 32 6,5 0,3 27619412 200

NF E 27-619 NF E 27-619 A4 
Rosetten, gestanzt
NF E 27-619 A4 
Stamped cup washers

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761943﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761944﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761945﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761946﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿2761948﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619412﻿
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d1 d2 d3 h Artikelnummer 
Item Number 

3,5 6,5 9 2 27619203 200

4,5 8 11 2,5 27619204 200

5,5 10 14 3 27619205 200

7 12 16 3,5 27619206 100

9 16 22 4,5 27619208 100

11 20 28 5,5 276192010 50

14 24 32 6,5 276192012 50

NF E 27-619 1.4305 
Rosetten, aus Vollmetall gedreht

NF E 27-619
A1

NF E 27-619 1.4305 
Turned cup washers

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619203﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619204﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619205﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619206﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619208﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿276192010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿276192012﻿
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d1 d2 d3 h Artikelnummer 
Item Number 

3,5 6,5 9 2 27619403 200

4,5 8 11 2,5 27619404 200

5,5 10 14 3 27619405 200

7 12 16 3,5 27619406 100

9 16 22 4,5 27619408 100

11 20 28 5,5 276194010 50

14 24 32 6,5 276194012 50

NF E 27-619
A4

NF E 27-619 A4 
Rosetten, aus Vollmetall gedreht
NF E 27-619 A4 
Turned cup washers

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619403﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619404﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619405﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619406﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿27619408﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿276194010﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿276194012﻿
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d m e Antrieb 
Drive size

Artikelnummer 
Item Number 

3 3 6,01 SW 5,5 558723 1000

4 4 7,66 SW 7 558724 1000

5 5 8,79 SW 8 558725 1000

6 6 11,05 SW 10 558726 1000

8 8 14,38 SW 13 558728 200

10 10 18,9 SW 17 5587210 500

12 12 21,1 SW 19 5587212 100

16 16 26,75 SW 24 5587216 50

20 20 32,95 SW 30 5587220 20

UNI 5587 A2 
Sechskantmuttern

UNI 5587
A2

UNI 5587 A2 
Hexagon nuts

Alternative Norm
ersetzt durch ISO 4033

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558723﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558724﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558725﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558726﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558728﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587210﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587212﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587216﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587220﻿
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d m e Antrieb 
Drive size

Artikelnummer 
Item Number 

3 3 6,01 SW 5,5 558743 1000

4 4 7,66 SW 7 558744 1000

5 5 8,79 SW 8 558745 1000

6 6 11,05 SW 10 558746 1000

8 8 14,38 SW 13 558748 1000

10 10 18,9 SW 17 5587410 100

12 12 21,1 SW 19 5587412 100

16 16 26,75 SW 24 5587416 50

20 20 32,95 SW 30 5587420 20

UNI 5587
A4

UNI 5587 A4 
Sechskantmuttern

Alternative Norm
ersetzt durch ISO 4033

UNI 5587 A4 
Hexagon nuts

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558743﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558744﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558745﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558746﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿558748﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587410﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587412﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587416﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿5587420﻿
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d l b dk k Antrieb 
Drive size

Artikelnummer 
Item Number 

8 40 40 13 5 TX40 14580208  40 100

42 42 13 5 TX40 14580208  42 100

55 55 13 5 TX40 14580208  55 100

Artikel 14580 A2 
Zylinderschrauben, ISR, niedriger Kopf, Sperrverzahnung

Art. 14580
A2

Item 14580 A2 
Hexalobular socket cheese head screws

Alternative Norm
ehemals DIN 7984

https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿14580208%20%2040﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿14580208%20%2042﻿
https://shop.schaefer-peters.com/module/dcshop/redirect_to_search.php?lang=de&item_no=﻿14580208%20%2055﻿
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I.  DIN – ISO – Normen und derer Bedeutung

 a) Begriff Normung
 b) Organisation und Herausgeber von Normen
  ►Tab. 1 – Vielfältigkeit von Normen
 c) Was sagt eine DIN – Norm aus?
 d) Eigenschaften von Edelstahlschrauben bei erhöhten Temperaturen
  ►Tab. 2 – Änderungen bei Normen im Überblick
  ►Tab. 3 – Änderungen bei Sechskantschrauben und -muttern
  ►Tab. 4 – Änderungen bei den Maßen von Sechskantschrauben und –muttern
  ►Tab. 5 – Änderungen bei Metrischen Kleinschrauben
  ►Tab. 6 – Änderungen bei Stiften und Bolzen
  ►Tab. 7 – Änderungen bei Blechschrauben
  ►Tab. 8 – Änderungen bei Gewindestiften
  ►Tab. 9 – Technische Lieferbedingungen und Grundnormen1

II.  Mechanische Eigenschaften von Edelstahl Rostfrei

 a) Das Bezeichnungssystem der austenitischen Stahlgruppe nach ISO
  ►Tab. 10 – Gängige nichtrostende Stähle und ihre Zusammensetzung
	 b)	Klassifizierung	der	Festigkeit	von	Edelstahlschrauben
  ►Tab. 11 – Auszug aus DIN EN ISO 3506-1
	 c)	Streckgrenzlasten	für	Schaftschrauben
  ►Tab. 12 – Streckgrenzlasten für Schaftschrauben
 d) Eigenschaften von Edelstahlschrauben bei erhöhten Temperaturen
  ►Tab. 13 – Festigkeitsklasse 70
	 e)	Anhaltswerte	für	Anzugsdrehmomente	und	derer	Reibungszahlen
  ►Tab. 14 – Anhaltswerte für Anzugsdrehmomente
  ►Tab. 15 – Reibungszahlen µG und µK für Schrauben aus rost- und säurebeständigem Stahl
  ►Tab. 16 – Reibungszahlen µG und µK für Schrauben und Muttern aus rost- und säurebeständigem Stahl
 f) Magnetische Eigenschaften von austenitischen nichtrostendem Edelstahl

III. Korrosionsbeständigkeit von Edelstahl Rostfrei A2 und A4

	 a)	Fremdrost	und	seine	Entstehung
	 b)	Spannungsrisskorrosion
	 c)	Flächenabtragende	Korrosion
	 d)	Lochfraßkorrosion
	 e)	Kontaktkorrosion
 f) Korrosive Medien in Verbindung mit A2 und A4
  ►Tab. 17 – Übersicht über die chemische Beständigkeit von A2 und A4
  ►Tab. 18 – Einteilung des Beständigkeitsgrades in verschiedenen Gruppen

IV.  Auszug aus der bauaufsichtlichen Zulassung Z-30.3-6 vom August 2020
„Erzeugnisse, Verbindungsmittel und Bauteile aus nichtrostenden Stählen“

  ►Tab. 19 - Einteilung der Stahlsorten nach Festigkeitsklassen und Korrosionswiderstandsklassen
  ►Tab. 20 - Werkstoffauswahl bei atmosphärischer Exposition
  ►Tab. 21 - Stahlsorten für Verbindungsmittel mit Zuordnung zu Stahlgruppen nach DIN EN ISO 3506 
      Teile 1 und 2 sowie Kennzeichnung nach Abschnitt 2.2.2 und maximale Nenndurchmesser

V.    Kennzeichnung von nichtrostenden Schrauben und Muttern
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I.  DIN – ISO – Normen und deren Bedeutung

a) Begriff Normung

Der Begriff „Normung“, auch Standardisierung genannt, liegt in der einfacheren Arbeit mit genormten Bauteilen, da 
diese untereinander austauschbar sind. Dazu ist es notwendig, dass die grundlegenden Eigenschaften von Normteilen 
von einer Zentralstelle festgelegt und von Herstellern und Handel verwendet werden. 

b) Organisationen und Herausgeber von Normen
Tab.	1:	Vielfältigkeit	von	Normen

Norm Information

DIN-Norm Herausgeber:	Deutsches	Institut	für	Normung
= nationale, deutsche Norm
DIN-Normen	werden	neben	Verbindungselementen	auch	für	elektrische	Bausteine	oder	organisato-
rische	Methoden	vergeben.	DIN-Normen	sind	in	Deutschland	immer	noch	„üblich“,	wenngleich	die	
Umstellung	auf	ISO-Normen	sich	durchsetzen	wird.	DIN-Normen	werden	weiter	bestehen	für	Teile,	
welche	nicht	nach	ISO-/EN-	genormt	sind	oder	kein	Normungsbedarf	vorliegt.

ISO-Norm Herausgeber:	ISO	(Internationale	Organisation	für	Standardisierung,	engl.	International	Organization	
for Standardization). 
= internationale Norm
Der	Begriff	„ISO“	stammt	vom	griechischen	Begriff	für	„gleich“	ab.	ISO-Normen	haben	weltweit	Gültig-
keit	und	eignen	sich	daher	zur	Verwendung	im	Welthandel.	Wenngleich	die	ISO-Normung	immer	
mehr an Bedeutung gewinnt, war lange Zeit die Deutsche DIN Standard in Sachen Normung weltweit. 

EN-Norm Herausgeber:	Europäisches	Komitee	für	Normung
=	europäische	Norm
Sinn	hinter	der	EN	war	die	Schaffung	„gleicher“	Voraussetzungen	für	den	europäischen	Binnenhan-
del.	Anders	als	ISO-Normen	haben	EN-Normen	nur	Gültigkeit	innerhalb	der	Europäischen	Union.	Das	
CEN	versucht,	Normenidentität	zwischen	der	EN	und	ISO-Norm	herzustellen.	Grundsätzlich	sollen	
vorhandene	ISO-Normen	unverändert	als	EN-Normen	mit	der	ISO-Normnummer	übernommen	wer-
den	EN	ISO.	Gelingt	das	auf	europäischer	Normungsebene	nicht,	werden	eigenständige	EN-Normen	
mit von ISO abweichenden EN-Normnummern erstellt.

DIN-EN-
Norm

=	nationale	deutsche	Ausgabe	einer	unverändert	übernommenen	EN-Norm
ist	eine	Normenmischung,	welche	besagt,	dass	die	Normennummer	(z.B.	12345)	das	gleiche	Objekt	
sowohl in der DIN-Norm, als auch der EN-Norm bezeichnet.

DIN-EN-
ISO-Norm

=	nationale	deutsche	Ausgabe	einer	unverändert	übernommenen	EN-Norm
Ist	eine	Normenmischung,	welche	besagt,	dass	die	Normennummer	(z.	B.	12345)	das	gleiche	Objekt	
sowohl in der DIN-Norm, EN-Norm als auch der ISO-Norm bezeichnet.  

DIN-ISO-
EN

=	Nationale	deutsche	Ausgabe	einer	unverändert	übernommenen	ISO-Norm.
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c) Was sagt eine DIN-Norm aus?

Wie jede Norm bringt die DIN-Norm Standardisierung und Einfachheit mit sich. So ist es ausreichend, bei einer An-
frage		„DIN	933,	M12	x	40,	A4-70“	anzugeben,	um	eine	Vielzahl	an	Merkmalen	festzulegen.	Dadurch	muss	man	nicht	
immer	die	Anforderungen	an	ein	Produkt	gegenprüfen	und	der	Kunde	kann	sicher	sein,	dass	er	exakt	die	Ware	erhält,	
welche er bestellt hat.

Normen	definieren	mindestens	eines	der	folgenden	Merkmale:

	 Kopfform	 	 (z.	B.	Außensechskant,	Innensechskant,	Linsensenkkopf)
	 Gewindeart	 (z.	B.	Metrisches	ISO-Regelgewinde	M,	Blechgewinde)
	 Gewindelänge
	 Gewindesteigung
	 Werkstoff	und	Festigkeitsklasse
	 Mögliche	Beschichtungen	oder	Festigkeitseigenschaften

Ein	Beispiel	soll	erläutern,	was	durch	die	folgende	Angabe	ausgedrückt	wird:	

DIN	931	 =	 Sechskantschraube	mit	Schaft
M	 =	 metrisches	ISO-Gewinde
12	 =	 d…	Gewindedurchmesser	der	Schraube	von	12	mm
X	40	 =	 l…	Nennlänge	in	mm
A4	 =	 Werkstoffklasse,	Rostfreier	Stahl	A4
-	70	 =	 Festigkeitsklasse	70

P	 =	 Die	Gewindesteigung	wird	durch	eine	Zahl	angegeben.	Fehlt	diese	Zahl,	so	wird	ein	
	 	 Regelgewinde	bezeichnet.	(M	12	x	40).	Nur	bei	Schrauben	mit	abweichendem	
	 	 Regelgewinde	wird	die	Steigung	angegeben,	z.	B.	M	12	x	1	x	40	bezeichnet	eine	
 
d)	Normenänderung	(DIN	>	EN	>	ISO)

Während	die	früheren	DIN-Normen	als	ausschließlich	deutsche	Normvorschriften	galten,	wurde	nun	mit	der	EN	und	
der	ISO-Norm	eine	Norm	auf	europäischer	und	weltweiter	Ebene	eingeführt.	Bei	vielen	ISO-Normen	waren	die	DIN-
Normen	Vorbild;	viele	Normen	wurden	jedoch	erst	mit	der	ISO-Norm	eingeführt	(z.	B.	ISO	7380).	Die	Umstellung	im	
Handel	erfolgt	fließend,	die	Produktion	von	DIN	und	ISO-Artikeln	erfolgt	nebeneinander.

b	=	Gewindelänge	bei	Schrauben,	deren	
	 Gewinde	nicht	zum	Kopf	reicht	
 (Teilgewindeschrauben)

d	=	Gewindedurchmesser	in	mm

e	=	Eckmaß	am	Kopf

k	=	Kopfhöhe

I	=	Nennlänge	der	Schraube	–	zeigt
	 zugleich	an,	wie	die	Länge	einer	
 Schraube gemessen wird.

S	=	Schlüsselweite

DIN 931, M 12 x 40, A4-70
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Tab. 2: Änderungen bei Normen im Überblick:

DIN → ISO ISO → DIN
(Vergleichende Gegenüberstellung) (Vergleichende Gegenüberstellung)

DIN ISO DIN ISO DIN ISO ISO DIN ISO DIN ISO DIN 

1 2339 916 4029 1481 8752 1051 660/661 4036 439 8673 934
7 2338 931 4014 6325 8734 1207 84 4161 6923 8673 971
84 1207 933 4017 6914 7412 1234 94 4762 912 8673 971-1
85 1580 934 4032 6915 7414 1479 7976 4766 551 8674 971-2
94 1234 934 8673 6916 7416 1481 7971 7038 937 8676 961

125 7089 937 7038 6921 1665 1482 7972 7040 982 8677 603
125 7090 960 8765 6923 1661 1483 7973 7040 6924 8733 7979
126 7091 961 8676 6924 7041 1580 85 7042 980 8734 6325
417 7435 963 2009 6925 7042 2009 963 7042 6925 8735 7979
427 2342 964 2010 6926 1663 2010 964 7045 7985 8736 7978
433 7092 965 7046 7343 8750 2338 7 7046 965 8737 7977
438 7436 966 7047 7343 8751 2339 1 7047 966 8738 1440

439-1 4036 971-1 8673 7344 8748 2341 1434 7049 7981 8740 1473
439-2 4035 971-2 8674 7346 13337 2341 1444 7050 7982 8741 1474

440 7094 980 7042 7971 1481 2342 427 7051 7983 8742 1475
551 4766 980 10513 7972 1482 2936 911 7072 11024 8744 1471
553 7434 982 7040 7973 1483 3266 580 7089 125 8745 1472
555 4034 982 10512 7976 1479 4014 931 7090 125 8746 1476
558 4018 985 10511 7977 8737 4016 601 7091 126 8747 1477
580 3266 1434 2341 7978 8736 4017 933 7092 433 8748 7344
601 4016 1440 8738 7979 8733 4018 558 7093 9021 8749 7346
603 8677 1444 2341 7979 8735 4026 913 7094 440 8750 7343
660 1051 1471 8744 7981 7049 4027 914 7412 6914 8751 7343
661 1051 1472 8745 7982 7050 4028 915 7414 6915 8752 1481
911 2936 1473 8740 7983 7051 4029 916 7416 6916 8765 960
912 4762 1474 8741 7985 7045 4032 934 7434 553 10642 7991
913 4026 1475 8742 7991 10642 4032 932 7435 417 10511 985
914 4027 1476 8746 9021 7093 4034 555 7436 438 10512 982
915 4028 1477 8747 11024 7072 4035 439 8102 6921 10513 980

6-kt.-Schlüsselweiten DIN ISO

M 10 17 mm 16 mm

M 12 19 mm 18	mm

M 14 22 mm 21 mm

M 22 32 mm 34 mm
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Tab. 3: Änderungen bei Sechskantschrauben und -muttern

DIN
 

ISO         →         EN Abmessungs-
bereich1

Änderungen2

 (DIN ISO) (DIN EN)
558 4018 24018 Ø M 10, 12, 14, 22 Neue	ISO-Schlüsselweiten
931 4014 24014
933 4017 24017
960 8765 28765 alle	übrigen	Ø keine	=	DIN	und	ISO	identisch
961 8676 28676
601 4016 24016 Ø M 10, 12, 14, 22 Schrauben:	neue	ISO-Schlüsselweiten

Muttern: neue ISO-SW + ISO-Höhenm. Mu. 555 m. Mu. 4034 24034
 28030 4014 24014 übrige	Ø	bis	M	39	 Schrauben:	keine	=	DIN	und	ISO	identisch

Muttern: neue ISO-Höhen
m. Mu. 555 m. Mu. 4032 24032 übrige	Ø	über	M	39 keine	=	DIN	und	ISO	identisch

561 - - Ø M 12, 16 neue	ISO-Schlüsselweiten
564 - - alle	übrigen	Ø keine		
609 - - Ø M 10, 12, 14, 22 neue	ISO-Schlüsselweiten
610 - - alle	übrigen	Ø keine

7968 Mu Schrb: - - M 12, 22 Schrauben:	neue	ISO-Schlüsselweiten
7990 Mu

 
 

Mu. n. ISO 4034
 
 

24034
 
 

Muttern: neue ISO-SW + ISO-Höhen
alle	übrigen	Ø Schrauben:	keine		

Muttern: neue ISO-Höhen
186/261 Schrb: -  Ø M 10, 12, 14, 22 Schrauben:	keine

Muttern: neue ISO-SW + ISO-Höhen525 Mu. n. ISO 4034 24034
603   
604   
605   alle	übrigen	Ø Schrauben:	keine

Muttern: neue ISO-Höhen607   
608   

7969   
11014   
439 T1

(A	=	ohne	Fase)
4036 24036 Ø M 10, 12, 14, 22 neue	ISO-Schlüsselweiten

(keine	Höhenveränderung)
439 Tz

(B	=	mit	Fase)
4035

=	Regel-Gew.
24035 alle	übrigen	Ø keine	=	DIN	und	ISO	identisch

(keine	Höhenveränderung)
 
 

8675
=	Fein-Gew.

28675
 

555
 

4034
(ISO-Typ 1)

24034
 

Ø M 10, 12, 14, 22 neue ISO-SW + neue ISO-Höhen

934
Rd.	6,	8,	10

 

4032
=	Regel-Gew.
(ISO-Typ 1)

24032
 
 

Fkl.	12
 
 

4033
=	Regel-Gew.
(ISO-Typ 2)

24033
 
 

übrige	Ø	bis	M	39 neue ISO-Höhen
(keine	SW-Veränderung)

Fkl.	6,	8,	10  28673 Ø	über	M	39 keine	DIN	und	ISO	identisch
=	Fein-Gew.
(ISO-Typ 1)

557 - - Ø M 10, 12, 14, 22
 
 

neue	ISO-Schlüsselweiten
 
 

917 - -
935 - -
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Fortsetzung Tab. 3: Änderungen bei Sechskantschrauben und -muttern,

Tab. 4: Maßliche Änderungen bei Sechskantschrauben und –muttern

DIN
 

ISO         →         EN Abmessungs-
bereich1

Änderungen2

 (DIN ISO) (DIN EN)
986 - - alle	übrigen	Ø

 
keine			

 1587 - -
1		Gegenüberstellung	Schlüsselweiten	und	Mutternhöhen	DIN:	ISO	siehe	Tabelle	C
2		Zuordnung	Normen,	mechanische	Eigenschaften	für	Muttern	aus	Stahl	siehe	Tabelle	C

Nennmaß d Schlüsselweite s Mutternhöhe m min-max

zu vermeiden-
de	Größen

DIN ISO DIN ISO DIN ISO
  555 4034 934 4032	(RG)
     8673	(FG)
   ISO-Typ 1  ISO-Typ 1

M 1 2,5 - - 0,55-0,8 - -
M 1,2 3 - - 0,75-1 -
M 1,4 3 - - 0,95-1,2 -
M 1,6 3,2 - - 1,05-1,3 1,05-1,3
M 2 4 - - 1,35-1,6 1,35-1,6

M 2,5 5 - - 1,75-2 1,75-2
M 3 5,5 - - 2,15-2,4 2,15-2,4

(M 3,5) 6 - - 2,55-2,8 2,55-2,8
M 4 7 - - 2,9-3,2 2,9-3,2
M 5 8 3,4-4,6 4,4-5,6 3,7-4 4,4-4,7
M 6 10 4,4-5,6 4,6-6,1 4,7-5 4,9-5,2

(M 7) 11 - - 5,2-5,5 -
M	8 13 5,75-7,25 6,4-7,9 6,14-6,5 6,44-6,8
M 10 17 16 7,25-8,75 8-9,5 7,64-8 8,04-8,4
M 12 19 18 9,25-10,75 10,4-12,2 9,64-10 10,37-10,8

(M 14) 22 21 - 12,1-13,9 10,3-11 12,1-12,8
M 16 24 12,1-13,9 14,1-15,9 12,3-13 14,1-14,8
(M	18)	 28 - 15,1-16,9 14,3-15 15,1-15,8
M 20 30 15,1-16,9 16,9-19 14,9-16 16,9-18

(M 22) 32 34 17,1-18,9 18,1-20,2 16,9-18 18,1-19,4
M 24 36 17,95-20,05 20,2-22,3 17,7-19 20,2-21,5

(M 27) 41 20,95-23,05 22,6-24,7 20,7-22 22,5-23,8
M 30 46 22,95-25,05 24,3-26,4 22,7-24 24,3-25,6

(M 33) 50 24,95-27,05 27,4-29,5 24,7-26 27,4-28,7
M 36 55 27,95-30,05 28-31,5 27,4-29 29,4-31

(M 39) 60 29,75-32,25 31,8-34,3 29,4-31 31,8-33,4
M 42 65 32,75-35,25 32,4-34,9 32,4-34 32,4-34

(M 45) 70 34,75-37,25 34,4-36,9 34,4-36 34,4-36
M	48 75 36,75-39,25 36,4-38,9 36,4-38 36,4-38

(M 52) 80 40,75-43,25 40,4-42,9 40,4-42 40,4-42
M 56 85 43,75-46,25 43,4-45,9 43,4-45 43,4-45

(M 60) 90 46,75-49,25 46,4-48,9 46,4-48 46,4-48
M 64 95 49,5-52,5 49,4-52,4 49,1-51 49,1-51
>	M	64 - bis M 100 x 6 - bis M 160 x 6 -/-
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Fortsetzung Tab. 4: Änderungen bei den Maßen von Sechskantschrauben und –muttern

Tab. 5: Änderungen bei Metrische Kleinschrauben

Nennmaß d Schlüsselweite s Mutternhöhe m min-max

zu	vermeidende	Größen DIN ISO DIN ISO DIN ISO
  555 4034 934 4032	(RG)
     8673	(FG)
   ISO-Typ 1  ISO-Typ 1

Mutternhöhenfaktor m ≤	M	4 - -
0,8

0,8
d   ca. M 5-M 39 0,8 0,83-1,12 0,84-0,93

 ≥	M	42  ~	0,8 0,8
Produktklasse   C (grob) ≤	M	16	=	A	(mittel)

>	M	16	=	B	(mittelgrob)
Gewinde-Toleranz   7 H 6 H
Festigkeitsklasse

Stahl
 

 Kernbereich 5 6,	8,10
~ M 5-39 M 16 < d ≤ M 39 = 4,5 (ISO	8673	=	Fkl.	10	≤	M	16)

 >	M	39 nach Vereinbarung nach Vereinbarung
Mechanische Eigenschaften
nach Norm

DIN 267 ISO	898 DIN 267 ISO	898
Teil 4 Teil 2 Teil 4 Teil	2	(RG)

   Teil	6	(FG)	

DIN (alt) ISO  DIN (neu bzw. DIN EN) Titel Änderungen

84 1207 DIN EN 21207 Zylinderschrauben mit Schlitz;  
Produktklasse	A	(ISO	1207:	1992)

teilweise Kopfhöhe und 
-durchmesser

85 1580 DIN	EN	21580 Flachkopfschrauben	m.	Schlitz;	 
Produktklasse	A

teilweise Kopfhöhe und 
-durchmesser

963 2009 DIN EN 22009 Senkschrauben	mit	Schlitz,	Form	A teilweise Kopfhöhe und 
-durchmesser

964 2010 DIN EN 22010 Linsensenkschrauben	mit	Schlitz,	
Form	A

teilweise Kopfhöhe und 
-durchmesser

965 7046-1 DIN EN 27046-1 Senkschrauben	mit	Kreuzschlitz	 
(Einheitskopf):	Produktklasse	A,	 
Festigkeitsklasse	4.8

teilweise Kopfhöhe und 
-durchmesser

965 7046-2 DIN EN 27046-2 Senkschrauben	mit	Kreuzschlitz	( 
Einheitskopf):	Produktklasse	A,	 
Festigkeitsklasse	4.8

teilweise Kopfhöhe und 
-durchmesser

966 7047 DIN EN 27047 Linsen-Senkschrauben	mit	Kreuz-
schlitz	(Einheitskopf):	Produktklasse	A

teilweise Kopfhöhe und 
-durchmesser

7985 7045 DIN EN 27045 Flachkopfschrauben	mit	Kreuzschlitz;	
Produktklasse	A

teilweise Kopfhöhe und 
-durchmesser
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Tab. 6: Änderungen bei Stiften und Bolzen

DIN (alt) ISO  DIN (neu bzw. DIN EN) Titel Änderungen

1 2339 DIN EN 22339 Kegelstifte;	ungehärtet	
(ISO	2339:	1986)

Länge	I	inkl.	Kuppen

7 2338 DIN	EN	22338 Zylinderstifte;	ungehärtet	
(ISO	2338:	1986)

Länge	I	inkl.	Kuppen

1440 8738 DIN	EN	28738 Scheiben	für	Bolzen;	Produktklasse	A
(ISO	8738:	1986)

teilweise 
Außendurchmesser

1443 2340 DIN EN 22340 Bolzen	ohne	Kopf	(ISO	2340:	1986) nichts Nennenswertes

1444 2341 DIN EN 22341 Bolzen	mit	Kopf	(ISO	2341:	1986) nichts Nennenswertes

1470 8739 DIN	EN	28739 Zylinderkerbstifte	mit	Einführende	
(ISO	8739:	1986)

erhöhte	Scherkräfte

1471 8744 DIN	EN	28744 Kegelkerbstifte	(ISO	8744:	1986) erhöhte	Scherkräfte

1472 8745 DIN	EN	28745 Passkerbstifte erhöhte	Scherkräfte

1473 8740 DIN	EN	28740 Zylinderkerbstifte	mit	Fase	
(ISO	8740:	1986)

erhöhte	Scherkräfte

1474 8741 DIN	EN	28741 Steckkerbstifte	(ISO	8741:	1986) erhöhte	Scherkräfte

1475 8742 DIN	EN	28742 Knebelkerbstifte	-	1/3	der	Länge	ge-
kerbt	(ISO	8742:	1986)

erhöhte	Scherkräfte

1476 8746 DIN	EN	28746 Halbrundkerbnägel	(ISO	8746:	1986) nichts Nennenswertes

1477 8747 DIN	EN	28747 Senkkerbnägel	(ISO	8747:	1986) nichts Nennenswertes

1481 8752 DIN	EN	28752 Spannstifte; geschlitzt 
(ISO	8752:	1987)

nichts Nennenswertes

6325 8734 DIN	EN	28734 Zylinderstifte;	gehärtet	
(ISO	8734:	1987)

nichts Nennenswertes

7977 8737 DIN	EN	28737 Kegelstifte	mit	Gewindezapfen;	
ungehärtet	(ISO	8737:	1986)

nichts Nennenswertes

7978 8736 DIN	EN	28736 Kegelstifte mit Innengewinde; 
ungehärtet	(ISO	8736:	1986)

nichts Nennenswertes

7979 8733 DIN	EN	28733 Zylinderstifte mit Innengewinde; 
ungehärtet	(ISO	8733:	1986)

nichts Nennenswertes

7979 8735 DIN	EN	28735 Zylinderstifte mit Innengewinde; ge-
härtet	(ISO	8735:	1987)

nichts Nennenswertes
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Tab. 7: Änderungen bei Blechschrauben

Tab. 8: Änderungen bei Gewindestiften

DIN (alt) ISO  DIN (neu bzw. DIN EN) Titel Änderungen

7971 1481 DIN	ISO	1481 Flachkopf-Blechschrauben	mit	Schlitz	
(ISO	1481:	1983)

teilweise Kopfhöhe und 
- durchmesser

7972 1482 DIN	ISO	1482 Blechschrauben mit Schlitz,  
Senkkopf

teilweise Kopfhöhe und 
- durchmesser

7973 1483 DIN	ISO	1483 Blechschrauben mit Schlitz, 
Linsensenkkopf

teilweise Kopfhöhe und 
- durchmesser

7976 1479 DIN ISO 1479 Blechschrauben	mit	Sechskantkopf teilweise Kopfhöhe 

7981 7049 DIN ISO 7049 Blechschrauben mit Kreuzschlitz, 
Linsenkopf

teilweise Kopfhöhe und 
- durchmesser

7982 7050 DIN ISO 7050 Blechschrauben mit Kreuzschlitz, 
Senkkopf

teilweise Kopfhöhe und 
- durchmesser

7983 7051 DIN ISO 7051 Blechschrauben mit Kreuzschlitz, 
Linsensenkkopf

teilweise Kopfhöhe und 
- durchmesser

DIN (alt) ISO  DIN (neu bzw. DIN EN) Titel Änderungen

417 7435 DIN EN 27435 Gewindestifte	mit	Schlitz	und	Zapfen	
(ISO	7431:	1983)

nichts Nennenswertes

438 7436 DIN EN 27436 Gewindestifte	mit	Schlitz	und	 
Ringschneide	(ISO	7436:	1983)

nichts Nennenswertes

551 4766 DIN EN 24766 Gewindestifte	mit	Schlitz	und	 
Kegelkuppe	(ISO	4766:	1983)

nichts Nennenswertes

553 7434 DIN EN 27434 Gewindestifte	mit	Schlitz	und	Spitze	
(ISO	7431:	1983)

nichts Nennenswertes

913 4026 DIN 913 Gewindestifte	mit	Innensechskant	 
und	Kegelkuppe

nichts Nennenswertes

914 4027 DIN 914 Gewindestifte	mit	Innensechskant	 
und Spitze

nichts Nennenswertes

915 4028 DIN 915 Gewindestifte	mit	Innensechskant	und	
Zapfen

nichts Nennenswertes

916 4029 DIN 916 Gewindestifte	mit	Innensechskant	und	
Ringschneide

nichts Nennenswertes
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Tab. 9: Technische Lieferbedingungen und Grundnormen

DIN (alt) ISO  DIN (neu bzw. DIN EN) Titel Änderungen

267 Teil 20 - DIN EN 493 Verbindungselemente,	Oberflächenfehler,	
Muttern

keine

267 Teil 21 - DIN EN 493 Verbindungselemente,	Oberflächenfehler,	
Muttern

keine

DIN ISO 
225

225 DIN EN 20225 Mech. Verbindungselemente, Schrauben u. 
Muttern, Bemaßung (ISO 225: 1991)

keine

DIN ISO 
273

273 DIN EN 20273 Mech. Verbindungselemente Durchgangslö-
cher f. Schrauben (ISO 273: 1991)

keine

DIN ISO 
898	Teil	1

898	1 DIN	EN	20898	Teil	1 Mech. Eigenschaften v. Verbindungselemen-
ten,	Schrauben	(ISO	898-1:	1988)

keine

267 Teil 4 898	2 DIN	ISO	898	Teil	2 Mech. Eigenschaften v. Verbindungsele-
menten,	Muttern	m.	festgel.	Prüfkräften	(ISO	
898-2:	1992)

keine

DIN ISO 
898	Teil	6

898	6 DIN	EN	20898	Teil	6 Mech. Eigenschaften v. Verbindungsele-
menten,	Muttern	m.	festgel.	Prüfkräften	(ISO	
898-6:	1988)

keine

267 Teil 19 6157-1 DIN EN 26157 Teil 1 Verbindungselemente,	Oberflächenfehler,	
Schrauben	für	allgemeine	Anforderungen	

keine

267 Teil 19 6157-3 DIN EN 26157 Teil 3 (ISO	6157-1:1988) keine

DIN ISO 
7721

7721 DIN EN 27721 Verbindungselemente,	Oberflächenfehler,	
Schrauben	für	allgemeine	Anforderungen	

keine

267 Teil 9 - DIN ISO 4042 (ISO	6157-3:1988) keine

267 Teil 1 - DIN	ISO	8992 Senkschrauben;	Gestaltung	u.	Prüfung	von	
Senkköpfen	

keine

267 Teil 5 - DIN ISO 3269 (ISO	7721:	1983) keine

267 Teil 11 - DIN ISO 3506 Teile	mit	Gewinde	-	Galvanische	Überzüge keine

267 Teil 12 - DIN EN ISO 2702 Allgemeine	Anforderungen	für	Schrauben	und	
Muttern

keine

267	Teil	18 8839 DIN	EN	28839 Mechanische Verbindungselemente - Annah-
meprüfung

keine

267 Teil 11 - DIN ISO 3506 Verbindungselemente aus nichtrostenden 
Stählen	-	Technische	Lieferbedingungen

keine

267 Teil 12 - DIN EN ISO 2702 Wärmebehandelte	Blechschraube	aus	Stahl	-	
Mechanische Eigenschaften

keine

267	Teil	18 8839 DIN	EN	28839 Mech. Eigenschaften von Verbindungsele-
menten, Schrauben und Muttern aus Nicht-
eisenmetallen	(ISO	8839:	1986)

keine
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II.  Mechanische Eigenschaften von Edelstahl Rostfrei

Nichtrostende	Stähle	werden	in	drei	Stahlgruppen	-	Austenitisch,	Ferritisch	und	Martensitisch	-	untergliedert,	wobei	
der	austenitische	Stahl	die	größte	Verbreitung	und	Anwendungsmöglichkeiten	gefunden	hat.	Die	Stahlgruppen	und	die	
Festigkeitsklassen	werden,	wie	im	Beispiel	verdeutlicht,	mit	einer	vierstelligen	Buchstaben-	und	Ziffernfolge	bezeich-
net. Weiterhin regelt bei Schrauben und Muttern aus Edelstahl die DIN EN ISO 3506.

Beispiel:
A2	-	80
A = Austenitischer Stahl
2		 =	Legierungstyp	innerhalb	der	Gruppe	A
80	 =	Zugfestigkeit	mindestens	800	N/mm2,	kaltverfestigt	

II. a) Bezeichnungssystem für nichtrostende Stahlsorten und derer Festigkeitsklassen

Abb. A:

Austenitisch

A1 A2 A3 A4 A5

50 70 80

weich kaltverfestigt hochfest

Identifizierung 
der Stahlgruppen

Festigkeitsklassen
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Tab. 10: Gängige nichtrostende Stähle und ihre chemische Zusammensetzung

 Werkstoff-
bezeichnung

Werkstoff-
Nr.

C
%

Si
≤ %

Mn
≤ %

Cr
%

Mo
%

Ni
%

Altri
%

A 2

X	5Cr	Ni	1810 1.4301 ≤	0,07 1,0 2,0
17   
bis   
19

-

8,0
bis

10,5 -

X	2	Cr	Ni	1811 1.4306 ≤	0,03 1,0 2,0

18,0
bis

20,0 -
10,0
bis

12,0
-

X	8	Cr	Ni	19/10 1.4303 ≤	0,12 0,75 2,0

17,0
bis

19,0 -

11,0
bis

13,0 -

A 3 X	6	Cr	Ni	Ti	1811 1.4541 ≤	0,10 1,0 2,0

17,0
bis

19,0 -

9,0
bis

12,0 Ti	≥	5	X	%	C

A 4

X 5 Cr Ni Mo 1712 1.4401 ≤	0,07 1,0 2,0

16,5
bis
18,5

2,0
bis
2,5

10,0
bis

13,0 -

X 2 Cr Ni Mo 1712 1.4404
316L ≤	0,03 1,0 2,0

16,5
bis
18,5

2,0
bis
2,5

10
bis
13 -

A 5 X 6 Cr Ni Mo Ti 1712 1.4571 ≤	0,10 1,0 2,0

16,5
bis
18,5

2,0
bis
2,5

10,5
bis

13,5 Ti	≥	5	X	%	C
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II. b) Einteilung der Festigkeit von Edelstahlschrauben 

Die	DIN	ISO	3506	hat	für	Verbindungselemente	die	empfohlenen	Stahlsorten	zusammengestellt.	Hierbei	wird	fast	
ausschließlich austenitischer Edelstahl A2 verwendet. Bei sehr hohen Korrosionsbeanspruchungen werden hingegen 
Chrom-	Nickel-Stähle	aus	der	Stahlgruppe	A4	herangezogen.	In	der	Tab.	11	sind	für	die	Schraubenverbindungen	aus	
austenitischem	Stahl	hinsichtlich	der	mechanischen	Festigkeitswerte	zu	Grunde	zu	legen.	

Mechanische Eigenschaften von Verbindungselementen - Austenitischen Stahlsorten

Tab. 11: Auszug aus DIN EN ISO 3506-1

1)  Die Zugspannung ist bezogen auf den Spannungsquerschnitt berechnet (siehe DIN EN ISO 3506-1). 

 2)		 Die	Bruchdehnung	ist	nach	7.2.4	an	der	jeweiligen	Länge	der	Schraube	und	nicht	an	abgedrehten	Proben	zu	
 bestimmen.  d  ist der  Nenndurchmesser. 

II. c) Streckgrenzlasten für Schaftschrauben 

Da	austenitischen	Chrom-Nickel-Stähle	nicht	härtbar	sind,	wird	eine	höhere	Streckgrenze	nur	durch	Kaltverfestigung	
erreicht,	welche	als	Folge	des	Kaltumformers	(z.	B.	Gewindewalzen)	entsteht.	Aus	der		Tabelle	12	sind	Streckgrenz-
lasten	für	Schaftschrauben	nach	DIN	EN	ISO	3506	zu	entnehmen.

Tab. 12: Streckgrenzlasten für Schaftschrauben

Stahlgruppe Stahlsorte
Festigkeits-
klasse

Schrauben

Zugfestigkeit
Rm1)

N/mm2

min.

0,2	%-
Dehngrenze
RP	0,21)
N/mm2

min.

Bruch-
dehnung

A2)
mm
min.

austenitisch
A1, A2, A3
A4 und A5

50 500 210 0,6 d

70 700 450 0,4 d

80 800 600 0,3 d

Nenn-
durchmesser

Streckgrenzlasten austenitischer
Stähle nach DIN EN ISO 3506

A 2 und A 4 in N
Festigkeitsklasse 50 70

M 5 2980 6390

M 6 4230 9060

M	8 7690 16480

M 10 12180 26100

M 12 17700 37920

M 16 32910 70510

M 20 51410 110200

M 24 74030 158700

M 27 96480 206800

M 30 117800 252300
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II. d) Eigenschaften von Edelstahlschrauben bei erhöhten Temperaturen

Tab. 13: Festigkeitsklasse 70

Für	die	Festigkeitsklasse	50	gelten	die	Werte	der	DIN	17440

II. e) Anhaltswerte für Anzugsdrehmomente

Verbindungselemente aus rostfreiem austenitischen Edelstahl benötigen den optimalen Anzugsdrehmoment bei der 
Verarbeitung.	Als	Richtwert	haben	wir	Ihnen	Tabellen	erstellt	aus	der	sie	den	benötigten	Drehmoment	in	Abhängigkeit	
der	Reibwerte	entnehmen	können.	

Grundsätzlich	jedoch	ist	zu	beachten	das	die	in	den	Tabellen	vorgegebenen	Werte	nur	Richtwerte	sein	können,	siehe	
VDI 2230.

Die	Tabelle	14a	ist	eine	vereinfachte	Ausführung	die	die	Reibwerte	zwischen	0,10	und	0,20	nochmals	aufgliedern.	Je	
nach	verwendetem	Gleitmittel	bewegt	sich	die	Reibungszahl	beschichteter	Schrauben	zwischen	0,12	und	0,18.	Da	
diese	Reibwerte	nicht	nur	vom	Gleitmittel	abhängen,	ist	es	zwingend	erforderlich	zur	Bestimmung	des	Drehmomentes	
einen	Versuch	unter	Einsatzbedingungen	durchzuführen.	

Tab. 14a: Vereinfachte Anhaltswerte für Anzugsdrehmomente für Schrauben nach DIN EN ISO 3506 (meistens Gleit-
beschichtet)

Nenndurchmesser Warmstreckgrenzen in N

Festigkeitsklasse	70 + 20 °C + 100 °C + 200 °C + 300 °C + 400 °C
M 5 6.390 5.432 5.112 4.793 4.473
M 6 9.045 7.688 7.236 6.784 6.332
M	8 16.740 14.000 13.176 12.353 11.529
M 10 26.100 22.185 20.880 19.575 18.270
M 12 37.935 32.245 30.348 28.451 26.555
M 16 70.650 60.053 56.520 52.988 49.455
M 20 110.250 93.713 88.200 82.688 77.175
M 24 88.250 75.013 70.600 66.188 61.775
M 27 114.750 97.538 91.800 86.063 80.325
M 30 140.250 119.213 112.200 105.188 98.175

"Reibungszahl  
µges."

Anziehdrehmomente MA [Nm] für A2-70, A4-70
M4 M5 M6 M8 M10 M12 M16 M20

0,10 1,7 3,4 5,9 14,5 30,0 50,0 121,0 224,0

0,12 2,0 3,8 6,7 16,3 33,0 56,0 136,0 274,0

0,14 2,2 4,2 7,4 17,8 36,0 62,0 150,0 303,0

0,16 2,3 4,6 7,9 19,3 39,0 66,0 162,0 328,0

0,18 2,5 4,9 8,4 20,4 41,0 70,0 173,0 351,0

0,20 2,6 5,1 8,8 21,4 44,0 74,0 183,0 370,0
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Tab. 14b: Anhaltswerte für Anzugsdrehmomente für Schrauben nach DIN EN ISO 3506

Tab. 14c: Anhaltswerte für Anzugsdrehmomente für Schrauben nach DIN EN ISO 3506

Reibungszahl 
µges. 0,20 

Vorspannkräfte Fvmax. [kN] Anziehdrehmoment MA [Nm] 

50 70 80 50 70 80
M 3 0,6 0,65 0,95 1 1,1 1,6

M 4 1,12 2,4 3,2 1,3 2,6 3,5

M 5 1,83 3,93 5,24 2,4 5,1 6,9

M 6 2,59 5,54 7,39 4,1 8,8 11,8

M	8 4,75 10,2 13,6 10,1 21,5 28,7

M 10 7,58 16,2 21,7 20,3 44 58

M 12 11,1 23,7 31,6 34,8 74 100

M 14 15,2 32,6 43,4 56 119 159

M 16 20,9 44,9 59,8 86 183 245

M	18 26,2 56,2 74,9 122 260 346

M 20 33,8 72,4 96,5 173 370 494

M 22 41 88 118 227 488 650

M 24 47 101 135 284 608 810

M 27 61   502   

M 30 75   680   

M 33 94   779   

M 36 110   998   

M 39 133   1300   

Reibungszahl 
µges. 0,10 

Vorspannkräfte Fvmax. [kN] Anziehdrehmoment MA [Nm] 

50 70 80 50 70 80
M 3 0,9 1 1,2 0,85 1 1,3
M 4 1,08 2,97 3,96 0,8 1,7 2,3
M 5 2,26 4,85 6,47 1,6 3,4 4,6
M 6 3,2 6,85 9,13 2,8 5,9 8
M	8 5,86 12,6 16,7 6,8 14,5 19,3
M 10 9,32 20 26,6 13,7 30 39,4
M 12 13,6 29,1 38,8 23,6 50 67
M 14 18,7 40 53,3 37,1 79 106
M 16 25,7 55 73,3 56 121 161
M	18 32,2 69 92 81 174 232
M 20 41,3 88,6 118,1 114 224 325
M 22 50 107 143 148 318 424
M 24 58 142 165 187 400 534
M 27 75   328   
M 30 91   445   
M 33 114   506   
M 36 135   651   
M 39 162   842   
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Tab. 14d: Anhaltswerte für Anzugsdrehmomente für Schrauben nach DIN EN ISO 3506

Tab. 14e: Anhaltswerte für Anzugsdrehmomente für Schrauben nach DIN EN ISO 3506

Reibungszahl 
µges. 0,30 

Vorspannkräfte Fvmax. [kN] Anziehdrehmoment MA [Nm] 

50 70 80 50 70 80
M 3 0,4 0,45 0,7 1,25 1,35 1,85
M 4 0,9 1,94 2,59 1,5 3 4,1
M 5 1,49 3,19 4,25 2,8 6,1 8
M 6 2,09 4,49 5,98 4,8 10,4 13,9
M	8 3,85 8,85 11 11,9 25,5 33,9
M 10 6,14 13,1 17,5 24 51 69
M 12 9 19,2 25,6 41 88 117
M 14 12,3 26,4 35,2 66 141 188
M 16 17 36,4 48,6 102 218 291
M	18 21,1 45,5 60,7 144 308 411
M 20 27,4 58,7 78,3 205 439 586
M 22 34 72 96 272 582 776
M 24 39 83 110 338 724 966
M 27 50   599   
M 30 61   809   
M 33 76   929   
M 36 89   1189   
M 39 108   1553   

Reibungszahl 
µges. 0,40 

Vorspannkräfte Fvmax. [kN] Anziehdrehmoment MA [Nm] 

50 70 80 50 70 80
M 4 0,74 1,60 2,13 1,6 3,3 4,4

M 5 1,22 2,62 3,5 3,2 6,6 8,8

M 6 1,73 3,7 4,93 5,3 11,3 15,0

M	8 3,17 6,80 9,10 12,9 27,6 36,8

M 10 5,05 10,80 14,40 26,2 56,0 75,0

M 12 7,38 15,8 21,10 44,6 96,0 128,0

M 14 10,1 21,70 26,0 71,0 152,0 204,0

M 16 20,9 44,90 59,80 110 237 316

M	18 17,5 37,50 50,10 156 334 447

M 20 22,6 48,4 64,6 223 479 639

M 22 28,3 303

M 24 32,6 385

M 27 41,5 652

M 30 50,3 881

M 33 63,0 1013

M 36 74,0 1296

M 39 89,0 1694
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Reibungszahlen	µG	und	µK	nach	DIN	267	Teil	11

Tab.	15:	Reibungszahlen	µG	und	µK	für	Schrauben	aus	rost-	und	säurebeständigem	Stahl	

Reibungszahlen	µges.	setzen	einen	gleichen	Reibungswert	im	Gewinde	und	unter	dem	Kopf	resp.	Mutternauflage	
voraus.

Tab. 16: Reibungszahlen µG und µK für Schrauben und Muttern aus rost- und säurebeständigem Stahl

Verbindungselemente	aus	nichtrostenden	Stählen	neigen	gelegentlich	zum	Fressen.	Abhilfe	kann	man	durch	den	Ein-
satz	von	reibungsmindernden	Mitteln	erreichen.	Dies	ist	jedoch	bei	den	Reibwerten	entsprechend	zu	berücksichtigen.

II. f) Magnetische Eigenschaften von austenitischen nichtrostendem Edelstahl

Alle	Verbindungselemente	aus	austenitischen	nichtrostenden	Stählen	sind	im	Allgemeinen	unmagnetisch;	nach	der	
Kaltverformung	kann	eine	gewisse	Magnetisierbarkeit	vorliegen.
Jeder	Werkstoff	wird	durch	seine	Fähigkeit,	magnetisierbar	zu	sein,	gekennzeichnet,	was	sogar	für	nichtrostenden	
Stahl	gilt.	Nur	Vakuum	wird	aller	Wahrscheinlichkeit	nach	völlig	unmagnetisch	sein.	Das	Maß	für	die	Werkstoffpermea-
bilität	in	einem	Magnetfeld	ist	der	magnetische	Permeabilitätwert	µr	für	diesen	Werkstoff	im	Verhältnis	zu	Vakuum.	Der	
Werkstoff	hat	eine	geringe	magnetische		Permeabilität,	wenn	µr	nahe	dem	Wert	1	ist.	
Beispiele:					A2:	µr	~	1,8				/					A4:	µr	~	1,015					/					A4L:	µr	~	1,005					/					AF1:	µr	~	5

Schraube
aus

Mutter
aus

Schmiermittel Nachgiebigkeit
der Verbin-

dung

Reibungszahl

im Gewinde unter Kopf im Gewinde
µG

unter Kopf
µK

A 2

A 2

ohne ohne

sehr groß

0,26 bis 0,50 0,35 bis 0,50

Spezialschmiermittel
(Chlorparaffin-Basis) 0,12 bis 0,23 0,08	bis	0,12

Korossionsschutzfett 0,26 bis 0,45 0,25 bis 0,35

ohne ohne
klein

0,23 bis 0,35 0,12 bis 0,16

Spezialschmiermittel
(Chlorparaffin-Basis) 0,10 bis 0,16 0,08	bis	0,12

AIMgSi
ohne

sehr groß
0,32 bis 0,43 0,08	bis	0,11

Spezialschmiermittel
(Chlorparaffin-Basis) 0,28	bis	0,35 0,08	bis	0,11

Schraube
aus

Mutter
aus

µges. Bei Schmierzustand

ohne Schmierung MoS2-Paste/Gleitmittel
A 2 oder A 4 A 2 oder A 4 0,23 - 0,5 0,10 - 0,20

A 2 oder A 4 AIMgSi 0,28	-	0,35 0,08	-	0,16
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1  AISI = American Iron and Steel Institute
2		 UNS	=	Unified	Numbering	System
3  SS = Swedish Standard
4		 AFNOR	=	Association	Francaise	de	Normalisation
5  BS = British Standard

ASTM = American Society for Testing and Materials

Internationaler Werkstoff-Vergleich

W-Nr. Kurzname AISI1 UNS2 SS3 AFNOR4 BS5

1.4006 X12Cr13 410  2302 Z 10 C 13 410 S 21

1.4016 X6Cr17 430  2320 Z	8	C	17 430 S 17

1.4301 X5CrNi18-10 304 S 30400 2332 Z	6	CN	18.09 304 S 15

1.4303 X10CrNiS18-9 305 S 30500 x Z5CNI	8-11FF 305 S 17/19

1.4305 X	10	CrNiS	18-9 303 S 30300 2346 Z	8	CNF	18.09 304 S 31

1.4306 X 2 CrNi 19-11 304 L S 30403 2352 Z	2	CN	18.10 304 S 11

1.4307 X2CrNi18-9 304L S 30403    

1.4310 X 12 CrNi 17 7 301 S 30100 2331 Z	12	CN	18.08 301 S 22

1.4567 X3CrNiCu18-9-4 304 x x x x

1.4541 X6CrNiTi18-10 321     

1.4401 X5CrNiMo17-12-2 316 S 31600 2347 Z 7 CND 17.02.02 316 S 31

1.4404 X2CrNiMo17-12-2 316 L S 31603 2353 Z	3	CND	18.14.03 316 S 11

1.4578 X3CrNiCuMo17-11-3-2 x     

1.4571 X6CrNiMoTi17-12-2 316Ti S 31635 2350 Z 6 CNDT 17.12 320 S 31

1.4439 X2CrNiMoN17-13-5 317 LMN S 31726 2562 Z 1 NCDU 25.20  

1.4541 X6CrNiTi	18-10 321  2337 Z	6	CNT	18-10 x

1.4362 X2CrNiN32-4 2304     

1.4462 X2CrNiMoN22-5-3 2205 S 31600 2377 (Z	5	CNDU	21.08)  

1.4539 X1NiCrMoCu25-20-5 904 L N	08904    

1.4565 X2CrNiMnMoNbN25-18-5-4 x     

1.4529 X1NiCrMoCuN25-20-7 x N	08926    
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III. Korrosionsbeständigkeit von A2 und A4

Austenitische	Edelstähle	wie	bsw.		A2	und	A4	fallen	auf	Grund	ihrer	Bestandteile	unter	die	Kategorie	des	„aktiven“	
Korrosionsschutzes. 

Diese	rostfreien	Edelstähle	müssen	mindestens	16	%	Chrom	(Cr)	enthalten	und	sind	beständig	gegen	oxidierende	An-
griffsmittel.	Das	Erhöhen	der	Cr-Gehalte	und	gegebenfalls	weiterer	Legierungsbestandteile	wie	Nickel	(Ni),	Molybdän	
(Mo),	Titan	(Ti)	oder	Niob	(Nb)	verbessern	die	Korrosionsbeständigkeit.	Diese	Zusätze	beeinflussen	zusätzlich	auch	
die mechanischen Eigenschaften. Dies muss je nach Anwendung beachtet werden. Andere Legierungsbestandteile 
werden	nur	zur	Verbesserung	der	mechanischen	Eigenschaften,	z.	B.	Stickstoff	(N),	oder	der	spanabhebenden	Be-
arbeitbarkeit,	z.	B.	Schwefel	(S),	zugesetzt.	

Bei	der	Kaltumformung	kann	eine	gewisse	Magnetisierbarkeit	der	Verbindungselemente	entstehen.	Im	Allgemeinen	
sind	austenitische	Edelstähle	jedoch	nicht	magnetisch.	Die	Korrosionsbeständigkeit	wird		davon	aber	nicht	beeinflusst.	
Die	Magnetisierung	durch	Kaltverfestigung	kann	gar	so	weit	gehen,	dass	das	Stahlteil	an	einem	Magnet	haften	bleibt.	

In	der	Praxis	ist	zu	beachten,	dass	eine	Reihe	unterschiedlicher	Korrosionsarten	auftreten	können.	Die	am	häufigsten	
vorkommenden	Korrosionsarten	bei	rostfreiem	Edelstahl	sind	im	in	nachstehender	Abbildung	dargestellt	und	im	An-
schluss	aufgeführt:	

Abbildung der häufigsten Korrosionsarten bei Schraubenverbindungen
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III. a) Fremdrost und seine Entstehung
Durch	festhaftende	Partikel	eines	Kohlenstoffstahls	(„normaler	Stahl“)	entsteht	Fremdrost	auf	der	Edelstahloberfläche,	
die	sich	durch	Einwirkung	von	Sauerstoff	in	Rost	umwandeln.	Sollten	solche		Stellen	nicht	gereinigt	und	entfernt	wer-
den,	kann	dieser	Rost	auch	bei	austenitischem	Edelstahl	eine	elektrochemische	Lochfraßkorrosion	hervorrufen.	

Fremdrost	entsteht	beispielsweise	durch:
• Benutzung	von	Werkzeugen,	mit	denen	im	Vorfeld	Kohlenstoffstahl	bearbeitet	wurde.	
• Funkenflug	bei	Arbeiten	mit	einem	Winkelschleifer	oder	Schleifstaub	oder	bei	Schweißarbeiten.	
• Kontakt	von	Gegenständen,	die	rosten,	mit	einer	Edelstahloberfläche.
• Abtropfen	von	rostdurchsetztem	Wasser	auf	Edelstahloberfläche.	

III. b) Spannungsrisskorrosion
Durch	Schweißen	entstandene	Eigenspannungen	können	zu	Spannungsrisskorrosion	führen.	In	der	Regel	jedoch	
entsteht	die	Spannungsrisskorrosion	in	Industrieatmosphäre	eingesetzten	Bauteilen,	unter	starker	mechanischer	Zug-	
und Biegebelastung. 
Besonders	empfindlich	gegen	Spannungsrisskorrosion	sind	austenitische	Stähle	in	chlorhaltiger	Atmosphäre.	Der	Ein-
fluss	der	Temperatur	ist	hierbei	erheblich.	Als	kritische	Temperatur	sind	50	°C	zu	nennen.	

III. c) Flächenabtragende Korrosion
Die	gleichmäßige	Flächenkorrosion,	auch	abtragende	Korrosion	genannt,	bezeichnet	sich	dadurch,	dass	die	Oberflä-
che	gleichmäßig	abgetragen	wird.	Diese	Form	der	Korrosionsart	kann	durch	eine	gezielte	Werkstoffauswahl	verhindert	
werden. 
Herstellerwerke	haben	auf	Grund	von	Laborversuchen	Beständigkeitstabellen	veröffentlicht,	welche	Hinweise	über	
das Verhalten der Stahlsorten bei verschiedenen Temperaturen und Konzentrationen in den einzelnen Medien geben 
(siehe	Abschnitt	III	f	Tab.17	&	18).

III. d) Lochfraßkorrosion
Lochfraßkorrosion	zeigt	sich	durch	einen	flächigen	Korrosionsabtrag	mit	zusätzlicher	Mulden-	und	Lochbildung.	

Hierbei	wird	die	Passivschicht	örtlich	durchbrochen.	Bei	Edelstahl	Rostfrei	in	Kontakt	mit	chlorhaltigem	Wirkmedium	
kommt	es	auch	zu	alleinigem	Lochfraß	mit	nadelstichartigen	Einkerbungen	in	den	Werkstoff.	Auch	Ablagerungen	und	
Rost	können	Ausgangspunkte	von	Lochkorrosion	sein.	Aus	diesem	Grunde	sind	alle	Verbindungselemente	regelmäßig	
von	Rückständen	und	Ablagerungen	zu	reinigen.	
Die	austenitischen	Stähle	wie	A2	und	A4	sind	gegen	Lochfraß	beständiger	als	ferritische	Chrom-Stähle.

III. e) Kontaktkorrosion
Wenn	zwei	Bauteile	unterschiedlicher	Zusammensetzung	sich	in	metallischem	Kontakt	befinden	und	Feuchtigkeit	in	
Form	eines	Elektrolyten	vorhanden	ist,	entsteht	Kontaktkorrosion.	Das	unedlere	Element	wir	hierbei	angegriffen	und	
zerstört. 

Bitte	beachten	Sie	folgende	Punkte,	um	Kontaktkorrosion	zu	verhindern:	
• Kontaktvermeidung	der	Verbindung	mit	elektrolytischem	Medium.
• z.	B.	durch	Gummi,	Kunststoffe	oder	Anstriche	sollten	Metalle	isoliert	werden,	so	dass	kein	Kontaktstrom	an	der	

Kontaktstelle	fließen	kann.	
• Nach	Möglichkeit	ungleiche	Werkstoffpaarungen	vermeiden.	Als	Beispiel	sollten	Schrauben,	Muttern	und	Schei-

ben den zu verbindenden Bauteilen angepasst werden. 

III. f) Korrosive Medien in Verbindung mit A2 und A4
Die	Tabellen	17	und	18	zeigen	einen	Überblick	über	die	Beständigkeit	von	A2	und	A4	in	Verbindung	mit	verschiedenen	
korrosiven	Medien.	Sie	haben	hier	eine	optimale	Vergleichsmöglichkeit.	Jedoch	bleibt	zu	beachten,	dass	die	angege-
benen	Werte	nur	als	Anhaltspunkte	dienen.	



Schäfer + Peters GmbH   •   Competence in Stainless Steel   •   www.schaefer-peters.com1216

DE Technische Informationen
von rost- und säurebeständigen Verbindungselementen

Tab. 17: Übersicht über die chemische Beständigkeit von A2 und A4

Angriffsmittel Konzentration Temperatur
in °C

Beständigkeitsgrad
A 2 A 4

Aceton alle alle A 2 A 4

Äthyläther - alle A A

Äthylalkohol alle 20 A A

Ameisensäure 10% 20
kochend

A
B

A
B

Ammoniak alle 20
kochend

A
A

A
A

Benzin jeder Art - alle A A

Benzoesäure alle alle A A

Benzol - alle A A

Bier - alle A A

Blausäure - 20 A A

Blut - 20 A A

Bonderlösung - 98 A A

„Chlor: 
trock.	Gas
feuchtes	Gas“

-
-

20
alle

A
D

A
D

Chloroform alle alle A A

Chromsäure „10%	rein

50%	rein“

20
kochend

20
kochend

A
C
B
D

A
C
B
D

Entwickler	(photogr.) - 20 A A

Essigsäure 10% 20
kochend

A
A

A
A

Fettsäure technisch 150
180

200-235

A
B
C

A
A
A

Fruchtsäfte - alle A A

Gerbsäure alle alle A A

Glycerin konz. alle A A

Industrieluft - - A A

Kaliumpermanganat 10% alle A A

Kalkmilch - alle A A

Kohlendioxid - - A A

Kupferazetat - alle A A

Kupfernitrat - - A A

Kupfersulfat alle alle A A

Magnesiumsulfat ca.	26% alle A A

Meerwasser - 20 A A

Methylalkohol alle alle A A
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Fortsetzung Tab. 17: Übersicht über die chemische Beständigkeit von A2 und A4

Angriffsmittel Konzentration Temperatur
in °C

Beständigkeitsgrad
A 2 A 4

Milchsäure 1,5%
10%

alle
20

kochend

A
A
C

A
A
A

Natriumcarbonat kalt	gesättigt alle A A

Natriumhydroxid 20%

50%

20
kochend

120

A
B
C

A
B
C

Natriumnitrat - alle A A

Natriumperchlorat 10% alle A A

Natriumsulfat kalt	gesättigt alle A A

Obst - - A A

Öle (mineral. und 
pflanzl.)

- alle A A

Oxalsäure 10%

50%

20
kochend
kochend

B
C
D

A
C
C

Petroleum - alle A A

Phenol rein kochend B A

Phosphorsäure 10%
50%

80%

konz.

kochend
20

kochend
20

kochend
20

kochend

A
A
C
B
D
B
D

A
A
B
A
C
A
D

Quecksilber - bis 50 A A

Quecksilbernitrat - alle A A

Salicylsäure - 20 A A

Salpetersäure bis	40%
50%

90%

alle
20

kochend
20

kochend

A
A
B
A
C

A
A
B
A
C

Salzsäure 0,2%

2%

bis	10%

20
50
20
50
20

B
C
D
D
D

B
B
D
D
D

1%

Schwefelsäure

bis 70

2,5%

5%

10%

60%

B
kochend

bis 70
kochend

20
>	70
20
70
alle

A
B
B
C
B
B
C
C
D

B
A
C
A
B
B
C
D
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Fortsetzung Tab. 17: Übersicht über die chemische Beständigkeit von A2 und A4

Tab. 18: Einteilung des Beständigkeitsgrades in verschiedene Gruppen

Angriffsmittel Konzentration Temperatur
in °C

Beständigkeitsgrad
A 2 A 4

Schweflige	Säure wässrige
Lösung

20 A A

Schwefeldioxyd - 100-500
900

C
D

A
C

Teer - heiß A A

Wein - 20 und heiß A A

Weinsäure bis	10%

über	10%
bis	50%
75%

20
kochend

20
kochend
kochend

A
B
A
C
C

A
A
A
C
C

Zitronensaft - 20 A A

Zitronensäure bis	10%
50%

alle
20

kochend

A
A
C

A
A
B

Zuckerlösung - alle A A

Beständigkeitsgrad Beurteilung Gewichtsverlust
in g/m2h

A vollkommen
beständig < 0,1

B praktisch
beständig 0,1 - 1,0

C wenig
beständig 1,0 - 10

D unbeständig >	10
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IV. Auszug aus der bauaufsichtlichen Zulassung Z-30.3-6 vom August 2020
 „Erzeugnisse, Verbindungsmittel und Bauteile aus nichtrostenden Stählen“

Tab. 19: Einteilung der Stahlsorten nach Festigkeitsklassen und Korrosionswiderstandsklassen

1)	 nach	DIN	EN	10088-1:2005-09
2)	 A	=	Austenit;	F	=	Ferrit;	FA	=	Ferrit-Austenit	(Duplex)
3)	 Die	der	jeweils	untersten	Festigkeitsklasse	folgenden	Festigkeitsklassen	sind	durch	Kaltverfestigung	mittels	Kalt 
 verformung erzielt.
4)	 B	=	Blech;	Ba	=	Band	und	daraus	gefertigte	Bleche;	D	=	Draht,	gezogen;	H	=	Hohlprofile;	P	=	Profile;	S	=	Stäbe;	 
 W = Walzdraht
5)	 gilt	nur	für	metallisch	blanke	Oberflächen.	Bei	möglicher	Kontaktkorrosion	besteht	Gefahr	für	das	unedlere	Metall.
6)	 erforderliche	Korrosionswiderstandsklassen	siehe	Tabelle	11.

Lf
d.

 N
r. Stahlsorte1)

G
ef

üg
e2) Festigkeitsklassen3) und Erzeugnisformen4)

K
or

ro
si

on
s-

w
id

er
st

an
ds

-
kl

as
se

5)
 6

)

Kurzname W-Nr. S 235 S 275 S 355 S 460 S 690

1 X2CrNi12 1.4003 F B, Ba, H, P D, H, S, W D, S D, S -- I / gering

2 X6Cr17 1.4016 F D, S, W -- -- -- --  

3 X5CrNi18-10 1.4301 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

B, Ba, D, 
H, S

Ba, D, 
H, S

S   

4 X2CrNi18-9 1.4307 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, S S  

5 X3CrNiCu18-9-4 1.4567 A D, S, W D, S D, S D, S -- II	/	mäßig

6 X6CrNiTi18-10 1.4541 A B, Ba, D, 
H, P, S, W

B, Ba, D 
H, P, S

Ba, D, 
H, S

Ba, D, 
H, S

--  

7 X2CrNiN18-7 1.4318 A -- -- B, Ba, D, 
H, P, S

B, Ba, H --  

8 X5CrNiMo17-12-2 1.4401 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, S S  

9 X2CrNiMo17-12-2 1.4404 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, 
H, S

D, S  

10 X3CrNiCuMo17-11-3-2 1.4578 A D, S, W D, S D, S D, S -- III / mittel

11 X6CrNiMoTi17-12-2 1.4571 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, 
H, S

D, S  

12 X2CrNHiMoN17-13-5 1.4439 A -- B, Ba, D, 
H, S, W

-- -- --  

13 X2CrNiN23-4 1.4362 FA -- -- -- B, Ba, D, 
S, W

D, S  

14 X2CrNiMN22-5-3 1.4462 FA -- -- -- B, Ba, D, 
P, S, W

D, S  

15 X1NiCrMoCu25-20-5 1.4539 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
P, S

D, P, S D, S D, S  

16 X2CrNiMnMoNbN25-18-5-4 1.4565 A -- -- -- B, Ba, D, 
S, W

-- IV	/	stark

17 X1NiCrMoCuN25-20-7 1.4529 A -- B, D, S, W B, D, H, 
P, S

D, P, S D, S  

18 X1CrNiMoCuN20-18-7 1.4547 A -- B, Ba B, Ba -- --  
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Tab. 20: Werkstoffauswahl bei atmosphärischer Exposition

1)	 Durch	regelmäßige	Reinigung	zugänglicher	Konstruktion	oder	direkte	Beregnung	wird	die	Korrosionsbelastung
	 erheblich	verringert,	so	dass	um	eine	KWK	abgemindert	werden	kann.	Bei	möglicher	Aufkonzentration	der	Stoffe 
	 auf	Oberflächen	ist	eine	KWK	höher	zu	wählen.
2)	 Durch	regelmäßige	Reinigung	zugänglicher	Konstruktion	kann	die	Korrosionsbelastung	erheblich	verringert	wer 
 den, so dass Abminderung um eine KWK möglich ist.
3)	 Bei	Begrenzung	der	Lebensdauer	auf	20	Jahre	ist	eine	Abminderung	auf	KWK	I	möglich,	wenn	Lochkorrosion
	 100	µm	toleriert	wird	(keine	optischen	Anforderungen).
4) Als unzugänglich	werden	Konstruktionen	eingestuft,	deren	Zustand	nicht	oder	nur	unter	erschwerten	 
	 Bedingungen	kontrollierbar	ist	und	die	im	Brandfall	nur	mit	sehr	großem	Aufwand	saniert	werden	können.

Einwirkung Exposition Kriterien und 
Beispiele

Korrosionswiderstands-
klasse

I II III IV

Feuchte,	
Jahresmittelwert	U	der	

Feuchte

SF0 trocken U	<	60% X    

SF1 selten feucht 60%	≤	U	<	80% X    

SF2 häufig	feucht 80%	≤	U	<	95% X    

SF3 dauerfeucht 95%	<	U  X   

Chloridgehalt der Umgebung, 
Entfernung M vom Meer, 

Abstand S belebter Straßen 
mit Streusalzeinsatz

SC0 gering
Land, Stadt,  
M	>	10	km, 
S	>	0,1	km

X    

SC1 mittel
Industriegebiet,  
10	km	≥	M	>	1	km,	 
0,1	km	≥	S	>	0,01	km

 X   

SC2 hoch M	≤	1	km	 
S	≤	0,01	km   X1)  

SC3 sehr hoch Hallenbäder,	 
Straßentunnel    X2)

Belastung	durch	redoxwirk-
same Stoffe (z.B. SO2, HOCI, 

CI2, H2O2)

SR0 gering Land, Stadt X    

SR1 mittel Industrie   X1)  

SR2 hoch Hallenbäder,	 
Straßentunnel    X2)

pH-Werte	an	der	Oberfläche

SH0 alkalisch	(z.B.	Kontakt	
mit Beton) 9 < pH X    

SH1 neutral 5	<	pH	≤	9 X    

SH2 leicht sauer (z.B. 
Kontakt	mit	Holz) 3	<	pH	≤	5  X   

SH3 Sauer	(Einwirkung	
von	Säuren) pH	≤	3   X  

Lage der Bauteile

SL0 innen beheizte und nicht 
beheizte	Innenräume X    

SL1 außen, frei beregnet frei stehende  
Konstruktionen  X3)   

SL2 außen,	überdacht Überdachte	 
Konstruktionen  X3)   

SL3

außen,  
unzugänglich4),  
Umgebungsluft hat 
Zutritt

hinterlüftete	 
Fassaden   X  

Die	Einwirkung,	die	die	höchste	Korrosionswiderstandsklasse	(KWK)	ergibt,	ist	maßgebend.
Aus	dem	Zusammentreffen	verschiedener	Einwirkungen	ergeben	sich	keine	höheren	Anforderungen.
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Tab. 21: Stahlsorten für Verbindungsmittel mit Zuordnung zu Stahlgruppen nach DIN EN ISO 3506 
 Teile 1 und 2 sowie Kennzeichnung nach Abschnitt 2.2.2 und maximale Nenndurchmesser

1)	 gemäß	Tabelle	10

2)	 Da	derzeit	keine	normativen	Festlegungen	gelten,	sind	diese	Stähle	mit	der	Werkstoff-Nummer	zu	kennzeichnen.

3)	 Für	Verbindungsmittel	in	Schwimmhallenatmosphäre	gilt	Anlage	7	zur	allgemeinen	bauaufsichtlichen	Zulassung
     Z-30-3.6 vom August 2020, Tabelle 10.

Stahlsorte

K
or

ro
si

on
s-

w
id

er
st

an
ds

-
kl

as
se

1)

Kennzeichnung für  
Schrauben  
mit Kopf in  

Anlehnung an  
DIN EN ISO 3506-1

Kennzeichnung für  
Gewindestangen,  
Stiftschrauben,  

Muttern und  
Scheiben in  

Anlehnung an 
 DIN EN ISO 3506-1+2

Festigkeitsklasse Festigkeitsklasse
lfd. 
Nr. Kurzname W-Nr. Gruppe 50 70 80 50 70 80

3 X5CrNi18-10 1.4301 A2

II	/	mäßig

≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

4 X2CrNi18-9 1.4307 A2L ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

5 X3CrNiCu18-9-4 1.4567 A2L ≤	M	24 ≤	M	16 ≤	M	12 ≤	M	24 ≤	M	16 ≤	M	12

6 X6CrNiTi18-10 1.4541 A3 ≤	M	39 ≤	M	20 ≤	M	16 ≤	M	64 ≤	M	30 ≤	M	24

8 X5CrNiMo17-12-2 1.4401 A4

III / mittel

≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

9 X2CrNiMo17-12-2 1.4404 A4L ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

10 X3CrNiCuMo17-11-3-2 1.4578 A4L ≤	M	24 ≤	M	16 ≤	M	12 ≤	M	24 ≤	M	16 ≤	M	12

11 X6CrNiMoTi17-12-2 1.4571 A5 ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

12 X2CrNiMoN17-13-5 1.4439 2) ≤	M	20 -- -- ≤	M	64 -- --

13 X2CrNiN32-4 1.4362 2) -- ≤	M	24 ≤	M	20 -- ≤	M	64 ≤	M	20

14 X2CrNiMoN22-5-3 1.4462 2)

IV	/	stark

-- ≤	M	24 ≤	M	20 -- ≤	M	64 ≤	M	20

15 X1NiCrMoCu25-20-5 1.4539 2) 3) ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	20

16 X2CrNiMnMoNbN25-18-5-4 1.4565 2) 3) -- ≤	M	24 ≤	M	20 -- ≤	M	64 ≤	M	30

17 X1NiCrMoCuN25-20-7 1.4529 2) 3) ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	45
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V. Kennzeichnung von nichtrostenden Schrauben und Muttern

Die	Kennzeichnung	von	nichtrostenden	Schrauben	und	Muttern	muss	die	Stahlgruppe,	die	Festigkeitsklasse	sowie	
das	Herstellerkennzeichen	enthalten.

Kennzeichnung von Schrauben nach DIN ISO 3506-1

Sechskantschrauben	und	Zylinderschrauben	mit	Innensechskant	ab	Nenndurchmesser	M5	sind	entsprechend	dem	
Bezeichnungssystem	deutlich	zu	kennzeichnen.	Die	Kennzeichnung	sollte,	sofern	dies	möglich	ist,	auf	dem	Schrau-
benkopf	angebracht	sein.	
Abb. C: Auszug aus DIN EN ISO 3506-1

 

Kennzeichnung von Muttern nach DIN EN ISO 3506-2 

Muttern	mit	Gewinde-Nenndurchmesser	ab	5	mm	sind	entsprechend	dem	Bezeichnungssystem	deutlich	zu	kennzeich-
nen.	Eine	Kennzeichnung	auf	nur	einer	Auflagefläche	ist	zulässig	und	darf	nur	vertieft	angebracht	sein.	Wahlweise	ist	
auch	eine	Kennzeichnung	auf	den	Schlüsselflächen	zulässig.	
Abb. D: Auszug aus DIN EN ISO 3506-2
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I.  DIN and ISO standards and what they mean

 a) The term standardisation
 b) The organisation and issuers of standards
  ►Tab. 1 – The diversity of standards
 c) What does a DIN standard reveal?
 d) Properties of stainless steel screws at increased temperatures
  ►Tab. 2 – An overview of changes to standards
  ►Tab. 3 – Changes to hexagonal screws and nuts
  ►Tab. 4 – Changes to the dimensions of hexagonal screws and nuts
  ►Tab. 5 – Changes to small metric screws
  ►Tab. 6 – Changes to pins and bolts
  ►Tab. 7 – Changes to tapping screws
  ►Tab. 8 – Changes to threaded pins
  ►Tab. 9 – Technical terms of delivery and basic standards1

II.  Mechanical properties of special-grade stainless steel 

 a) The labelling system for the austenitic steel group according to ISO
  ►Tab. 10 – Common stainless steels and their composition
	 b)	Classification	of	strength	of	stainless	steel	screws
  ►Tab. 11 – Extract from DIN EN ISO 3506-1
 c) Yield strength loads for shoulder studs
  ►Tab. 12 – Yield strength loads for shoulder studs
 d) Properties of stainless steel screws at increased temperatures
  ►Tab. 13 – Strength class 70
	 e)	Reference	values	for	tightening	torques	and	their	friction	coefficients
  ►Tab. 14 – Reference values for tightening torques
  ►Tab. 15 – Friction coefficients µG and µK for screws made from stainless steel and anti-corrosion steel
  ►Tab. 16 – Friction coefficients µG and µK for screws and nuts made from stainless steel and  
      anti-corrosion steel
 f) Magnetic properties of austenitic stainless steel

III. Corrosion resistance of special grade A2 and A4 stainless steel

 a) Extraneous rust and how it forms
 b) Stress corrosion
 c) Surface-eroding corrosion
 d) Localised corrosion
 e) Contact corrosion
 f) Corrosive media in the presence of A2 and A4
  ►Tab. 17 – Overview of the chemical resistance of A2 and A4
  ►Tab. 18 – Subdivision of level of resistance into various groups

IV.  Extract from building-authority approval Z-30.3-6 from 20 April 2009
„Products, fasteners and parts made from stainless steels“

  ►Tab.19 - Subdivision of steel grades by strength class and corrosion resistance class
  ►Tab.20 - Material selection for atmospheric exposure 
  ►Tab. 21 - Steel grades for fasteners with assignment to steel groups following DIN EN ISO 3506 
      Parts 1 and 2 and labelling following Section 2.2.2 and maximum nominal diameter

V.    Marking of stainless screws and nuts
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I.  DIN and ISO standards and what they mean

a) The term standardisation

When components are standardised they are easier to work with because such components are interchangeable. For 
this	to	be	possible	the	fundamental	characteristics	of	standard	parts	must	be	defined	by	a	central	body	and	used	by	
manufacturers and retailers. 

b) The organisation and issuers of standards
Tab. 1: The diversity of standards

Standard Information

DIN  
standard

Issuer: Deutsches Institut für Normung (German Institute for Standardisation) 
= national, German standard
DIN standards are issued for electric components and organisational methods as well as fasteners. 
DIN standards remain common in Germany even though the changeover to ISO standards is gaining 
pace. DIN standards will remain in place for parts which do not have ISO/EN standards or for which 
there is no need for standardisation.

ISO 
standard

Issuer: ISO (International Organization for Standardization). 
= international standard
The term „ISO“ comes from the Greek for „equal“. ISO standards apply around the world and are th-
erefore suited for world trade. Even though ISO standardisation is gaining in importance, the German 
DIN standard was a world leader in standardisation for a long time.  

EN 
standard

Issuer: European Committee for Standardization (CEN)
= europäische Norm (European standard) 
The idea behind the EN standard was to establish „equal“ preconditions for trade within Europe. 
Unlike ISO standards, EN standards only apply within the European Union. The CEN endeavours 
to make EN and ISO standards the same. In principle existing ISO standards should be adopted 
unchanged as EN standards, retaining the same ISO standard number but starting with EN ISO. If 
this is not possible at European standardisation level, separate EN standards are produced with EN 
standard numbers different from the ISO numbers.

DIN-EN 
standard

= national German version of an EN standard adopted in unchanged form
This	is	a	combination	of	standards	which	indicates	that	the	standard	number	(e.g.	12345)	identifies	
the same object both in the DIN standard and the EN standard.

DIN-EN-
ISO  
standard

= national German version of an EN standard adopted in unchanged form
This	is	a	combination	of	standards	which	indicates	that	the	standard	number	(e.g.	12345)	identifies	
the same object in the DIN standard, EN standard and ISO standard.   

DIN-ISO-
EN

= national German version of an ISO standard adopted in unchanged form.
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c) What does a DIN standard reveal?

Just like any other standard, the DIN standard delivers standardisation and simplicity. For example, for a query it would 
suffice	to	say	„DIN	933,	M12	x	40,	A4-70“	to	define	a	multitude	of	features.	This	means	that	you	don‘t	always	have	to	
cross-check the requirements of a product and the customer can be sure that he or she receives precisely the goods 
they ordered.

Standards	define	at	least	one	of	the	following	features:

 Head shape (e.g. hexagon head, hexagonal socket, raised countersunk head)
 Type of thread (e.g. standard metric ISO thread M, sheet metal thread)
 Thread length
 Thread pitch
 Material and strength class
 Possible coatings or strength characteristics

The example below should explain what the following details mean:

DIN	931	 =	 hexagonal	screw	with	shoulder	
M = metric ISO thread
12 = d… thread diameter of screw of 12 mm
X	40	 =	 l…	nominal	length	in	mm
A4 = material class, stainless steel A4
-	70	 =	 strength	class	70

P = the thread pitch is stated by a number. If this number is not provided, it is a 
	 	 standard	thread.	(M	12	x	40).	The	pitch	is	only	stated	for	screws	with	a	thread	other	than	a	
	 	 standard	thread,	e.g.	M	12	x	1	x	40	designates	a	
 
d) Change in standard (DIN > EN > ISO)

While	the	earlier	DIN	standards	applied	as	standard	specifications	for	Germany	alone,	the	EN	and	ISO	standards	
apply throughout Europe and the world. Many ISO standards were based on DIN standards; but many standards were 
only	introduced	when	a	relevant	ISO	standard	was	written	(e.g.	ISO	7380).	Retailers	are	making	a	smooth	changeover	
to ISO standards and DIN and ISO articles are manufactured side by side.

b = thread length for screws whose 
thread does not extend to the head (partial 
thread screws)

d = thread diameter in mm

e = corner measurement on head

k = height of head

I = nominal length of screw – this also 
indicates how the length of a screw is 
measured.

S	=	width	across	flats

DIN	931,	M	12	x	40,	A4-70
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Tab. 2: An overview of changes to standards:

DIN → ISO ISO → DIN
(one-to-one comparison) (one-to-one comparison)

DIN ISO DIN ISO DIN ISO ISO DIN ISO DIN ISO DIN 

1 2339 916 4029 1481 8752 1051 660/661 4036 439 8673 934
7 2338 931 4014 6325 8734 1207 84 4161 6923 8673 971
84 1207 933 4017 6914 7412 1234 94 4762 912 8673 971-1
85 1580 934 4032 6915 7414 1479 7976 4766 551 8674 971-2
94 1234 934 8673 6916 7416 1481 7971 7038 937 8676 961

125 7089 937 7038 6921 1665 1482 7972 7040 982 8677 603
125 7090 960 8765 6923 1661 1483 7973 7040 6924 8733 7979
126 7091 961 8676 6924 7041 1580 85 7042 980 8734 6325
417 7435 963 2009 6925 7042 2009 963 7042 6925 8735 7979
427 2342 964 2010 6926 1663 2010 964 7045 7985 8736 7978
433 7092 965 7046 7343 8750 2338 7 7046 965 8737 7977
438 7436 966 7047 7343 8751 2339 1 7047 966 8738 1440

439-1 4036 971-1 8673 7344 8748 2341 1434 7049 7981 8740 1473
439-2 4035 971-2 8674 7346 13337 2341 1444 7050 7982 8741 1474
440 7094 980 7042 7971 1481 2342 427 7051 7983 8742 1475
551 4766 980 10513 7972 1482 2936 911 7072 11024 8744 1471
553 7434 982 7040 7973 1483 3266 580 7089 125 8745 1472
555 4034 982 10512 7976 1479 4014 931 7090 125 8746 1476
558 4018 985 10511 7977 8737 4016 601 7091 126 8747 1477
580 3266 1434 2341 7978 8736 4017 933 7092 433 8748 7344
601 4016 1440 8738 7979 8733 4018 558 7093 9021 8749 7346
603 8677 1444 2341 7979 8735 4026 913 7094 440 8750 7343
660 1051 1471 8744 7981 7049 4027 914 7412 6914 8751 7343
661 1051 1472 8745 7982 7050 4028 915 7414 6915 8752 1481
911 2936 1473 8740 7983 7051 4029 916 7416 6916 8765 960
912 4762 1474 8741 7985 7045 4032 934 7434 553 10642 7991
913 4026 1475 8742 7991 10642 4032 932 7435 417 10511 985
914 4027 1476 8746 9021 7093 4034 555 7436 438 10512 982
915 4028 1477 8747 11024 7072 4035 439 8102 6921 10513 980

Hex widths across flats DIN ISO

M	10 17	mm 16	mm

M 12 19	mm 18	mm

M 14 22 mm 21 mm

M 22 32 mm 34 mm
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Tab. 3: Changes to hexagonal screws and nuts

DIN
 

ISO         →         EN Range of 
dimensions1

Changes2

 (DIN ISO) (DIN EN)
558 4018 24018 Ø	M	10,	12,	14,	22 New	ISO	widths	across	flats
931 4014 24014
933 4017 24017
960 8765 28765 All other Ø None = DIN and ISO are identical
961 8676 28676
601 4016 24016 Ø	M	10,	12,	14,	22 Screws:	new	ISO	widths	across	flats

Nuts: new ISO WAF + ISO heightswith 555 nuts with	4034	nuts 24034
 28030 4014 24014 Other	Ø	up	to	M	39	 Screws: none = DIN and ISO are identical

Nuts: new ISO heights
with 555 nuts with	4032	nuts 24032 Other	Ø	above	M	39 None = DIN and ISO are identical

561 - - Ø	M	12,	16 New	ISO	widths	across	flats
564 - - All other Ø None  
609 - - Ø	M	10,	12,	14,	22 New	ISO	widths	across	flats
610 - - All other Ø None

7968 Mu Screws: - - M 12, 22 Screws:	new	ISO	widths	across	flats
7990 Mu Nuts acc. to 

	ISO	4034
24034	 Nuts: new ISO WAF + ISO heights

All other Ø Screws: none
Nuts: new ISO heights

186/261 Screws: -  Ø	M	10,	12,	14,	22 Screws: none
Nuts: new ISO WAF + ISO heights525 Nuts acc. to ISO 

4034
24034

603   
604   
605   All other Ø Screws: none

Nuts: new ISO heights607   
608   

7969   
11014   
439 T1

(A=out bevel)
4036 24036 Ø	M	10,	12,	14,	22 New	ISO	widths	across	flats

(no change in height)
439 Tz

(B=with evel)
4035

= standard thread
24035	 All other Ø None = DIN and ISO are identical

(no change in height)
 
 

8675
=	fine	thread

28675
 

555
 

4034
(ISO-Typ 1)

24034
 

Ø	M	10,	12,	14,	22 New ISO WAF + new ISO heights

934
Rd.	6,	8,	10

 

4032
= standard thread

(ISO-Typ 1)

24032
 
 

Fkl. 12
 
 

4033
= standard thread

(ISO-Typ 2)

24033
 
 

All other Ø up to  
M	39

New ISO heights
(no change to WAF)

Fkl.	6,	8,	10  28673 Ø	above	M	39 None, DIN and ISO are identical
=	fine	thread
(ISO-Typ 1)

557 - - Ø	M	10,	12,	14,	22
 
 

New	ISO	widths	across	flats
917 - -
935 - -
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Continuation of Tab. 3: Changes to hexagonal screws and nuts

Tab. 4: Dimensional changes to hexagonal screws and nuts

DIN
 

ISO         →         EN Abmessungs-
bereich1

Änderungen2

 (DIN ISO) (DIN EN)
986 - - All other Ø None   

1587 - -
1  For comparison of WAFs and nut heights between DIN and ISO, see Table C
2  For assignment of standards, mechanical properties for nuts made of steel, see Table C

Nominal  
measurement d Width across flat s Nut height m min-max

Sizes to be 
avoided

DIN ISO DIN ISO DIN ISO
  555 4034 934 4032	(standard)
     8673	(fine	th.)
   ISO type 1  ISO type 1

M 1 2,5 - - 0,55-0,8 - -
M 1,2 3 - - 0,75-1 -
M 1,4 3 - - 0,95-1,2 -
M	1,6 3,2 - - 1,05-1,3 1,05-1,3
M 2 4 - - 1,35-1,6 1,35-1,6

M 2,5 5 - - 1,75-2 1,75-2
M 3 5,5 - - 2,15-2,4 2,15-2,4

(M 3,5) 6 - - 2,55-2,8 2,55-2,8
M 4 7 - - 2,9-3,2 2,9-3,2
M 5 8 3,4-4,6 4,4-5,6 3,7-4 4,4-4,7
M	6 10 4,4-5,6 4,6-6,1 4,7-5 4,9-5,2
(M	7) 11 - - 5,2-5,5 -
M	8 13 5,75-7,25 6,4-7,9 6,14-6,5 6,44-6,8
M	10 17 16 7,25-8,75 8-9,5 7,64-8 8,04-8,4
M 12 19 18 9,25-10,75 10,4-12,2 9,64-10 10,37-10,8

(M 14) 22 21 - 12,1-13,9 10,3-11 12,1-12,8
M	16 24 12,1-13,9 14,1-15,9 12,3-13 14,1-14,8
(M	18)	 28 - 15,1-16,9 14,3-15 15,1-15,8
M	20 30 15,1-16,9 16,9-19 14,9-16 16,9-18

(M 22) 32 34 17,1-18,9 18,1-20,2 16,9-18 18,1-19,4
M 24 36 17,95-20,05 20,2-22,3 17,7-19 20,2-21,5
(M	27) 41 20,95-23,05 22,6-24,7 20,7-22 22,5-23,8
M	30 46 22,95-25,05 24,3-26,4 22,7-24 24,3-25,6

(M 33) 50 24,95-27,05 27,4-29,5 24,7-26 27,4-28,7
M	36 55 27,95-30,05 28-31,5 27,4-29 29,4-31
(M	39) 60 29,75-32,25 31,8-34,3 29,4-31 31,8-33,4
M 42 65 32,75-35,25 32,4-34,9 32,4-34 32,4-34

(M 45) 70 34,75-37,25 34,4-36,9 34,4-36 34,4-36
M	48 75 36,75-39,25 36,4-38,9 36,4-38 36,4-38

(M 52) 80 40,75-43,25 40,4-42,9 40,4-42 40,4-42
M	56 85 43,75-46,25 43,4-45,9 43,4-45 43,4-45
(M	60) 90 46,75-49,25 46,4-48,9 46,4-48 46,4-48
M	64 95 49,5-52,5 49,4-52,4 49,1-51 49,1-51
>	M	64 - Max.	M	100	x	6 - Max.	M	160	x	6 -/-
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Continuation of Tab. 4: Changes to the dimensions of hexagonal screws and nuts

 

Tab. 5: Changes to small metric screws 

Nominal  
measurement d Width across flat s Nut height m min-max

Sizes to be avoided DIN ISO DIN ISO DIN ISO
  555 4034 934 4032	(standard)
     8673	(fine	th.)
   ISO type 1  ISO type 1

Nut height factor m ≤	M	4 - -
0,8

0,8
d   approx. M	5-M	39 0,8 0,83-1,12 0,84-0,93

 ≥	M	42  ~	0,8 0,8
Product class   C (rough) ≤	M	16	=	A	(average)

>	M	16	=	B	(average	roughness)
Thread tolerance   7	H 6	H

Strength class
Steel

 

 Core range 5 6,	8,10
~	M	5-39 M 16 < d ≤ M 39 = 4,5 (ISO	8673	=	Fkl.	10	≤	M	16)

 >	M	39 Following agreement Following agreement
Mechanical characteristics
according to standard

DIN	267 ISO	898 DIN	267 ISO	898
Part 4 Part 2 Part 4 Part 2 (standard thread)

   Part	6	(fine	thread)	

DIN (old) ISO DIN (new or DIN EN) Title Changes

84 1207 DIN	EN	21207 Socket cap screws with slot; product 
class	A	(ISO	1207:	1992)

Head height and dia-
meter in places

85 1580 DIN	EN	21580 Flat-headed screws with slot; product 
class A

Head height and dia-
meter in places

963 2009 DIN	EN	22009 Countersunk screws with slot,  
shape A

Head height and dia-
meter in places

964 2010 DIN	EN	22010 Countersunk oval head screws with 
slot, shape A

Head height and dia-
meter in places

965 7046-1 DIN	EN	27046-1 Countersunk screws with cross recess 
(common head): product class A, 
strength	class	4.8

Head height and dia-
meter in places

965 7046-2 DIN	EN	27046-2 Countersunk screws with cross recess 
(common head): product class A, 
strength	class	4.8

Head height and dia-
meter in places

966 7047 DIN	EN	27047 Countersunk oval head screws with 
cross recess (common head): product 
class A

Head height and dia-
meter in places

7985 7045 DIN	EN	27045 Flat-headed screws with cross recess; 
product class A

Head height and dia-
meter in places
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Tab. 6: Changes to pins and bolts

DIN (old) ISO DIN (new or DIN EN) Title Changes

1 2339 DIN	EN	22339 Tapered	pins;	unhardened	(ISO	2339:	
1986)

Length I incl. round 
ends

7 2338 DIN	EN	22338 Cylindrical pins; unhardened (ISO 
2338:	1986)

Length I incl. round 
ends

1440 8738 DIN	EN	28738 Washers for bolts; product class A 
(ISO	8738:	1986)

Outer diameter in 
places

1443 2340 DIN	EN	22340 Bolt	without	head	(ISO	2340:1986) Nothing noteworthy

1444 2341 DIN EN 22341 Bolt	with	head	(ISO	2341:1986) Nothing noteworthy

1470 8739 DIN	EN	28739 Full length parallel grooved cylindrical 
pins	with	pilot	(ISO	8739:	1986)

Increased shearing 
forces

1471 8744 DIN	EN	28744 Full length taper grooved pins (ISO 
8744:	1986)

Increased shearing 
forces

1472 8745 DIN	EN	28745 Half length taper grooved pins Increased shearing 
forces

1473 8740 DIN	EN	28740 Full length parallel grooved cylindrical 
pins	with	bevel	(ISO	8740:	1986)

Increased shearing 
forces

1474 8741 DIN	EN	28741 Half length reverse grooved pins  
(ISO	8741:	1986)

Increased shearing 
forces

1475 8742 DIN	EN	28742 Groove pins - 1/3 of length grooved 
(ISO	8742:	1986)

Increased shearing 
forces

1476 8746 DIN	EN	28746 Semi round grooved pins  
(ISO	8746:	1986)

Nothing noteworthy

1477 8747 DIN	EN	28747 Countersunk grooved pins  
(ISO	8747:	1986)

Nothing noteworthy

1481 8752 DIN	EN	28752 Dowel	pins;	slotted	(ISO	8752:	1987) Nothing noteworthy

6325 8734 DIN	EN	28734 Cylindrical pins; hardened  
(ISO	8734:	1987)

Nothing noteworthy

7977 8737 DIN	EN	28737 Tapered pins with threaded peg; 
unhardened	(ISO	8737:	1986)

Nothing noteworthy

7978 8736 DIN	EN	28736 Tapered pins with female thread; 
unhardened	(ISO	8736:	1986)

Nothing noteworthy

7979 8733 DIN	EN	28733 Cylindrical pins with female thread; 
unhardened	(ISO	8733:	1986)

Nothing noteworthy

7979 8735 DIN	EN	28735 Cylindrical pins with female thread; 
hardened	(ISO	8735:	1987)

Nothing noteworthy
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Tab. 7: Changes to tapping screws

Tab. 8: Changes to threaded pins

DIN (old) ISO DIN (new or DIN EN) Title Changes

7971 1481 DIN	ISO	1481 Flat head tapping screws with slot 
(ISO	1481:	1983)

Head height and dia-
meter in places

7972 1482 DIN	ISO	1482 Tapping screws with slot,  
countersunk head

Head height and dia-
meter in places

7973 1483 DIN	ISO	1483 Tapping screws with slot,  
raised countersunk head

Head height and dia-
meter in places

7976 1479 DIN	ISO	1479 Tapping screws with hexagon head Head height in places 

7981 7049 DIN	ISO	7049 Tapping screws with cross recess, 
fillister	head

Head height and dia-
meter in places

7982 7050 DIN	ISO	7050 Tapping screws with cross recess, 
countersunk head

Head height and dia-
meter in places

7983 7051 DIN	ISO	7051 Tapping screws with cross recess, 
raised countersunk head

Head height and dia-
meter in places

DIN (old) ISO DIN (new or DIN EN) Title Changes

417 7435 DIN	EN	27435 Threaded pins with slot and peg (ISO 
7431:	1983)

Nothing noteworthy

438 7436 DIN	EN	27436 Threaded pins with slot and cup point 
(ISO	7436:	1983)

Nothing noteworthy

551 4766 DIN	EN	24766 Threaded	pins	with	slot	and	flat	point	
(ISO	4766:	1983)

Nothing noteworthy

553 7434 DIN	EN	27434 Threaded pins with slot and tip (ISO 
7431:	1983)

Nothing noteworthy

913 4026 DIN	913 Threaded pins with hexagonal socket 
and	flat	point

Nothing noteworthy

914 4027 DIN	914 Threaded pins with hexagonal socket 
and tip

Nothing noteworthy

915 4028 DIN	915 Threaded pins with hexagonal socket 
and peg

Nothing noteworthy

916 4029 DIN	916 Threaded pins with hexagonal socket 
and cup point

Nothing noteworthy
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Tab. 9: Technical terms of delivery and basic standards

DIN (old) ISO DIN (new or DIN EN) Title Changes

267	Part	20 - DIN	EN	493 Fasteners, surface defects, nuts None

267	Part	21 - DIN	EN	493 Fasteners, surface defects, nuts None

DIN ISO 
225

225 DIN	EN	20225 Mech. fasteners, screws and nuts, dimensio-
ning	(ISO	225:	1991)

None

DIN ISO 
273

273 DIN	EN	20273 Mech. fasteners, clearance holes for screws 
(ISO	273:	1991)

None

DIN ISO 
898	Part	1

898	1 DIN	EN	20898	Part	1 Mech. properties of fasteners, screws (ISO 
898-1:	1988)

None

267	Part	4 898	2 DIN	ISO	898	Part	2 Mech.	properties	of	fasteners,	nuts	with	fixed	
test	forces	(ISO	898-2:	1992)

None

DIN ISO 
898	Part	6

898	6 DIN	EN	20898	Part	6 Mech.	properties	of	fasteners,	nuts	with	fixed	
test	forces	(ISO	898-6:	1988)

None

267	Part	19 6157-1 DIN	EN	26157	Part	1 Fasteners, surface defects, screws for general 
requirements	(ISO	6157-1:1988)

None

267	Part	19 6157-3 DIN	EN	26157	Part	3 Fasteners, surface defects, screws for general 
requirements	(ISO	6157-3:1988)

None

DIN ISO 
7721

7721 DIN	EN	27721 Countersunk screws; design and testing of 
countersunk	heads	(ISO	7721:	1983)

None

267	Part	9 - DIN	ISO	4042 Parts with threads – galvanic coatings None

267	Part	1 - DIN	ISO	8992 General requirements for screws and nuts None

267	Part	5 - DIN	ISO	3269	 Mechanical fasteners  acceptance inspection None

267	Part	11 - DIN	ISO	3506 Stainless steel fasteners technical terms of 
delivery

None

267	Part	12 - DIN	EN	ISO	2702 Heat-treated steel tapping screw - mechanical 
properties

None

267	Part	18 8839 DIN	EN	28839 Mech. properties of fasteners, screws and 
nuts made from non ferrous metals (ISO 
8839:	1986)

None
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II.  Mechanical properties of special-grade stainless steel 

Stainless steels divide into three groups of steel - austenitic, ferritic and martensitic. Austenitic steel is by far the 
commonest and offers the greatest scope for use. The steel groups and strength classes are designated by a four-digit 
sequence	of	letters	and	numbers	as	shown	in	the	following	example.	DIN	EN	ISO	3506	governs	screws	and	nuts	
made from stainless steel.

Example:
A2	-	80
A = austenitic steel
2  = type of alloy within group A
80	 =	tensile	strength	of	at	least	800	N/mm2,	cold	work	hardened

II. a) Labelling system for grades of stainless steels and their strength classes

Fig. A:

austenitic

A1 A2 A3 A4 A5

50 70 80

soft coldworked high-strength

steelgrade

proberty class
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Tab. 10: Common stainless steels and their chemical composition

 Material  
designation

Material  
no.

C
%

Si
≤ %

Mn
≤ %

Cr
%

Mo
%

Ni
%

Altri
%

A 2

X	5Cr	Ni	1810 1.4301 ≤	0,07 1,0 2,0
17			
bis   
19

-

8,0
bis
10,5 -

X	2	Cr	Ni	1811 1.4306 ≤	0,03 1,0 2,0

18,0
bis
20,0 -

10,0
bis
12,0 -

X	8	Cr	Ni	19/10 1.4303 ≤	0,12 0,75 2,0

17,0
bis
19,0 -

11,0
bis
13,0 -

A 3 X	6	Cr	Ni	Ti	1811 1.4541 ≤	0,10 1,0 2,0

17,0
bis
19,0 -

9,0
bis
12,0 Ti	≥	5	X	%	C

A 4

X	5	Cr	Ni	Mo	1712 1.4401 ≤	0,07 1,0 2,0

16,5
bis
18,5

2,0
bis
2,5

10,0
bis
13,0 -

X	2	Cr	Ni	Mo	1712 1.4404
316L ≤	0,03 1,0 2,0

16,5
bis
18,5

2,0
bis
2,5

10
bis
13 -

A 5 X	6	Cr	Ni	Mo	Ti	1712 1.4571 ≤	0,10 1,0 2,0

16,5
bis
18,5

2,0
bis
2,5

10,5
bis

13,5 Ti	≥	5	X	%	C
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II. b) Subdivision of strengths of stainless steel screws 

DIN	ISO	3506	has	summarised	the	recommended	steel	grades	for	fasteners.	It	is	virtually	only	austenitic	stainless	
steel A2 which is used here. On the other hand chrome nickel steels from steel group A4 tend to be used for very high 
corrosion requirements. Tab. 11 is based on screw connections made from austenitic steel in terms of mechanical 
strength values. 

Mechanical properties of fasteners - austenitic steel grades

Tab. 11: Extract from DIN EN ISO 3506-1

1)		 The	tensile	stress	is	calculated	with	reference	to	the	tensile	stress	area	(see	DIN	EN	ISO	3506-1).	

 2)		 The	elongation	at	fracture	should	be	calculated	according	to	7.2.4	at	the	corresponding	screw	length	and	
 not on the turned samples.  d  is the nominal diameter.

II. c) Yield strength loads for shoulder studs 

Since austenitic chrome nickel steels cannot be hardened, a higher yield strength is only achieved through cold work 
hardening resulting from cold working (e.g. using threaded rollers). The yield strength loads for shoulder studs accor-
ding	to	DIN	EN	ISO	3506	can	be	taken	from	Table	12.

Tab. 12: Yield strength loads for shoulder studs

Steel group Steel grade Strength class

Screws

Tensile strength
Rm1)

N/mm2

min.

0,2	%-
yield strength
RP	0,21)
N/mm2

min.

Elongation
 at fracture

A2)
mm
min.

Austenitic
A1, A2, A3
A4 und A5

50 500 210 0,6	d

70 700 450 0,4	d

80 800 600 0,3	d

Nominal  
diameter

Yield strength loads of  
austenitic steels according to  

DIN EN ISO 3506 A 2 and A 4 in N
Strength class 50 70

M 5 2980 6390

M	6 4230 9060

M	8 7690 16480

M	10 12180 26100

M 12 17700 37920

M	16 32910 70510

M	20 51410 110200

M 24 74030 158700

M	27 96480 206800

M	30 117800 252300
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II. d) Properties of stainless steel screws at increased temperatures

Tab. 13: Strength class 70

The	values	in	DIN	17440	apply	for	strength	class	50

II. e) Reference values for the tightening torque of screws per DIN EN ISO 3506.

Fastenings of stainless, austenitic steel, need an optimal tightening torque for the processing.
As a guideline, we created a table for you, from which you can infer all the necessary torques in mutually depend on 
the friction value. 

Fundamentally,	you	have	to	observe,	that	the	values,	which	are	shown	in	the	table,	are	only	guidelines	(see	VDI	2230).

The	table	14a	is	a	simplified	explanation,	which	only	shows	again,	the	friction	values	from	0,10	to	0,20.
Depending	on	the	lubricant,	the	friction	value	of	screws,	move	between	0,12	and	0,18.	Since	the	friction	value	does	
not only depend on the lubricant, it is essential to carry out a test under preconditions. 

Tab. 14a: Simplify reference values for tightening torques for screws according to DIN EN ISO 3506 (mostly slide 
coating)

Nominal diameter Warm yield strengths in N

Strength	class	70 +	20	°C +	100	°C +	200	°C +	300	°C +	400	°C

M 5 6.390 5.432 5.112 4.793 4.473

M	6 9.045 7.688 7.236 6.784 6.332

M	8 16.740 14.000 13.176 12.353 11.529

M	10 26.100 22.185 20.880 19.575 18.270

M 12 37.935 32.245 30.348 28.451 26.555

M	16 70.650 60.053 56.520 52.988 49.455

M	20 110.250 93.713 88.200 82.688 77.175

M 24 88.250 75.013 70.600 66.188 61.775

M	27 114.750 97.538 91.800 86.063 80.325

M	30 140.250 119.213 112.200 105.188 98.175

"Friction 
coefficient   

µges."

Tightening torque MA [Nm] für A2-70, A4-70

M4 M5 M6 M8 M10 M12 M16 M20

0,10 1,7 3,4 5,9 14,5 30,0 50,0 121,0 224,0

0,12 2,0 3,8 6,7 16,3 33,0 56,0 136,0 274,0

0,14 2,2 4,2 7,4 17,8 36,0 62,0 150,0 303,0

0,16 2,3 4,6 7,9 19,3 39,0 66,0 162,0 328,0

0,18 2,5 4,9 8,4 20,4 41,0 70,0 173,0 351,0

0,20 2,6 5,1 8,8 21,4 44,0 74,0 183,0 370,0
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Tab. 14b: Reference values for tightening torques for screws according to DIN EN ISO 3506

Tab. 14c: Reference values for tightening torques for screws according to DIN EN ISO 3506

Friction  
coefficient 
µtotal 0.10 

Pretensioning forces Fvmax. [kN] Tightening torque MA [Nm] 

50 70 80 50 70 80
M 3 0,9 1 1,2 0,85 1 1,3
M 4 1,08 2,97 3,96 0,8 1,7 2,3
M 5 2,26 4,85 6,47 1,6 3,4 4,6
M	6 3,2 6,85 9,13 2,8 5,9 8
M	8 5,86 12,6 16,7 6,8 14,5 19,3
M	10 9,32 20 26,6 13,7 30 39,4
M 12 13,6 29,1 38,8 23,6 50 67
M 14 18,7 40 53,3 37,1 79 106
M	16 25,7 55 73,3 56 121 161
M	18 32,2 69 92 81 174 232
M	20 41,3 88,6 118,1 114 224 325
M 22 50 107 143 148 318 424
M 24 58 142 165 187 400 534
M	27 75   328   
M	30 91   445   
M 33 114   506   
M	36 135   651   
M	39 162   842   

Friction 
coefficient 
µtotal 0.20  

Pretensioning forces Fvmax. [kN] Tightening torque MA [Nm] 

50 70 80 50 70 80
M 3 0,6 0,65 0,95 1 1,1 1,6

M 4 1,12 2,4 3,2 1,3 2,6 3,5

M 5 1,83 3,93 5,24 2,4 5,1 6,9

M	6 2,59 5,54 7,39 4,1 8,8 11,8

M	8 4,75 10,2 13,6 10,1 21,5 28,7

M	10 7,58 16,2 21,7 20,3 44 58

M 12 11,1 23,7 31,6 34,8 74 100

M 14 15,2 32,6 43,4 56 119 159

M	16 20,9 44,9 59,8 86 183 245

M	18 26,2 56,2 74,9 122 260 346

M	20 33,8 72,4 96,5 173 370 494

M 22 41 88 118 227 488 650

M 24 47 101 135 284 608 810

M	27 61   502   

M	30 75   680   

M 33 94   779   

M	36 110   998   

M	39 133   1300   
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Tab. 14d: Reference values for tightening torques for screws according to DIN EN ISO 3506

Tab. 14e: Reference values for tightening torques for screws according to DIN EN ISO 3506

Friction 
coefficient 
µtotal 0.30

Pretensioning forces Fvmax. [kN] Tightening torque MA [Nm] 

50 70 80 50 70 80
M 4 0,74 1,60 2,13 1,6 3,3 4,4

M 5 1,22 2,62 3,5 3,2 6,6 8,8

M	6 1,73 3,7 4,93 5,3 11,3 15,0

M	8 3,17 6,80 9,10 12,9 27,6 36,8

M	10 5,05 10,80 14,40 26,2 56,0 75,0

M 12 7,38 15,8 21,10 44,6 96,0 128,0

M 14 10,1 21,70 26,0 71,0 152,0 204,0

M	16 20,9 44,90 59,80 110 237 316

M	18 17,5 37,50 50,10 156 334 447

M	20 22,6 48,4 64,6 223 479 639

M 22 28,3 303

M 24 32,6 385

M	27 41,5 652

M	30 50,3 881

M 33 63,0 1013

M	36 74,0 1296

M	39 89,0 1694

Friction 
coefficient 
µtotal 0.30  

Pretensioning forces Fvmax. [kN] Tightening torque MA [Nm] 

50 70 80 50 70 80
M 3 0,4 0,45 0,7 1,25 1,35 1,85

M 4 0,9 1,94 2,59 1,5 3 4,1

M 5 1,49 3,19 4,25 2,8 6,1 8

M	6 2,09 4,49 5,98 4,8 10,4 13,9

M	8 3,85 8,85 11 11,9 25,5 33,9

M	10 6,14 13,1 17,5 24 51 69

M 12 9 19,2 25,6 41 88 117

M 14 12,3 26,4 35,2 66 141 188

M	16 17 36,4 48,6 102 218 291

M	18 21,1 45,5 60,7 144 308 411

M	20 27,4 58,7 78,3 205 439 586

M 22 34 72 96 272 582 776

M 24 39 83 110 338 724 966

M	27 50   599   

M	30 61   809   

M 33 76   929   

M	36 89   1189   

M	39 108   1553   
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Friction	coefficients	µG	and	µK	according	to	DIN	267	Part	11

Tab. 15: Friction coefficients µG and µK for screws made from stainless steel and anti-corrosion steel

Friction	coefficients	µtotal require the same friction value in the thread and under the head / nut support.

Tab. 16: Friction coefficients µG and µK for screws and nuts made from stainless steel and anti-corrosion steel

Fasteners	from	stainless	steels	tend	to	seize	because	of	the	high	thread	flank	pressure	as	the	thread	moulds	into	the	
clamping part. Using a friction-reducing agent can remedy the situation. But this should be taken into account accor-
dingly for friction values.

II. f) Magnetic properties of austenitic stainless steel

All fasteners made from austenitic stainless steels are generally non-magnetic; a certain magnetisability may occur 
after cold processing.
Each material, including stainless steel, is labelled by its ability to be magnetisable. In all probability only vacuums will 
be	fully	non-magnetic.	The	gauge	for	the	material	permeability	in	a	magnetic	field	is	the	magnetic	permeability	value	µr	
for	this	material	in	relation	to	a	vacuum.	The	material	has	a	low	magnetic	permeability	when	µr	near	is	equal	to	1.	
Examples:					A2:	µr	~	1.8				/					A4:	µr	~	1.015					/					A4L:	µr	~	1.005					/					AF1:	µr	~	5

Screw made from Nut made from
µtotal When lubricated

No lubrication MoS2 paste/lubricant
A 2 oder A 4 A 2 oder A 4 0,23	-	0,5 0,10	-	0,20

A 2 oder A 4 AIMgSi 0,28	-	0,35 0,08	-	0,16

Screw 
made from

Nut
made from

Lubricant
Resilience 

of connection

Friction coefficient

in thread under head in thread
µG

under head
µK

A 2

A 2

none none

very high

0,26	bis	0,50 0,35	bis	0,50

Special lubricant  
(chloroparaffin	base) 0,12	bis	0,23 0,08	bis	0,12

Anticorrosive grease 0,26	bis	0,45 0,25	bis	0,35

none none
low

0,23	bis	0,35 0,12	bis	0,16

Special lubricant
(chloroparaffin	base) 0,10	bis	0,16 0,08	bis	0,12

AIMgSi
none

very high
0,32	bis	0,43 0,08	bis	0,11

Special lubricant
(chloroparaffin	base) 0,28	bis	0,35 0,08	bis	0,11
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1  AISI = American Iron and Steel Institute
2		 UNS	=	Unified	Numbering	System
3  SS = Swedish Standard
4  AFNOR = Association Francaise de Normalisation
5  BS = British Standard

ASTM = American Society for Testing and Materials

International comparison of material

Mat. no. Short name AISI1 UNS2 SS3 AFNOR4 BS5

1.4006 X12Cr13 410  2302 Z	10	C	13 410	S	21

1.4016 X6Cr17 430  2320 Z	8	C	17 430	S	17

1.4301 X5CrNi18-10 304 S	30400 2332 Z	6	CN	18.09 304	S	15

1.4303 X10CrNiS18-9 305 S	30500 x Z5CNI	8-11FF 305	S	17/19

1.4305 X	10	CrNiS	18-9 303 S	30300 2346 Z	8	CNF	18.09 304	S	31

1.4306 X	2	CrNi	19-11 304	L S	30403 2352 Z	2	CN	18.10 304	S	11

1.4307 X2CrNi18-9 304L S	30403    

1.4310 X	12	CrNi	17	7 301 S	30100 2331 Z	12	CN	18.08 301	S	22

1.4567 X3CrNiCu18-9-4 304 x x x x

1.4541 X6CrNiTi18-10 321     

1.4401 X5CrNiMo17-12-2 316 S	31600 2347 Z	7	CND	17.02.02 316	S	31

1.4404 X2CrNiMo17-12-2 316	L S	31603 2353 Z	3	CND	18.14.03 316	S	11

1.4578 X3CrNiCuMo17-11-3-2 x     

1.4571 X6CrNiMoTi17-12-2 316Ti S	31635 2350 Z	6	CNDT	17.12 320	S	31

1.4439 X2CrNiMoN17-13-5 317	LMN S	31726 2562 Z	1	NCDU	25.20  

1.4541 X6CrNiTi	18-10 321  2337 Z	6	CNT	18-10 x

1.4362 X2CrNiN32-4 2304     

1.4462 X2CrNiMoN22-5-3 2205 S	31600 2377 (Z	5	CNDU	21.08)  

1.4539 X1NiCrMoCu25-20-5 904	L N	08904    

1.4565 X2CrNiMnMoNbN25-18-5-4 x     

1.4529 X1NiCrMoCuN25-20-7 x N	08926    
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III. Corrosion resistance of A2 and A4

Because of their constituent parts,  austenitic stainless steels such as A2 and A4 fall under the category of „active“ 
corrosion protection. 

These	high-grade	stainless	steels	must	contain	at	least	16	%	chrome	(Cr)	and	are	resistant	to	oxidising	corrosive	
agents. Increasing the Cr content and if necessary other alloy components such as nickel (Ni), molybdenum (Mo), 
titanium (Ti) and niobium (Nb) improves resistance to corrosion. These additives also affect the mechanical properties. 
Depending on use, this may have to be noted. Other alloy components are only added to improve the mechanical 
properties, e.g. nitrogen (N), or the chip-removing process, e.g. sulphur (S). 

The fasteners may experience a certain degree of magnetisability during cold working. Austenitic stainless steels are 
not however generally magnetic. But the resistance to corrosion is not affected by this. The level of magnetisation 
produced by cold work hardening may even extend to the steel part sticking permanently to a magnet. 

In practice it should be noted that a whole series of different types of corrosion may arise. The most common forms of 
corrosion for high-grade stainless steel are shown in the diagram below and detailed underneath: 

Diagram of the most common types of corrosion in screw connections
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III. a) Extraneous rust and how it forms

When particles of a carbon steel („normal steel“) adhere to a stainless steel surface, this produces extraneous rust on 
the surface of the stainless steel which turns into rust under the action of oxygen. If these areas are not cleaned or 
removed, this rust can cause electro-chemical localised corrosion in austenitic stainless steel. 

Extraneous rust is produced for example by:

• using tools which have previously been used with carbon steel. 
• sparks when working with an angle grinder or grinding dust or during welding. 
• objects that rust coming into contact with a stainless steel surface.
• water containing rust dripping onto a stainless steel surface. 

III. b) Stress corrosion

Internal stresses from welding may result in stress corrosion. However stress corrosion usually occurs in components 
used in an industrial atmosphere which are subject to high levels of mechanical tensile and bending stress. 

Austenitic	steels	in	an	atmosphere	containing	chlorine	are	particularly	sensitive	to	stress	corrosion.	The	influence	of	
temperature	is	a	major	factor.	50	°C	is	the	critical	temperature.	

III. c) Surface-eroding corrosion

Uniform surface corrosion, also known as eroding corrosion, describes a condition where the surface is being eroded 
in	a	uniform	manner.	This	type	of	corrosion	can	be	prevented	by	selecting	the	right	material	in	the	first	place.	

Factories have published resistance tables based on lab tests, which provide information on how the steel grades 
behave	at	different	temperatures	and	in	different	concentrations	in	the	individual	media	(see	Section	III	f	Tab.17	&	18).

III. d) Localised corrosion

Localised corrosion appears as surface corrosion with the additional formation of hollows and holes. 

The passive layer is penetrated locally. When high-grade stainless steel comes into contact with an active medium 
containing chlorine, localised corrosion also occurs alone with pinprick notches in the material. Deposits and rust may 
also trigger localised corrosion. All fasteners should therefore be regularly cleaned of residue and deposits. 

Austenitic steels such as A2 and A4 are more resistant to localised corrosion than ferritic chrome steels.

III. e) Contact corrosion

When two components with different compositions make metallic contact and there is dampness present in the form of 
an electrolyte, contact corrosion will occur. The more base element is attacked and destroyed. 

Please note the following to prevent contact corrosion: 

• Prevent the connection from coming into contact with an electrolytic medium.
• For	example,	metals	should	be	insulated	using	rubber,	plastic	or	coatings	such	that	contact	current	cannot	flow	to	

the point of contact. 
• Avoid pairing up different materials wherever possible. For example, screws, nuts and washers should be adap-

ted to the components being joined. 

III. f) Corrosive media in the presence of A2 and A4

Tables	17	and	18	provide	an	overview	of	the	resistance	of	A2	and	A4	in	the	presence	of	various	corrosive	media.	This	
provides an optimum means of comparison. Do however note that the values stated are simply rough indications. 
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Tab. 17: Overview of the chemical resistance of A2 and A4

Corrosive agent Concentration Temperature
in °C

Level of resistance
A 2 A 4

Acetone all all A A

Ethyl aether - all A A

Ethyl alcohol all 20 A A

Formic acid 10% 20
boiling

A
B

A
A

Ammonia all 20
boiling

A
A

A
A

Any kind of benzine - all A A

Benzoic acid all all A A

Benzol - all A A

Beer - all A A

Hydrocyanic acid - 20 A A

Blood - 20 A A

Binder solution - 98 A A

Chlorine: 
dry gas
damp gas

-
-

20
alle

A
D

A
D

Chloroform all all A A

Chromic acid 10%	pure

50%	pure

20
boiling
20

boiling

A
C
B
D

A
C
B
D

Developer (photogr.) - 20 A A

Acetic acid 10% 20
boiling

A
A

A
A

Fatty acid technical 150
180

200-235

A
B
C

A
A
A

Fruit juices - all A A

Tannic acid all all A A

Glycerine conz. all A A

Industrial air - - A A

Potassium  
permanganate

10% all A A

Lime milk - all A A

Carbon dioxide - - A A

Cupric acetate - all A A

Copper nitrate - - A A

Copper sulphate all all A A

Magnesium sulphate approx	26% all A A

Sea water - 20 A A

Methyl alcohol all all A A
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Continuation of Tab. 17: Overview of the chemical resistance of A2 and A4

Corrosive agent Concentration Temperature
in °C

Level of resistance
A 2 A 4

Lactic acid 1,5%
10%

all
20

boiling

A
A
C

A
A
A

Sodium carbonate kalt gesättigt all A A

Sodium hydroxide 20%

50%

20
boiling
120

A
B
C

A
B
C

Sodium nitrate - all A A

Sodium perchlorate 10% all A A

Sodium sulphate cold saturated all A A

Fruit - - A A

Oils (mineral and 
vegetable)

- all A A

Oxalic acid 10%

50%

20
boiling
boiling

B
C
D

A
C
C

Petroleum - all A A

Phenol pure boiling B A

Phosphoric acid 10%
50%

80%

conc.

boiling
20

boiling
20

boiling
20

boiling

A
A
C
B
D
B
D

A
A
B
A
C
A
D

Mercury - up	to	50 A A

Mercury nitrate - all A A

Salicylic acid - 20 A A

Nitric acid up	to	40%
50%

90%

all
20

boiling
20

boiling

A
A
B
A
C

A
A
B
A
C

Hydrochloric acid 0,2%

2%

up	to	10%

20
50
20
50
20

B
C
D
D
D

B
B
D
D
D

1%

Sulphuric acid

up	to	70

2,5%

5%

10%

60%

B
boiling
bis	70
boiling
20
>	70
20
70
all

A
B
B
C
B
B
C
C
D

B
A
C
A
B
B
C
D
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Continuation of Tab. 17: Overview of the chemical resistance of A2 and A4

Tab. 18: Subdivision of level of resistance into various groups

Corrosive agent Concentration Temperature
in °C

Level of resistance
A 2 A 4

Sulphurous acid watery
solution

20 A A

Sulphur dioxide - 100-500
900

C
D

A
C

Tar - hot A A

Wine - 20	and	hot A A

Tartaric acid up	to	10%

above	10%
up	to	50%

75%

20
boiling
20

boiling
boiling

A
B
A
C
C

A
A
A
C
C

Lemon juice - 20 A A

Citric acid up	to	10%
50%

all
20

boiling

A
A
C

A
A
B

Sugar solution - all A A

Level of resistance Evaluation Weight loss in g/m2h

A Totally resistant <	0,1

B Virtually resistant 0,1	-	1,0

C Less resistant 1,0	-	10

D not resistant >	10
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IV. Extract from building-authority approval Z-30.3-6 from 20 April 2009 
 „Products, fasteners and parts made from stainless steels“

Tab. 19: Subdivision of steel grades by strength class and corrosion resistance class

1)	According	to	DIN	EN	10088-1:2005-09
2) A = austenite; F = ferrite; FA = ferrite-austenite (duplex)
3) The strength classes following the lowest strength in each case are achieved through cold work hardening by  
 means of cold working.
4)	B	=	sheet;	Ba	=	strip	and	sheets	produced	from	it;	D	=	wire,	drawn;	H	=	hollow	profile;	P	=	profile;	S	=	bars;	 
 W = wire rod
5) Applies to metallically bare surfaces only. The more base of the metals is at risk in the event of potential contact  
 corrosion.
6) For the corrosion resistance classes required, see Table 11.

Se
ria

l N
r. Steel grade1)

St
ru

ct
ur

e2) Strength classes3) and product shapes4)

C
or

ro
si

on
 

re
si

st
an

ce
 

cl
as

s5)
 6

)

Short name Mat. 
no. S 235 S 275 S 355 S 460 S 690

1 X2CrNi12 1.4003 F B, Ba, H, P D, H, S, W D, S D, S -- I / low

2 X6Cr17 1.4016 F D, S, W -- -- -- --  

3 X5CrNi18-10 1.4301 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

B, Ba, D, 
H, S

Ba, D, 
H, S

S   

4 X2CrNi18-9 1.4307 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, S S  

5 X3CrNiCu18-9-4 1.4567 A D, S, W D, S D, S D, S -- II / moderate

6 X6CrNiTi18-10 1.4541 A B, Ba, D, 
H, P, S, W

B, Ba, D 
H, P, S

Ba, D, 
H, S

Ba, D, 
H, S

--  

7 X2CrNiN18-7 1.4318 A -- -- B, Ba, D, 
H, P, S

B, Ba, H --  

8 X5CrNiMo17-12-2 1.4401 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, S S  

9 X2CrNiMo17-12-2 1.4404 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, 
H, S

D, S  

10 X3CrNiCuMo17-11-3-2 1.4578 A D, S, W D, S D, S D, S -- III / average

11 X6CrNiMoTi17-12-2 1.4571 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
H, P, S

Ba, D, 
H, S

Ba, D, 
H, S

D, S  

12 X2CrNHiMoN17-13-5 1.4439 A -- B, Ba, D, 
H, S, W

-- -- --  

13 X2CrNiN23-4 1.4362 FA -- -- -- B, Ba, D, 
S, W

D, S  

14 X2CrNiMN22-5-3 1.4462 FA -- -- -- B, Ba, D, 
P, S, W

D, S  

15 X1NiCrMoCu25-20-5 1.4539 A B, Ba, D, 
H, P, S, W

B, Ba, D, 
P, S

D, P, S D, S D, S  

16 X2CrNiMnMoNbN25-18-5-4 1.4565 A -- -- -- B, Ba, D, 
S, W

-- IV / high

17 X1NiCrMoCuN25-20-7 1.4529 A -- B, D, S, W B, D, H, 
P, S

D, P, S D, S  

18 X1CrNiMoCuN20-18-7 1.4547 A -- B, Ba B, Ba -- --  
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Tab. 20: Material selection for atmospheric exposure

1) Regular cleaning of accessible	construction	or	direct	surface	irrigation	will	significantly	reduce	exposure	to	
 corrosion such that the result can be reduced by one corrosion resistance class. If it is possible that the 
 concentration of materials on the surfaces may increase, one corrosion resistance class higher should be selected.
2) Regular cleaning of accessible	construction	can	significantly	reduce	exposure	to	corrosion
 such that one corrosion resistance class lower is possible.
3)	 If	service	life	is	limited	to	20	years,	reduction	to	corrosion	resistance	class	I	is	possible	if	localised	corrosion
	 of	100	µm	is	tolerated	(no	visual	requirements).
4) Constructions are graded as inaccessible if their condition cannot be monitored or is very hard to monitor
	 and	if	they	can	only	be	reconditioned	at	great	cost	in	the	event	of	fire.

Impact Exposure Criteria and 
examples

Corrosion resistance 
class

I II III IV

Dampness, 
annual average U 

of dampness

SF0 dry U	<	60% X    

SF1 rarely damp 60%	≤	U	<	80% X    

SF2 frequently damp 80%	≤	U	<	95% X    

SF3 permanently damp 95%	<	U  X   

Chloride content of surroun-
dings, distance M from the 

sea, 
distance S from busy streets 

where road salt is used

SC0 low
Countryside, town, 
M	>	10	km, 
S	>	0,1	km

X    

SC1 average
Industrial area, 
10	km	≥	M	>	1	km,	 
0,1	km	≥	S	>	0,01	km

 X   

SC2 high M	≤	1	km	 
S	≤	0,01	km   X1)  

SC3 very high
Indoor swimming 
pools,
road tunnel

   X2)

Pollution from redox active 
substances (e.g. SO2, HOCI, 

CI2, H2O2)

SR0 low Countryside, town X    

SR1 average Industry   X1)  

SR2 high Indoor swimming 
pools, road tunnel    X2)

pH values on the surface

SH0 alkaline (e.g. contact 
with concrete) 9	<	pH X    

SH1 neutral 5	<	pH	≤	9 X    

SH2 slightly acidic (e.g. 
contact with wood) 3	<	pH	≤	5  X   

SH3 acid (impact of acids) pH	≤	3   X  

Location of parts

SL0 inside heated and unheated 
indoor rooms X    

SL1 outside, exposed to 
the rain

freestanding 
constructions  X3)   

SL2 outside, roofed constructions 
with roofs  X3)   

SL3
outside, 
inaccessible4), 
influx	of	ambient	air	

facades with 
ventilation at rear   X  

The	impact	which	produces	the	highest	corrosion	resistance	class	is	definitive.
Higher requirements do not result from a combination of different impacts.
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Tab. 21:  Steel grades for fasteners with assignment to steel groups following DIN EN ISO 3506 
 Parts 1 and 2 and labelling following Section 2.2.2 and maximum nominal diameter

1)	 According	to	Table	10
2)	 Since	there	are	no	standard	definitions	at	present,	these	steels	should	be	labelled	with	the	material	number.
3)	 Appendix	7	of	the	general	building-authority	approval	
					Z-30-3.6	from	20	April	2009	applies	to	fasteners	in	indoor	swimming	pool	atmospheres.	See	Table	10.

Steel grade

re
si

st
an

ce
 

cl
as

s1)

Labelling for 
screws

with head 
based on 

DIN EN ISO 3506-1

Labelling for threaded 
rods,

stud bolts, 
nuts and
washers 
based on 

DIN EN ISO 3506-1+2

Se
ria

l 
N

r.

Strength class Strength class

Short name Mat. 
no. Group 50 70 80 50 70 80

3 X5CrNi18-10 1.4301 A2

II / mode-
rate

≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

4 X2CrNi18-9 1.4307 A2L ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

5 X3CrNiCu18-9-4 1.4567 A2L ≤	M	24 ≤	M	16 ≤	M	12 ≤	M	24 ≤	M	16 ≤	M	12

6 X6CrNiTi18-10 1.4541 A3 ≤	M	39 ≤	M	20 ≤	M	16 ≤	M	64 ≤	M	30 ≤	M	24

8 X5CrNiMo17-12-2 1.4401 A4

III / aver-
age

≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

9 X2CrNiMo17-12-2 1.4404 A4L ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

10 X3CrNiCuMo17-11-3-2 1.4578 A4L ≤	M	24 ≤	M	16 ≤	M	12 ≤	M	24 ≤	M	16 ≤	M	12

11 X6CrNiMoTi17-12-2 1.4571 A5 ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	24

12 X2CrNiMoN17-13-5 1.4439 2) ≤	M	20 -- -- ≤	M	64 -- --

13 X2CrNiN32-4 1.4362 2) -- ≤	M	24 ≤	M	20 -- ≤	M	64 ≤	M	20

14 X2CrNiMoN22-5-3 1.4462 2)

IV / high

-- ≤	M	24 ≤	M	20 -- ≤	M	64 ≤	M	20

15 X1NiCrMoCu25-20-5 1.4539 2) 3) ≤	M	39 ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	20

16 X2CrNiMnMoNbN25-18-5-4 1.4565 2) 3) -- ≤	M	24 ≤	M	20 -- ≤	M	64 ≤	M	30

17 X1NiCrMoCuN25-20-7 1.4529 2) 3) ≤	M	24 ≤	M	20 ≤	M	64 ≤	M	45 ≤	M	45
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V. Marking of stainless screws and nuts

The	marking	of	stainless	screws	and	nuts	must	contain	the	steel	group,	strength	class	and	manufacturer‘s	sign.

Marking	of	screws	according	to	DIN	ISO	3506-1

Hexagonal screws and socket cap screws with hexagonal socket as of an M5 nominal diameter should be clearly 
marked according the marking system. Where at all possible, the marking should be placed on the screw head. 

Fig. C: Extract from DIN EN ISO 3506-1

 

Marking	of	nuts	according	to	DIN	EN	ISO	3506-2	

Nuts with a thread nominal diameter as of 5 mm should be clearly marked according the following marking system. 
Marking	on	just	one	bearing	surface	is	permitted	and	may	only	be	used	if	recessed.	Marking	on	the	spanner	flats	is	
also possible. 

Fig. D: Extract from DIN EN ISO 3506-2 
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Im größten Edelstahllager Europas finden Sie neben
Schrauben und Muttern vor allem eines: 
Präzision

Organisation ist alles, was man braucht, um bei einem Sortiment von über 
37.000 Befestigungsartikeln die Übersicht wahren zu können. Vor allem, wenn 
die kleinsten Teile gerade einen Durchmesser von 1 mm haben, die größ-
ten hingegen bis zu 52 mm. Unser Lager ist nach mehr als 300 DIN-Normen 
sortiert, damit wir trotz größter Sortimentsdynamik die gewünschten Teile 
schnell zur Verfügung stellen können. Wie gut das funktioniert, beweisen täg-
lich über 1.000 Sendungen, die unser Lager für den weltweiten Versand ver-
lassen. Die hohe Präzision im Lager sichern wir durch ein computergestütztes, 
belegloses Kommissionierungssystem.

Mit unseren zuverlässigen Logistikpartnern, die ihrerseits zu den führenden 
Unternehmen ihrer Branche gehören, gewährleisten wir kürzeste Lieferzeiten, 
egal auf welchem Kontinent. Aufgrund ständiger Dokumentation, sind die Lie-
ferungen von A bis Z online nachvollziehbar.



Tel.: +49 (0) 7941 6094-0   •   Fax: +49 (0) 7941 6094-700   •   info@schaefer-peters.com 1253

Along with the nuts and bolts you would expect, 
one thing stands out in particular in Europe’s largest 
stainless steel warehouse: precision 

Organisation is key to maintaining an overview when working with a range of 
more than 37000 fastening items. Especially when the smallest parts are just 
1 mm in diameter and the largest up to 52 mm. Our warehouse is sorted in 
line with more than 300 DIN standards to allow us to quickly find the parts we 
want despite the massive dynamism of our range. The 1000 plus shipments, 
which leave our warehouse every day for shipping around the world, are evi-
dence that this works. We ensure high levels of precision in our warehouse by 
using a computer-assisted, paperless picking system.

Working with our reliable logistics partners, who in turn are leading com-
panies in their own sectors, we ensure very short delivery times no matter 
where in the world we are shipping to. All our deliveries can be tracked online 
thanks to continuous documentation.
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Hitec-
Measuring microscope

Schatz 
torque testing device

Urban 
Screw unit

Werth 
ScopeCheck S

This test device allows 
distances, angles, areas, 
circles, radiuses and dia-
meters to be measured 
with great accuracy. The 
measurements can be 
documented in a digital 
format at any time.

The Schatz torque analy-
sis device allows ultimate 
torques, screw-in torques 
or even rotary angles to 
be checked.

This screw unit can 
be used to measure 
screw-in times under 
the influence of different 
weights. Perfect fastener 
analyses are possible 
when combined with the 
Schatz transmitter.

The 3D-CNC multi-sen-
sor coordinate measuring 
machine measures our 
connecting elements and 
prints the correspon-
ding test report within 
minutes.

S+P Qualitätsmanagement

Durch unser Qualitätsmanagement DIN EN ISO 9001:2015 sichern wir Ihnen die Umsetzung 
der geforderten Qualitätsziele. Diese schließen die klassische Qualitätssicherung ebenso ein, 
wie die Planung und Durchführung der Arbeitsabläufe im gesamten Unternehmen. 

Qualitätssicherung
Viele unserer Produkte werden bereits heute von einem neutralen Prüfinstitut überwacht und 
regelmäßigen Prüfungen gemäß den Vorgaben einer Fremdüberwachung unterzogen. Dies 
wurde durch das DIBt bei verschiedenen Produkten durch eine bauaufsichtliche Zulassungen 
untermauert.
 
In unserer Qualitätssicherung haben wir die Möglichkeit durch eine Vielzahl von Meß,- und Prüf-
geräten Prüfungen wie Maßhaltigkeit, Drehmomente, Einschraubzeiten, Festigkeiten oder auch 
Materialanalysen im eigenen Prüflabor durchzuführen.

Dieses Prüfgerät ermög-
licht genauste Messungen 
von Strecken, Winkel, Flä-
chen, Kreise, Radius und 
Durchmessern. Über die 
Digitalisierung ist jeder-
zeit eine Dokumentation 
der Meßwerte gegeben.

Mit dem Schatz Dreh-
moment – Analysegerät 
besteht die Möglichkeit 
Bruchdrehmomente, 
Einschraubdrehmomente, 
oder auch den Drehwinkel 
zu prüfen.

Mit diesem Schraub- 
automaten können Ein- 
schraubzeiten im Einfluss 
verschiedener Gewichte 
gemessen werden. In Ver-
bindung mit dem Schatz-
Drehmomentgeber die 
ideale Analyse eines 
Verbindungsmittels.

Das 3D-CNC Multisen-
sor-Koordinationsmess-
gerät vermisst innerhalb 
weniger Minuten unsere 
Verbindungselemente 
und druckt den zugehöri-
gen Prüfbericht.

Hitec
Messmikroskop

Schatz 
Drehmomentprüfgerät

Urban
Schraubautomat 

Werth 
ScopeCheck S
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S+P quality management

Our DIN EN ISO 9001:2015 quality management system guarantees our implementation of 
the necessary quality objectives. This includes traditional quality assurance as well as the 
planning and execution of operational procedures throughout the company. 
 
Quality assurance
Many of our products are already checked by a neutral test institute and regularly inspected 
according to the requirements of external monitoring. For various products this has been 
confirmed by way of a building-authority approval from the DIBt.

In our quality assurance, using a multitude of measurement and test devices we can perform 
tests of, for example, dimensional uniformity, torques, screw-in times, strength and even ma-
terial analyses in our own test laboratory.

X–ray 
analysis device

Nexus premium 
hardness testing device

Dark 
chamber

Concentricity
 test device

The optimum way of 
analysing the mate-
rial components of the 
stainless steel fasteners 
and establishing their 
composition, regardless 
of whether they contain 
chrome, nickel or molyb-
denum.

This hardness testing 
device can be used for 
high-precision hardness 
testing according to 
Vickers (and Knopp / 
Brinell). Its measurement 
range is 0.2 to 30 kp.

It can be used to provide 
optical evidence of 
the smooth coating 
applied on the fastening 
elements.

This test device can 
be used to determine 
screw straightness, the 
concentricity of the head 
to the screw axis, the 
concentricity of the drive 
to the head diameter 
and/or to the screw axis 
up to a screw length of 
500 mm.

Die optimale Möglichkeit 
die Materialbestandteile 
der Verbindungselemente 
aus Edelstahl Rostfrei 
zu analysieren und die 
Zusammensetzung zu 
ermitteln. Unabhängig 
ob Chrom,- Nickel,- oder 
Molybdängehalt.denum.

Dieses Härteprüfgerät ist 
geeignet um hochgenaue 
Härteprüfungen nach 
Vickers (sowie Knopp / 
Brinell) durchzuführen. 
Der Messbereich beträgt 
0,2 bis 30 kp.

Mit diesem Prüfgerät 
lässt sich die auf den 
Befestigungselementen 
aufgebrachte Gleit-
beschichtung optisch 
nachweisen.

Mit diesem Prüfgerät kann 
sowohl die Geradheit der 
Schrauben, der Rundlauf 
des Kopfes zur Schrauben-
achse sowie der Rundlauf 
der Aufnahme zum Kopf-
durchmesser und / oder 
zur Schraubenachse bis zu 
einer Schraubenlänge von 
500 mm ermittelt werden.

 X–Ray 
Röntgenanalysegerät

Nexus 
Premium Härteprüfgerät

Dunkel-
kammer

 Rundlauf-
prüfgerät
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S+P - Competence in Stainless Steel

•	Seit 1982 ein zuverlässiger und innovativer Partner.
•	Mit über 37.000 qualitativ hochwertigen Befestigungsartikeln 

gehören wir zu den Marktführern von Verbindungselementen aus 
Edelstahl.

•	Ständige Sortimentsdynamik – nach den Entwicklungen im Markt 
und den Anforderungen unserer Kunden.

•	Im Bereich Qualitätsmanagement und moderner Logistik setzen 
wir neue Maßstäbe.

•	Unsere Leistungsbereitschaft, Lagerkapazität und ein erfahrenes 
Team stehen für Sie bereit.

•	Schneller Lieferservice ist für uns eine Selbstverständlichkeit.
•	Unser Unternehmen ist nach DIN EN ISO 9001:2015 zertifiziert.
•	Wir verbinden Qualität und Service – nutzen Sie unsere ausge-

zeichneten „rostfreien“ Verbindungen.
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S+P - Competence in Stainless Steel 

•	A reliable and innovative partner since 1982.
•	With more than 37.000 quality products, we are one of the largest 

agents for special stainless steel fasteners in the industry.
•	Constant product range dynamic – according to developments in 

the market and our customers` requirements.
•	We set new standards in the field of quality management and 

modern logistics.
•	Our readiness to operate, our warehouse capacity and an expe-

rienced team are at your service.
•	For us, speed of delivery goes without saying.
•	Our company is certified to DIN EN ISO 9001:2015.
•	We combine quality and service – take advantage of our excellent 

business connections.
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I. Geltungsbereich 
1. Die nachstehenden Verkaufsbedingungen gelten für alle zwischen dem 
Käufer und S + P geschlossenen Verträge über die Lieferung von Waren 
und damit in Verbindung stehenden Leistungen (wie z.B. Beratungsleistun-
gen oder Auskünfte), soweit es sich bei dem Käufer um ein Unternehmen, 
eine juristische Person des öffentlichen Rechts oder ein öffentlich-rechtliches 
Sondervermögen handelt. Aufträge werden ausschließlich auf der Grundlage 
nachfolgender Bedingungen ausgeführt. Das Angebot, die Angebotsannahme, 
die Auftragsbestätigung sowie der Verkauf jeglicher Produkte unterliegen den 
vorliegenden Bedingungen. Entgegenstehende oder abweichende Bedingun-
gen des Käufers erkennen wir nicht an, es sei denn, wir hätten ausdrücklich 
ihrer Geltung zugestimmt. Dieses Zustimmungserfordernis gilt in jedem Fall, 
insbesondere auch dann, wenn wir in Kenntnis entgegenstehender oder ab-
weichender Bedingungen des Käufers die Bestellung des Käufers vorbehaltlos 
ausführen.
2. In den Verträgen sind alle Vereinbarungen, die zwischen dem Käufer und 
S + P zur Ausführung der Kaufverträge bis zum Zeitpunkt des jeweiligen Ver-
tragsschlusses getroffen wurden, in Textform niedergelegt. Die Wirksamkeit 
nachträglich im Einzelfall getroffener Individualvereinbarungen bleibt unbe-
rührt. 
3. Soweit S + P und der Käufer eine Rahmenvereinbarung getroffen haben, 
gelten diese Allgemeinen Verkaufsbedingungen sowohl für diese Rahmenver-
einbarung als auch für den einzelnen Lieferungs-  bzw. Kaufauftrag.
4. Die Allgemeinen Verkaufsbedingungen gelten auch für alle künftigen Ge-
schäftsbeziehungen, auch wenn sie nicht noch einmal ausdrücklich vereinbart 
werden. 

II. Angebot und Vertragsschluss
1. Eine Bestellung des Käufers, welche als rechtsverbindliches Angebot zum 
Abschluss eines Kaufvertrages zu qualifi zieren ist, können wir innerhalb von 
zwei Wochen nach unserer Wahl durch Übersendung einer Auftragsbestäti-
gung oder durch vorbehaltlose Erbringung der bestellten Lieferungen oder 
Leistungen annehmen.
2. Unsere Angebote sind freibleibend und unverbindlich, es sei denn, dass wir 
diese ausdrücklich als verbindlich bezeichnet haben. Angaben über unsere 
Waren (insbesondere technische Daten, Maße, Leistungs- und Verbrauchs-
daten sowie die Beschreibungen in den jeweiligen Produktinformationen oder 
Werbematerialien u.a.) sind nur ungefähr und annähernd maßgeblich, soweit 
nicht die Verwendbarkeit zum vertraglich vorgesehenen Zweck eine genaue 
Übereinstimmung voraussetzt; sie sind keine garantierte Beschaffenheit, es 
sei denn, die Garantie erfolgt ausdrücklich und in Textform.
3. An allen Abbildungen, Kalkulationen, Zeichnungen sowie anderen Unter-
lagen behalten wir uns unsere Eigentums-, Urheber- sowie sonstige Schutz-
rechte vor. Der Käufer darf diese Gegenstände, unabhängig davon, ob wir sie 
als vertraulich gekennzeichnet haben, nur mit unserer Einwilligung in Textform 
als solche oder inhaltlich an Dritte weitergeben, sie bekannt geben, selbst oder 
durch Dritte nutzen oder vervielfältigen.
4. Angaben zu aktuellen Lagerbeständen sind stets unverbindlich. Werden 
Bestände dem Kunden mitgeteilt, so handelt es sich hierbei um speziell für 
Kunden- oder Absatzgruppen vorgehaltene Bestände, die nicht mit dem tat-
sächlichen Bestand identisch sein müssen.

III. Zahlungsbedingungen
1. Unsere Preise gelten für den in den Auftragsbestätigungen aufgeführten 
Leistungs- und Lieferungsumfang. Mehr- oder Sonderleistungen werden 
gesondert berechnet. Die Preise gelten ab Werk Öhringen zuzüglich Verpa-
ckung, Zoll, Versicherung und im Einzelfall zusätzlich anfallender Abgaben, 
wenn nichts anderes festgelegt wurde. In unseren Preisen ist die gesetzliche 
Mehrwertsteuer nicht eingeschlossen. Diese werden wir in der gesetzlichen 
Höhe am Tage der Rechnungsstellung in der Rechnung gesondert ausweisen. 
2. Soweit nicht abweichend vereinbart, sind Rechnungen innerhalb von 30 
Tagen ab Rechnungsdatum und Lieferung ohne Abzug zur Zahlung fällig. Bei 
Zahlungen innerhalb von 10 Tagen ab Rechnungsdatum, gewähren wir Skon-
to von 2%, es sei denn der Käufer befi ndet sich mit weiteren Zahlungsver-
pfl ichtungen uns gegenüber im Zahlungsverzug. Eine Zahlung gilt erst dann 
als erfolgt, wenn wir über den Betrag verfügen können. Im Falle von Scheck-
zahlungen gilt die Zahlung erst als erfolgt, wenn der Scheck eingelöst wird. 
3. Zahlt der Käufer nicht innerhalb der vorgenannten Frist, so gerät er in 
Zahlungsverzug, ohne dass es einer erneuten Zahlungsaufforderung bedarf. 
Im Falle des Zahlungsverzugs ist der Kaufpreis zu dem für Unternehmer ge-
setzlich geltenden Verzugszinssatz zu verzinsen. Weitergehende Ansprüche 
bleiben vorbehalten. Leistet der Käufer auch auf eine nochmalige Zahlungs-
aufforderung nicht, so sind wir dazu berechtigt, alle gegenüber dem Käufer 
bestehenden Verbindlichkeiten, insbesondere auch gestundete oder in Raten 
zu zahlende Beträge, sofort fällig zu stellen und etwaige weitere Lieferungen 
zu versagen.
4. Der Käufer ist zur Aufrechnung und/oder Zurückbehaltung nur berechtigt, 
wenn die Gegenforderungen rechtskräftig festgestellt sind, von uns anerkannt 
wurden, unstreitig sind oder wenn die Gegenforderungen aus demselben kon-
kreten Vertragsverhältnis wie die Hauptforderung herrühren und zu dieser in 
einem Gegenseitigkeitsverhältnis stehen.

5. Soweit S + P dem Käufer Ratenzahlung gewährt hat, wird der noch be-
stehende Restbetrag dann insgesamt zur Zahlung fällig, wenn der Käufer mit 
der Zahlung einer Rate länger als 8 Tage in Verzug gerät.
6. Preisänderungen sind zulässig, wenn zwischen Vertragsabschluss und ver-
einbartem Liefertermin mehr als vier Monate vergangen sind und die Preis-
änderung auf eine aktuelle Kostensteigerung zurückzuführen ist, welche wir 
nicht zu vertreten haben. Eine Kostensteigerung liegt vor, wenn sich bis zur 
Lieferung die Löhne, die Materialkosten, die Transportkosten, Transportneben-
kosten oder die Vertriebskosten erhöhen. Dasselbe gilt, wenn sich Zölle er-
höhen bzw. ein Zoll eingeführt wird oder sich Kostenänderungen aufgrund von 
Preiserhöhungen von Vorlieferanten oder wegen Wechselkursschwankungen 
ergeben. S + P ist in diesen Fällen berechtigt, den Preis angemessen entspre-
chend den Kostensteigerungen zu erhöhen. 

IV. Liefer- und Leistungszeit, Höhere Gewalt, Haftung bei Lieferverzug
1. Liefertermine oder Fristen, die nicht ausdrücklich als verbindlich vereinbart 
oder ausdrücklich verbindlich von uns zugesagt worden sind, sind ausschließ-
lich unverbindliche Angaben. Sie gelten nur annäherungsweise und beschrei-
ben den voraussichtlichen Liefertermin. Hiervon abweichende Vereinbarungen 
oder Zusagen über eine verbindliche Lieferzeit müssen ausdrücklich und in 
Textform erfolgen. Die Lieferzeit beginnt erst dann zu laufen, wenn der Käu-
fer die seinerseits geschuldeten Mitwirkungshandlungen ordnungsgemäß und 
vollständig erbracht hat.
2. Erhalten wir aus von uns nicht zu vertretenden Gründen Lieferungen oder 
Leistungen unserer Unterlieferanten oder von Subunternehmern trotz ord-
nungsgemäßer Eindeckung nicht, nicht richtig oder nicht rechtzeitig oder treten 
Ereignisse höherer Gewalt ein, so werden wir unseren Kunden rechtzeitig in 
Textform informieren und uns nach besten Kräften bemühen, die Liefer- oder 
Leistungsstörung oder die höhere Gewalt zu beheben und in ihren Auswirkun-
gen soweit wie möglich zu beschränken. In diesem Fall sind wir berechtigt, die 
Lieferung bzw. Leistung um die Dauer einer nur vorübergehenden Behinderung 
herauszuschieben oder im Falle einer wesentlichen Behinderung von nicht nur 
vorübergehender Dauer wegen des noch nicht erfüllten Teils vom Vertrag ganz 
oder teilweise zurückzutreten, soweit wir unserer vorstehenden Informations-
pfl icht nachgekommen sind und nicht das Beschaffungsrisiko bzw. Herstel-
lungsrisiko übernommen haben. Der höheren Gewalt stehen gleich sonstige 
bei Vertragsabschluss nicht vorhersehbare Ereignisse wie rechtmäßige Streiks 
oder Aussperrungen, behördliche Eingriffe, Energie- und Rohstoffknappheit, 
unverschuldete Transportengpässe, unverschuldete Betriebsbehinderungen 
zum Beispiel durch Feuer, Wasser und Maschinenschäden, unerwartet auf-
tretende Pandemien oder Epidemien, kriegs- und kriegsähnliche Handlungen, 
Wirtschaftssanktionen und alle sonstigen Behinderungen, die bei objektiver 
Betrachtungsweise nicht von uns schuldhaft herbeigeführt worden sind. Ver-
zögert sich die Lieferung oder Leistung in Folge eines der vorstehend in Satz 1 
und 3 genannten Fälle um mehr als einen Monat, so sind sowohl wir als auch 
der Kunde - unbeschadet des Fristsetzungserfordernisses für den Kunden und 
unter Ausschluss jeglicher Schadensersatzansprüche - berechtigt, hinsichtlich 
der von den Lieferstörungen betroffenen Menge vom Vertrag zurückzutreten. 
Zum Rücktritt vom gesamten Vertrag ist der Kunde berechtigt, wenn ihm die 
Annahme einer Teillieferung unzumutbar ist.
3. In jedem Falle geraten wir erst nach Ablauf einer vom Kunden gesetzten 
angemessenen Nachfrist in Lieferverzug, es sei denn, es handelt sich um ein 
Fixgeschäft im Sinne von § 286 Abs. 2 Nr. 4 BGB oder von § 376 HGB.
4. Unsere gesetzlichen Rechte, insbesondere bei einem Ausschluss der Leis-
tungspfl icht (z. B. aufgrund Unmöglichkeit oder Unzumutbarkeit der Leistung 
und/oder Nacherfüllung), bleiben unberührt. Schadensersatzansprüche aus 
Lieferverzug sind ausgeschlossen, soweit sie nicht auf einem vorsätzlichen, 
arglistigen oder grob fahrlässigen Handeln unsererseits oder unserer Erfül-
lungsgehilfen oder auf der schuldhaften Verletzung wesentlicher Vertrags-
pfl ichten beruhen. Wesentlich sind diejenigen Vertragspfl ichten, die vertrags-
wesentliche Rechtspositionen des Kunden schützen, die ihm der Vertrag nach 
seinem Inhalt und Zweck gerade zu gewähren hat; wesentlich sind ferner 
solche Vertragspfl ichten, deren Erfüllung die ordnungsgemäße Durchführung 
des Vertrages überhaupt erst ermöglicht und auf deren Einhaltung der Ver-
tragspartner regelmäßig vertraut und auch vertrauen darf. 
Der Haftungsausschluss gilt nicht für Schäden, welche aus der Verletzung des 
Lebens, des Körpers oder der Gesundheit herrühren oder Garantien betreffen.
Im Falle einer einfach fahrlässigen Verletzung einer wesentlichen Vertrags-
pfl icht haften wir allerdings nur für den nach Art des Vertragsschlusses vorher-
sehbaren, vertragstypischen, unmittelbaren Durchschnittsschaden. 
5. Wir sind zu Teillieferungen und Teilleistungen nur berechtigt, wenn
- die Teillieferung oder Teilleistung für den Kunden im Rahmen des vertrag-
lichen Bestimmungszwecks verwendbar ist,
- die Lieferung der restlichen bestellten Waren bzw. die Erbringung der rest-
lichen beauftragten Leistungen sichergestellt ist und
- dem Kunden hierdurch kein erheblicher Mehraufwand oder zusätzliche Kos-
ten entstehen (es sei denn, wir erklären uns zur Übernahme dieser Kosten 
bereit).
6. Kommt der Käufer in Annahmeverzug, so sind wir berechtigt, Ersatz des 
entstehenden Schadens und etwaiger Mehraufwendungen zu verlangen. Glei-
ches gilt, wenn der Käufer Mitwirkungspfl ichten schuldhaft verletzt. 

Allgemeine Verkaufs- und Lieferbedingungen der Schäfer + Peters GmbH 
(künftig auch als „S + P“ bezeichnet)  Stand 10/2022
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V. Erfüllungsort, Gefahrübergang, Versand, Verpackung
1. Die Lieferung erfolgt ab Lager in Öhringen, wo auch der Erfüllungsort für die 
Lieferung ist. Dies gilt auch für den Fall der Nacherfüllung. Auf Verlangen und 
Kosten des Käufers wird die Ware an einen anderen Bestimmungsort versandt 
(Versendungskauf).
2. Die Gefahr des zufälligen Untergangs und der zufälligen Verschlechterung 
der Ware geht spätestens mit der Übergabe auf den Käufer über. Beim Ver-
sendungskauf geht jedoch die Gefahr des zufälligen Untergangs und der zu-
fälligen Verschlechterung der Ware sowie die Verzögerungsgefahr bereits mit 
Auslieferung der Ware an den Spediteur, den Frachtführer oder der sonst zur 
Ausführung der Versendung bestimmten Person oder Anstalt über. Der Über-
gabe steht es gleich, wenn der Käufer im Verzug der Annahme ist.
3. Wir werden uns bemühen, hinsichtlich Versandart und Versandweg Wün-
sche und Interessen des Käufers zu berücksichtigen; dadurch bedingte Mehr-
kosten - auch bei vereinbarter Frachtfreilieferung - gehen zu Lasten des Käu-
fers.
4. Wir nehmen Transport- und alle sonstigen Verpackungen nach Maßgabe 
der Verpackungsverordnung nicht zurück; ausgenommen sind Paletten. Der 
Käufer hat für die Entsorgung der Verpackung, welche in sein Eigentum über-
geht, auf eigene Kosten zu sorgen.
5. Wird der Versand auf Wunsch oder wegen Verschuldens des Käufers ver-
zögert, so lagern wir die Waren auf Kosten und Gefahr des Käufers. In diesem 
Fall steht die Anzeige der Versandbereitschaft dem Versand gleich.
6. Auf Wunsch und Kosten des Käufers werden wir die Lieferung durch eine 
Transportversicherung absichern. Hierzu bedarf es einer ausdrücklichen Wei-
sung des Käufers in Textform. 

VI. Gewährleistung / Haftungsbegrenzung / Ersatz vergeblicher Aufwen-
dungen
1. Mängelansprüche des Käufers bestehen nur, wenn der Käufer seinen 
gesetzlich geschuldeten Untersuchungs- und Rügepfl ichten, insbesondere 
gemäß § 377 HGB, ordnungsgemäß nachgekommen ist. Unbeschadet der 
gesetzlichen Anforderungen an eine ordnungsgemäße Untersuchung hat der 
Käufer die gelieferte Ware nach Ablieferung bei ihm oder dem von ihm be-
stimmten Dritten sorgfältig und in zumutbarem Umfang – gegebenenfalls stich-
probeweise – mindestens auf Maßhaltigkeit, Material, Gewicht und Oberfl ä-
chenbeschaffenheit zu untersuchen. Dabei erkennbar werdende Mängel sind 
uns innerhalb einer Woche nach Eingang der Ware in Textform anzuzeigen. 
Geschieht dies nicht, gilt die Ware als genehmigt. Versteckte Mängel sind S + 
P unverzüglich in Textform nach ihrer Entdeckung mitzuteilen. Eine ordnungs-
gemäße Mängelrüge hat die Bereitschaft des Käufers erkennen zu lassen, den 
beanstandeten Liefergegenstand auf Verlangen von S + P frachtfrei zurück-
zusenden. Bei berechtigter Mängelrüge vergütet S + P die Kosten des güns-
tigsten Versandweges; dies gilt nicht, soweit die Kosten sich erhöhen, weil der 
Liefergegenstand sich an einem anderen Ort als dem Ort des bestimmungsge-
mäßen Gebrauchs befi ndet. Versäumt der Käufer die ordnungsgemäße Unter-
suchung und/oder Mängelanzeige, ist unsere Haftung für den nicht bzw. nicht 
rechtzeitig oder nicht ordnungsgemäß angezeigten Mangel nach den gesetzli-
chen Vorschriften ausgeschlossen. Bei einer zum Einbau, zur Anbringung oder 
Installation bestimmten Ware gilt dies auch dann, wenn der Mangel infolge der 
Verletzung einer dieser Pfl ichten erst nach der entsprechenden Verarbeitung 
offenbar wurde; in diesem Fall bestehen insbesondere keine Ansprüche des 
Käufers auf Ersatz entsprechender Kosten (Aus- und Einbaukosten).
2. Für die Rechte des Käufers bei Sach- und Rechtsmängeln (einschließ-
lich Falsch- und Minderlieferung sowie unsachgemäßer Montage oder 
mangelhafter Montageanleitung) gelten die gesetzlichen Vorschriften, 
soweit nicht vorstehend oder nachfolgend ein anderes bestimmt ist. 
3. Grundlage unserer Mängelhaftung ist vor allem die über die Beschaffen-
heit und die vorausgesetzte Verwendung der Ware (einschließlich Zubehör 
und Anleitungen) getroffene Vereinbarung. Als Beschaffenheitsvereinbarung 
in diesem Sinne gelten alle Produktbeschreibungen und Herstellerangaben, 
die Gegenstand des einzelnen Vertrages sind oder von uns (insbesondere in 
Katalogen oder auf unserer Internet-Homepage) zum Zeitpunkt des Vertrags-
schlusses öffentlich bekannt gemacht waren. Soweit die Beschaffenheit nicht 
vereinbart wurde, ist nach der gesetzlichen Regelung zu beurteilen, ob ein 
Mangel vorliegt oder nicht (§ 434 Abs. 3 BGB). Öffentliche Äußerungen des 
Herstellers oder in seinem Auftrag insbesondere in der Werbung oder auf dem 
Etikett der Ware gehen dabei Äußerungen sonstiger Dritter vor.
4. Unabhängig von den vorstehenden und nachstehenden Regelungen gelten 
die gesetzlichen Vorschriften in jedem Fall 
- bei vorsätzlichem Handeln unsererseits oder arglistigem Verschweigen eines 
Mangels;
- bei Schäden aus der Verletzung des Lebens, des Körpers oder der Gesund-
heit;
- bei Ansprüchen nach dem Produkthaftungsgesetz;
- soweit von uns übernommene Garantien den abweichenden Regelungen 
entgegenstehen.
In allen Fällen unberührt bleiben die gesetzlichen Sondervorschriften zum Auf-
wendungsersatz bei Endlieferung der neu hergestellten Ware an einen Ver-
braucher (Lieferantenregress gem. §§ 478, 445a, 445b bzw. §§ 445c, 327 Abs. 
5, 327u BGB), sofern nicht, z.B. im Rahmen einer Qualitätssicherungsverein-

barung, ein gleichwertiger Ausgleich vereinbart wurde.
5. Im Übrigen gelten für die Rechte des Käufers bei Sach- und Rechtsmängeln 
folgende Besonderheiten:
a) Haftung auf Schadensersatz und Ersatz vergeblicher Aufwendungen
Schadensersatzansprüche wegen Rechts- und Sachmängeln sind ausge-
schlossen, soweit sie nicht 
- auf einem grob fahrlässigen Handeln unsererseits oder unserer Erfüllungs-
gehilfen oder 
- auf der schuldhaften Verletzung wesentlicher Vertragspfl ichten beruhen. 
Wesentlich sind diejenigen Vertragspfl ichten, die vertragswesentliche Rechts-
positionen des Kunden schützen, die ihm der Vertrag nach seinem Inhalt und 
Zweck gerade zu gewähren hat; wesentlich sind ferner solche Vertragspfl ich-
ten, deren Erfüllung die ordnungsgemäße Durchführung des Vertrages über-
haupt erst ermöglicht und auf deren Einhaltung der Vertragspartner regelmä-
ßig vertraut und auch vertrauen darf. 
Im Falle einer einfach fahrlässigen Verletzung einer wesentlichen Vertrags-
pfl icht haften wir nur für den nach Art des Vertragsschlusses vorhersehbaren, 
typischerweise eintretenden Schaden. 
Ansprüche auf Ersatz vergeblicher Aufwendungen nach § 284 BGB sind dann 
und insoweit abbedungen, als nach dem zuvor Gesagten ein Anspruch auf 
Ersatz des Schadens statt der Leistung in wirksamer Weise freigezeichnet 
worden ist.
b) Nacherfüllung
- Ist die gelieferte Sache mangelhaft, können wir zunächst wählen, ob wir 
Nacherfüllung durch Beseitigung des Mangels (Nachbesserung) oder durch 
Lieferung einer mangelfreien Sache (Ersatzlieferung) leisten. Ist die von uns 
gewählte Art der Nacherfüllung im Einzelfall für den Käufer unzumutbar, kann 
er sie ablehnen. Unser Recht, die Nacherfüllung unter den gesetzlichen Vor-
aussetzungen zu verweigern, bleibt unberührt.
- Wurde die von S + P gelieferte Ware beim Käufer selbst bereits in eine andere 
Sache eingebaut oder an eine andere Sache angebracht, hat uns der Käufer, 
soweit dies für ihn zumutbar ist, zum Zwecke der Nacherfüllung Gelegenheit 
zu geben, die Ware selbst zu entfernen und die nachgebesserte oder nach-
gelieferte Ware selbst erneut einzubauen bzw. anzubringen und uns hierzu 
eine angemessene Frist zu bestimmen. Dies gilt unabhängig davon, ob wir 
ursprünglich zusätzlich zur Lieferung auch zum Einbau der Ware oder zu deren 
Montage verpfl ichtet waren; durch dieses Vorgehen wird der Einbau oder die 
Montage der gelieferten Ware auch nicht zum Teil der Nacherfüllung.
- Hat der Käufer die durch S + P gelieferte Ware bereits weiterverkauft, hat der 
Käufer gegenüber S + P auch dann eine vorherige und angemessene Frist zur 
Nacherfüllung zu setzen, wenn der Käufer die Ware von seinem Abnehmer 
in Folge der Mangelhaftigkeit zurücknehmen musste oder der Abnehmer des 
Käufers den Kaufpreis gemindert hat.
- Unser Recht, die Nacherfüllung unter den gesetzlichen Voraussetzungen zu 
verweigern, bleibt unberührt.
c) Ersatz von Aufwendungen zur Nacherfüllung
- Der Käufer ist erst berechtigt, bei ihm selbst zum Zwecke der Nacherfüllung 
erforderlich werdende Aufwendungen, insbesondere zum Aus- und Wiederein-
bau der Sache bzw. zum Entfernen und Wiederanbringen derselben, unter den 
weiteren gesetzlichen Voraussetzungen von S + P ersetzt zu verlangen, wenn 
die vom Käufer hierzu bestimmte angemessene Frist fruchtlos verstrichen ist. 
- Musste die durch S + P gelieferte Sache im Falle der Weiterveräußerung 
durch den Käufer zum Zwecke der Nacherfüllung bei dessen direktem oder 
einem weiteren Abnehmer in der Lieferkette aus- und wiedereingebaut bzw. 
entfernt und wiederangebracht werden, ist S + P dem Käufer gegenüber nicht 
zum Ersatz der hierfür angefallenen Aufwendungen verpfl ichtet.
- Stellt sich heraus, dass das Mangelbeseitigungsverlangen des Käufers unbe-
rechtigt war, kann S + P von ihm die entstandenen Kosten (insbesondere Prüf-, 
Ein- und Ausbau- sowie Transportkosten) ersetzt verlangen, es sei denn, die 
fehlende Mangelhaftigkeit war für den Käufer nicht erkennbar.
Die vorstehend unter lit. b) und c) genannten Besonderheiten gelten nicht 
im Falle von Aufwendungsersatz bei Endlieferung neu hergestellter Ware an 
einen Verbraucher (Lieferantenregress gem. §§ 478, 445a, 445b bzw. §§ 445c, 
327 Abs. 5, 327u BGB), sofern nicht, z.B. im Rahmen einer Qualitätssiche-
rungsvereinbarung, ein gleichwertiger Ausgleich vereinbart wurde. 
6. In den Fällen der Lieferung von neu hergestellter Ware durch S + P, die am 
Ende der Lieferkette in unverarbeitetem Zustand durch einen Unternehmer an 
einen Verbraucher verkauft werden, auch wenn letzterer sie weiterverarbeitet 
hat, gelten für die Rechte des Käufers weiter folgende Besonderheiten: 
- Die Ansprüche des Käufers aus § 478 BGB sind ausgeschlossen, soweit 
es sich um einen Mangel aufgrund von Werbeaussagen oder sonstigen ver-
traglichen Vereinbarungen handelt, die nicht von S + P herrühren, oder wenn 
der Käufer, sein unmittelbarer oder ein weiterer Abnehmer in der Lieferkette 
gegenüber dem Endverbraucher eine besondere Garantie abgegeben hat. 
- Diese Ansprüche sind ebenfalls ausgeschlossen, wenn der Käufer, sein 
unmittelbarer oder ein weiterer Abnehmer in der Lieferkette selbst nicht auf-
grund der gesetzlichen Regelungen zur Ausübung der Gewährleistungsrechte 
gegenüber dem Endverbraucher verpfl ichtet war oder diese Rüge gegenüber 
einem ihm gestellten Anspruch nicht vorgenommen hat. Dies gilt auch, wenn 
der Käufer, sein unmittelbarer oder ein weiterer Abnehmer in der Lieferkette 
gegenüber dem Endverbraucher Gewährleistungen übernommen hat, die über 

das gesetzliche Maß hinausgehen. 
- Die Ansprüche des Käufers aus § 478 BGB sind insgesamt ausgeschlossen, 
wenn der Käufer seinen gesetzlich geschuldeten Untersuchungs- und Rüge-
pfl ichten nach näherer Maßgabe des Abschnitts VI Ziff. 1 nicht ordnungsge-
mäß nachgekommen ist.

VII. Sonstige Haftung
Schadensersatzansprüche wegen Verletzung einer außervertraglichen Pfl icht 
(Haftung aus Delikt) oder wegen Verschuldens bei oder im Vorfeld des Ver-
tragsschlusses (culpa in contrahendo) sowie aus sonstigen Rechtsgründen, 
insbesondere der Verletzung allgemeiner Rücksichtnahmepfl ichten (§ 241 
Abs. 2 BGB), der fehlerhaften oder unterlassenen Ausführung von vor oder 
nach Vertragsschluss erfolgten Vorschlägen oder Beratungen oder der Ver-
letzung sonstiger Vertragspfl ichten (§ 280 Abs. 1 BGB), soweit es sich nicht 
bereits um Gewährleistungsansprüche handelt, sind ausgeschlossen, soweit 
sie nicht auf ein vorsätzliches, arglistiges oder grob fahrlässiges Handeln 
unsererseits oder unserer Erfüllungsgehilfen oder auf der schuldhaften Ver-
letzung wesentlicher Vertragspfl ichten beruhen. 
Der Haftungsausschluss gilt nicht für Schäden, welche aus der Verletzung des 
Lebens, des Körpers oder der Gesundheit herrühren oder Garantien sowie 
Ansprüche aus dem Produkthaftungsgesetz betreffen.
Im Falle einer einfach fahrlässigen Verletzung einer wesentlichen Vertrags-
pfl icht haften wir allerdings nur für den nach Art des Vertragsschlusses vorher-
sehbaren, typischerweise eintretenden Schaden. 

VIII. Verjährung
1. Abweichend von § 438 Abs. 1 Nr. 3 BGB beträgt die allgemeine Verjäh-
rungsfrist für Ansprüche aus Sach- und Rechtsmängeln einschließlich des An-
spruchs auf Aufwendungsersatz in der Lieferkette nach § 445a Abs. 1, Abs. 3 
BGB ein Jahr ab Ablieferung. Soweit eine Abnahme vereinbart ist, beginnt die 
Verjährung mit der Abnahme.
2. Handelt es sich bei der Ware jedoch um ein Bauwerk oder eine Sache, die 
entsprechend ihrer üblichen Verwendungsweise für ein Bauwerk verwendet 
worden ist und dessen Mangelhaftigkeit verursacht hat, beträgt die Verjäh-
rungsfrist gemäß der gesetzlichen Regelung fünf Jahre ab Ablieferung (§ 438 
Abs. 1 Nr. 2 BGB). Unberührt bleiben auch weitere gesetzliche Sonderrege-
lungen zur Verjährung (insbes. § 438 Abs. 1 Nr. 1, Abs. 3, §§ 444, 445b BGB).
3. Handelt es sich bei der Ware um solche Gegenstände, die für ein Bauwerk, 
aber auch für andere Dienst- und Werkleistungen verwendet werden können, 
verbleibt es bei der Verjährungsfrist gem. Ziff. 1, es sei denn, wenn der Einbau 
der Ware für das Bauwerk von wesentlicher Bedeutung war; dann gilt die Ver-
jährungsfrist gem. Ziff. 2.
4. Abweichend von § 445b Abs. 2 S. 2 BGB endet im Falle der Weiterver-
äußerung der von S + P gelieferten Ware durch den Käufer gegenüber S + P 
die Ablaufhemmung hinsichtlich der Verjährung von Mängelansprüchen des 
Käufers drei Jahre nach Ablieferung der Ware.
5. Die vorstehenden Verjährungsfristen des Kaufrechts gelten auch für vertrag-
liche und außervertragliche Schadensersatzansprüche des Käufers, die auf 
einem Mangel der Ware beruhen, es sei denn die Anwendung der regelmäßi-
gen gesetzlichen Verjährung (§§ 195, 199 BGB) würde im Einzelfall zu einer 
kürzeren Verjährung führen. Schadensersatzansprüche des Käufers aus Vor-
satz, grober Fahrlässigkeit, der Verletzung von Leben, Körper oder Gesundheit 
sowie aus Garantien oder dem Produkthaftungsgesetz verjähren jedoch aus-
schließlich nach den gesetzlichen Verjährungsfristen. Die Verkürzung der Ver-
jährungsfrist bzw. der Ablaufhemmung gilt auch dann nicht, wenn es sich um 
einen Fall der Lieferung von Waren durch S + P handelt, die am Ende der Lie-
ferkette in unverarbeitetem Zustand durch einen Unternehmer an einen Ver-
braucher verkauft werden (Rückgriff des Unternehmers - §§ 478, 479 BGB).

IX. Eigentumsvorbehalt
1. Die von uns gelieferte Ware bleibt bis zur Erfüllung sämtlicher bestehender 
oder künftig entstehender Forderungen, die uns aus irgendeinem Rechtsgrund 
aus der laufenden Geschäftsbeziehung und/oder dem konkreten Kaufvertrag 
gegenüber dem Käufer zustehen, unser Eigentum. Im Falle des vertragswidri-
gen Verhaltens des Käufers, z.B. Zahlungsverzug, haben wir nach vorheriger 
Setzung einer angemessenen Frist das Recht, die Vorbehaltsware zurückzu-
nehmen. Nehmen wir die Vorbehaltsware zurück, stellt dies einen Rücktritt 
vom Vertrag dar. Pfänden wir die Vorbehaltsware, ist dies ein Rücktritt vom 
Vertrag. Wir sind berechtigt, die Vorbehaltsware nach der Rücknahme zu ver-
werten. Nach Abzug eines angemessenen Betrages für die Verwertungskos-
ten, ist der Verwertungserlös mit den uns vom Käufer geschuldeten Beträgen 
zu verrechnen. 
2. Der Käufer hat die Vorbehaltsware pfl eglich zu behandeln und diese auf 
seine Kosten gegen Feuer-, Wasser- und Diebstahlschäden ausreichend zum 
Neuwert zu versichern. Wartungs- und Inspektionsarbeiten, die erforderlich 
werden, sind vom Käufer auf eigene Kosten rechtzeitig durchzuführen. Der 
Käufer ist außerdem verpfl ichtet, auf Verlangen von S + P, uns jederzeit über 
den Zustand der Ware Auskunft zu geben und den Aufbewahrungsort der Ware 
mitzuteilen.
3. Der Käufer ist berechtigt, die Vorbehaltsware im ordnungsgemäßen Ge-
schäftsgang zu veräußern und/oder zu verwenden, solange er nicht in 

Zahlungsverzug ist. Verpfändungen oder Sicherungsübereignungen sind 
unzulässig. Die aus dem Weiterverkauf oder einem sonstigen Rechtsgrund 
(Versicherung, unerlaubte Handlung) bezüglich der Vorbehaltsware entstehen-
den Forderungen (einschließlich sämtlicher Saldoforderungen aus Kontokor-
rent) tritt der Käufer bereits jetzt sicherungshalber in vollem Umfang an uns ab; 
wir nehmen die Abtretung hiermit an. Wir ermächtigen den Käufer widerrufl ich, 
die an uns abgetretenen Forderungen für dessen Rechnung im eigenen Na-
men einzuziehen. Die Einzugsermächtigung kann jederzeit widerrufen werden, 
wenn der Käufer seinen Zahlungsverpfl ichtungen nicht ordnungsgemäß nach-
kommt. Zur Abtretung dieser Forderung ist der Käufer auch nicht zum Zwecke 
des Forderungseinzugs im Wege des Factoring befugt, es sei denn, es wird 
gleichzeitig die Verpfl ichtung des Factors begründet, die Gegenleistung in 
Höhe der Forderungen solange unmittelbar an uns zu bewirken, als noch For-
derungen von uns gegen den Käufer bestehen. Der Käufer ist außerdem ver-
pfl ichtet, uns von einer Pfändung oder einer anderen Beeinträchtigung durch 
Dritte unverzüglich zu benachrichtigen.
4. Eine Verarbeitung oder Umbildung der Vorbehaltsware durch den Käufer 
wird in jedem Fall für uns vorgenommen. Sofern die Vorbehaltsware mit ande-
ren, uns nicht gehörenden Sachen verarbeitet wird, erwerben wir das Miteigen-
tum an der neuen Sache im Verhältnis des Wertes der Vorbehaltsware (Rech-
nungsendbetrag inklusive der Mehrwertsteuer) zu den anderen verarbeiteten 
Sachen im Zeitpunkt der Verarbeitung. Im Falle der untrennbaren Vermischung 
der Vorbehaltsware mit anderen, uns nicht gehörenden Sachen erwerben wir 
Miteigentum an der neuen Sache im Verhältnis des Wertes der Vorbehalts-
ware (Rechnungsendbetrag inklusive der Mehrwertsteuer) zu den anderen 
vermischten Sachen im Zeitpunkt der Vermischung. Ist die Sache des Käufers 
in Folge der Vermischung als Hauptsache anzusehen, sind der Käufer und 
wir uns einig, dass der Käufer uns anteilmäßig Miteigentum an dieser Sache 
überträgt; die Übertragung nehmen wir hiermit an. Unser so entstandenes Al-
lein- oder Miteigentum an einer Sache verwahrt der Käufer für uns. Für die 
durch Verarbeitung oder Umbildung entstehende neue Sache gilt das Gleiche 
wie für die Vorbehaltsware, allerdings mit der Einschränkung, dass der Käufer 
Forderungen Dritter lediglich in der Höhe an uns abtritt, als wir Miteigentum 
entsprechend dem zuvor Gesagten erworben haben. 
5. Bei Zugriffen Dritter auf die Vorbehaltsware, insbesondere Pfändungen, wird 
der Käufer auf unser Eigentum hinweisen und uns unverzüglich benachrichti-
gen, damit wir unsere Eigentumsrechte durchsetzen können. Soweit der Dritte 
nicht in der Lage ist, uns die in diesem Zusammenhang entstehenden gericht-
lichen oder außergerichtlichen Kosten zu erstatten, haftet hierfür der Käufer. 
6. Wir sind verpfl ichtet, die uns zustehenden Sicherheiten insoweit freizuge-
ben, als der realisierbare Wert unserer Sicherheiten die zu sichernden For-
derungen um mehr als 10 % übersteigt, dabei obliegt uns die Auswahl der 
freizugebenden Sicherheiten.

X. Gerichtsstand, anzuwendendes Recht
1. Ist der Käufer Kaufmann i.S.d. Handelsgesetzbuchs, juristische Person des 
öffentlichen Rechts oder ein öffentlich-rechtliches Sondervermögen, ist aus-
schließlicher – auch internationaler – Gerichtsstand für alle sich aus dem Ver-
tragsverhältnis unmittelbar oder mittelbar ergebenden Streitigkeiten Heilbronn, 
Deutschland. Entsprechendes gilt, wenn der Käufer Unternehmer i.S.v. § 14 
BGB ist. Wir sind jedoch in allen Fällen auch berechtigt, Klage am Erfüllungsort 
der Lieferverpfl ichtung gem. diesen AVB bzw. einer vorrangigen Individualab-
rede oder am allgemeinen Gerichtsstand des Käufers zu erheben. Vorrangige 
gesetzliche Vorschriften, insbesondere zu ausschließlichen Zuständigkeiten, 
bleiben unberührt.2. Das Rechtsverhältnis zwischen uns und unseren Kunden 
oder zwischen uns und Dritten regelt sich ausschließlich nach dem in der Bun-
desrepublik Deutschland geltenden Recht unter Ausschluss internationalen 
Einheitsrechts, insbesondere des UN-Kaufrechts. 

XI. Sonstiges
1. Sollten diese Bestimmungen teilweise rechtsunwirksam oder lückenhaft 
sein oder werden oder durch eine Sondervereinbarung ausgeschlossen sein, 
so wird hierdurch die Gültigkeit der übrigen Bestimmungen nicht berührt.
2. Wir weisen darauf hin, dass wir Daten unserer Kunden im Rahmen unserer 
gegenseitigen Geschäftsbeziehungen nach den geltenden datenschutzrechtli-
chen Bestimmungen, insbesondere der Europäischen Datenschutz-Grundver-
ordnung und dem Bundesdatenschutzgesetz speichern.
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V. Erfüllungsort, Gefahrübergang, Versand, Verpackung
1. Die Lieferung erfolgt ab Lager in Öhringen, wo auch der Erfüllungsort für die 
Lieferung ist. Dies gilt auch für den Fall der Nacherfüllung. Auf Verlangen und 
Kosten des Käufers wird die Ware an einen anderen Bestimmungsort versandt 
(Versendungskauf).
2. Die Gefahr des zufälligen Untergangs und der zufälligen Verschlechterung 
der Ware geht spätestens mit der Übergabe auf den Käufer über. Beim Ver-
sendungskauf geht jedoch die Gefahr des zufälligen Untergangs und der zu-
fälligen Verschlechterung der Ware sowie die Verzögerungsgefahr bereits mit 
Auslieferung der Ware an den Spediteur, den Frachtführer oder der sonst zur 
Ausführung der Versendung bestimmten Person oder Anstalt über. Der Über-
gabe steht es gleich, wenn der Käufer im Verzug der Annahme ist.
3. Wir werden uns bemühen, hinsichtlich Versandart und Versandweg Wün-
sche und Interessen des Käufers zu berücksichtigen; dadurch bedingte Mehr-
kosten - auch bei vereinbarter Frachtfreilieferung - gehen zu Lasten des Käu-
fers.
4. Wir nehmen Transport- und alle sonstigen Verpackungen nach Maßgabe 
der Verpackungsverordnung nicht zurück; ausgenommen sind Paletten. Der 
Käufer hat für die Entsorgung der Verpackung, welche in sein Eigentum über-
geht, auf eigene Kosten zu sorgen.
5. Wird der Versand auf Wunsch oder wegen Verschuldens des Käufers ver-
zögert, so lagern wir die Waren auf Kosten und Gefahr des Käufers. In diesem 
Fall steht die Anzeige der Versandbereitschaft dem Versand gleich.
6. Auf Wunsch und Kosten des Käufers werden wir die Lieferung durch eine 
Transportversicherung absichern. Hierzu bedarf es einer ausdrücklichen Wei-
sung des Käufers in Textform. 

VI. Gewährleistung / Haftungsbegrenzung / Ersatz vergeblicher Aufwen-
dungen
1. Mängelansprüche des Käufers bestehen nur, wenn der Käufer seinen 
gesetzlich geschuldeten Untersuchungs- und Rügepfl ichten, insbesondere 
gemäß § 377 HGB, ordnungsgemäß nachgekommen ist. Unbeschadet der 
gesetzlichen Anforderungen an eine ordnungsgemäße Untersuchung hat der 
Käufer die gelieferte Ware nach Ablieferung bei ihm oder dem von ihm be-
stimmten Dritten sorgfältig und in zumutbarem Umfang – gegebenenfalls stich-
probeweise – mindestens auf Maßhaltigkeit, Material, Gewicht und Oberfl ä-
chenbeschaffenheit zu untersuchen. Dabei erkennbar werdende Mängel sind 
uns innerhalb einer Woche nach Eingang der Ware in Textform anzuzeigen. 
Geschieht dies nicht, gilt die Ware als genehmigt. Versteckte Mängel sind S + 
P unverzüglich in Textform nach ihrer Entdeckung mitzuteilen. Eine ordnungs-
gemäße Mängelrüge hat die Bereitschaft des Käufers erkennen zu lassen, den 
beanstandeten Liefergegenstand auf Verlangen von S + P frachtfrei zurück-
zusenden. Bei berechtigter Mängelrüge vergütet S + P die Kosten des güns-
tigsten Versandweges; dies gilt nicht, soweit die Kosten sich erhöhen, weil der 
Liefergegenstand sich an einem anderen Ort als dem Ort des bestimmungsge-
mäßen Gebrauchs befi ndet. Versäumt der Käufer die ordnungsgemäße Unter-
suchung und/oder Mängelanzeige, ist unsere Haftung für den nicht bzw. nicht 
rechtzeitig oder nicht ordnungsgemäß angezeigten Mangel nach den gesetzli-
chen Vorschriften ausgeschlossen. Bei einer zum Einbau, zur Anbringung oder 
Installation bestimmten Ware gilt dies auch dann, wenn der Mangel infolge der 
Verletzung einer dieser Pfl ichten erst nach der entsprechenden Verarbeitung 
offenbar wurde; in diesem Fall bestehen insbesondere keine Ansprüche des 
Käufers auf Ersatz entsprechender Kosten (Aus- und Einbaukosten).
2. Für die Rechte des Käufers bei Sach- und Rechtsmängeln (einschließ-
lich Falsch- und Minderlieferung sowie unsachgemäßer Montage oder 
mangelhafter Montageanleitung) gelten die gesetzlichen Vorschriften, 
soweit nicht vorstehend oder nachfolgend ein anderes bestimmt ist. 
3. Grundlage unserer Mängelhaftung ist vor allem die über die Beschaffen-
heit und die vorausgesetzte Verwendung der Ware (einschließlich Zubehör 
und Anleitungen) getroffene Vereinbarung. Als Beschaffenheitsvereinbarung 
in diesem Sinne gelten alle Produktbeschreibungen und Herstellerangaben, 
die Gegenstand des einzelnen Vertrages sind oder von uns (insbesondere in 
Katalogen oder auf unserer Internet-Homepage) zum Zeitpunkt des Vertrags-
schlusses öffentlich bekannt gemacht waren. Soweit die Beschaffenheit nicht 
vereinbart wurde, ist nach der gesetzlichen Regelung zu beurteilen, ob ein 
Mangel vorliegt oder nicht (§ 434 Abs. 3 BGB). Öffentliche Äußerungen des 
Herstellers oder in seinem Auftrag insbesondere in der Werbung oder auf dem 
Etikett der Ware gehen dabei Äußerungen sonstiger Dritter vor.
4. Unabhängig von den vorstehenden und nachstehenden Regelungen gelten 
die gesetzlichen Vorschriften in jedem Fall 
- bei vorsätzlichem Handeln unsererseits oder arglistigem Verschweigen eines 
Mangels;
- bei Schäden aus der Verletzung des Lebens, des Körpers oder der Gesund-
heit;
- bei Ansprüchen nach dem Produkthaftungsgesetz;
- soweit von uns übernommene Garantien den abweichenden Regelungen 
entgegenstehen.
In allen Fällen unberührt bleiben die gesetzlichen Sondervorschriften zum Auf-
wendungsersatz bei Endlieferung der neu hergestellten Ware an einen Ver-
braucher (Lieferantenregress gem. §§ 478, 445a, 445b bzw. §§ 445c, 327 Abs. 
5, 327u BGB), sofern nicht, z.B. im Rahmen einer Qualitätssicherungsverein-

barung, ein gleichwertiger Ausgleich vereinbart wurde.
5. Im Übrigen gelten für die Rechte des Käufers bei Sach- und Rechtsmängeln 
folgende Besonderheiten:
a) Haftung auf Schadensersatz und Ersatz vergeblicher Aufwendungen
Schadensersatzansprüche wegen Rechts- und Sachmängeln sind ausge-
schlossen, soweit sie nicht 
- auf einem grob fahrlässigen Handeln unsererseits oder unserer Erfüllungs-
gehilfen oder 
- auf der schuldhaften Verletzung wesentlicher Vertragspfl ichten beruhen. 
Wesentlich sind diejenigen Vertragspfl ichten, die vertragswesentliche Rechts-
positionen des Kunden schützen, die ihm der Vertrag nach seinem Inhalt und 
Zweck gerade zu gewähren hat; wesentlich sind ferner solche Vertragspfl ich-
ten, deren Erfüllung die ordnungsgemäße Durchführung des Vertrages über-
haupt erst ermöglicht und auf deren Einhaltung der Vertragspartner regelmä-
ßig vertraut und auch vertrauen darf. 
Im Falle einer einfach fahrlässigen Verletzung einer wesentlichen Vertrags-
pfl icht haften wir nur für den nach Art des Vertragsschlusses vorhersehbaren, 
typischerweise eintretenden Schaden. 
Ansprüche auf Ersatz vergeblicher Aufwendungen nach § 284 BGB sind dann 
und insoweit abbedungen, als nach dem zuvor Gesagten ein Anspruch auf 
Ersatz des Schadens statt der Leistung in wirksamer Weise freigezeichnet 
worden ist.
b) Nacherfüllung
- Ist die gelieferte Sache mangelhaft, können wir zunächst wählen, ob wir 
Nacherfüllung durch Beseitigung des Mangels (Nachbesserung) oder durch 
Lieferung einer mangelfreien Sache (Ersatzlieferung) leisten. Ist die von uns 
gewählte Art der Nacherfüllung im Einzelfall für den Käufer unzumutbar, kann 
er sie ablehnen. Unser Recht, die Nacherfüllung unter den gesetzlichen Vor-
aussetzungen zu verweigern, bleibt unberührt.
- Wurde die von S + P gelieferte Ware beim Käufer selbst bereits in eine andere 
Sache eingebaut oder an eine andere Sache angebracht, hat uns der Käufer, 
soweit dies für ihn zumutbar ist, zum Zwecke der Nacherfüllung Gelegenheit 
zu geben, die Ware selbst zu entfernen und die nachgebesserte oder nach-
gelieferte Ware selbst erneut einzubauen bzw. anzubringen und uns hierzu 
eine angemessene Frist zu bestimmen. Dies gilt unabhängig davon, ob wir 
ursprünglich zusätzlich zur Lieferung auch zum Einbau der Ware oder zu deren 
Montage verpfl ichtet waren; durch dieses Vorgehen wird der Einbau oder die 
Montage der gelieferten Ware auch nicht zum Teil der Nacherfüllung.
- Hat der Käufer die durch S + P gelieferte Ware bereits weiterverkauft, hat der 
Käufer gegenüber S + P auch dann eine vorherige und angemessene Frist zur 
Nacherfüllung zu setzen, wenn der Käufer die Ware von seinem Abnehmer 
in Folge der Mangelhaftigkeit zurücknehmen musste oder der Abnehmer des 
Käufers den Kaufpreis gemindert hat.
- Unser Recht, die Nacherfüllung unter den gesetzlichen Voraussetzungen zu 
verweigern, bleibt unberührt.
c) Ersatz von Aufwendungen zur Nacherfüllung
- Der Käufer ist erst berechtigt, bei ihm selbst zum Zwecke der Nacherfüllung 
erforderlich werdende Aufwendungen, insbesondere zum Aus- und Wiederein-
bau der Sache bzw. zum Entfernen und Wiederanbringen derselben, unter den 
weiteren gesetzlichen Voraussetzungen von S + P ersetzt zu verlangen, wenn 
die vom Käufer hierzu bestimmte angemessene Frist fruchtlos verstrichen ist. 
- Musste die durch S + P gelieferte Sache im Falle der Weiterveräußerung 
durch den Käufer zum Zwecke der Nacherfüllung bei dessen direktem oder 
einem weiteren Abnehmer in der Lieferkette aus- und wiedereingebaut bzw. 
entfernt und wiederangebracht werden, ist S + P dem Käufer gegenüber nicht 
zum Ersatz der hierfür angefallenen Aufwendungen verpfl ichtet.
- Stellt sich heraus, dass das Mangelbeseitigungsverlangen des Käufers unbe-
rechtigt war, kann S + P von ihm die entstandenen Kosten (insbesondere Prüf-, 
Ein- und Ausbau- sowie Transportkosten) ersetzt verlangen, es sei denn, die 
fehlende Mangelhaftigkeit war für den Käufer nicht erkennbar.
Die vorstehend unter lit. b) und c) genannten Besonderheiten gelten nicht 
im Falle von Aufwendungsersatz bei Endlieferung neu hergestellter Ware an 
einen Verbraucher (Lieferantenregress gem. §§ 478, 445a, 445b bzw. §§ 445c, 
327 Abs. 5, 327u BGB), sofern nicht, z.B. im Rahmen einer Qualitätssiche-
rungsvereinbarung, ein gleichwertiger Ausgleich vereinbart wurde. 
6. In den Fällen der Lieferung von neu hergestellter Ware durch S + P, die am 
Ende der Lieferkette in unverarbeitetem Zustand durch einen Unternehmer an 
einen Verbraucher verkauft werden, auch wenn letzterer sie weiterverarbeitet 
hat, gelten für die Rechte des Käufers weiter folgende Besonderheiten: 
- Die Ansprüche des Käufers aus § 478 BGB sind ausgeschlossen, soweit 
es sich um einen Mangel aufgrund von Werbeaussagen oder sonstigen ver-
traglichen Vereinbarungen handelt, die nicht von S + P herrühren, oder wenn 
der Käufer, sein unmittelbarer oder ein weiterer Abnehmer in der Lieferkette 
gegenüber dem Endverbraucher eine besondere Garantie abgegeben hat. 
- Diese Ansprüche sind ebenfalls ausgeschlossen, wenn der Käufer, sein 
unmittelbarer oder ein weiterer Abnehmer in der Lieferkette selbst nicht auf-
grund der gesetzlichen Regelungen zur Ausübung der Gewährleistungsrechte 
gegenüber dem Endverbraucher verpfl ichtet war oder diese Rüge gegenüber 
einem ihm gestellten Anspruch nicht vorgenommen hat. Dies gilt auch, wenn 
der Käufer, sein unmittelbarer oder ein weiterer Abnehmer in der Lieferkette 
gegenüber dem Endverbraucher Gewährleistungen übernommen hat, die über 

das gesetzliche Maß hinausgehen. 
- Die Ansprüche des Käufers aus § 478 BGB sind insgesamt ausgeschlossen, 
wenn der Käufer seinen gesetzlich geschuldeten Untersuchungs- und Rüge-
pfl ichten nach näherer Maßgabe des Abschnitts VI Ziff. 1 nicht ordnungsge-
mäß nachgekommen ist.

VII. Sonstige Haftung
Schadensersatzansprüche wegen Verletzung einer außervertraglichen Pfl icht 
(Haftung aus Delikt) oder wegen Verschuldens bei oder im Vorfeld des Ver-
tragsschlusses (culpa in contrahendo) sowie aus sonstigen Rechtsgründen, 
insbesondere der Verletzung allgemeiner Rücksichtnahmepfl ichten (§ 241 
Abs. 2 BGB), der fehlerhaften oder unterlassenen Ausführung von vor oder 
nach Vertragsschluss erfolgten Vorschlägen oder Beratungen oder der Ver-
letzung sonstiger Vertragspfl ichten (§ 280 Abs. 1 BGB), soweit es sich nicht 
bereits um Gewährleistungsansprüche handelt, sind ausgeschlossen, soweit 
sie nicht auf ein vorsätzliches, arglistiges oder grob fahrlässiges Handeln 
unsererseits oder unserer Erfüllungsgehilfen oder auf der schuldhaften Ver-
letzung wesentlicher Vertragspfl ichten beruhen. 
Der Haftungsausschluss gilt nicht für Schäden, welche aus der Verletzung des 
Lebens, des Körpers oder der Gesundheit herrühren oder Garantien sowie 
Ansprüche aus dem Produkthaftungsgesetz betreffen.
Im Falle einer einfach fahrlässigen Verletzung einer wesentlichen Vertrags-
pfl icht haften wir allerdings nur für den nach Art des Vertragsschlusses vorher-
sehbaren, typischerweise eintretenden Schaden. 

VIII. Verjährung
1. Abweichend von § 438 Abs. 1 Nr. 3 BGB beträgt die allgemeine Verjäh-
rungsfrist für Ansprüche aus Sach- und Rechtsmängeln einschließlich des An-
spruchs auf Aufwendungsersatz in der Lieferkette nach § 445a Abs. 1, Abs. 3 
BGB ein Jahr ab Ablieferung. Soweit eine Abnahme vereinbart ist, beginnt die 
Verjährung mit der Abnahme.
2. Handelt es sich bei der Ware jedoch um ein Bauwerk oder eine Sache, die 
entsprechend ihrer üblichen Verwendungsweise für ein Bauwerk verwendet 
worden ist und dessen Mangelhaftigkeit verursacht hat, beträgt die Verjäh-
rungsfrist gemäß der gesetzlichen Regelung fünf Jahre ab Ablieferung (§ 438 
Abs. 1 Nr. 2 BGB). Unberührt bleiben auch weitere gesetzliche Sonderrege-
lungen zur Verjährung (insbes. § 438 Abs. 1 Nr. 1, Abs. 3, §§ 444, 445b BGB).
3. Handelt es sich bei der Ware um solche Gegenstände, die für ein Bauwerk, 
aber auch für andere Dienst- und Werkleistungen verwendet werden können, 
verbleibt es bei der Verjährungsfrist gem. Ziff. 1, es sei denn, wenn der Einbau 
der Ware für das Bauwerk von wesentlicher Bedeutung war; dann gilt die Ver-
jährungsfrist gem. Ziff. 2.
4. Abweichend von § 445b Abs. 2 S. 2 BGB endet im Falle der Weiterver-
äußerung der von S + P gelieferten Ware durch den Käufer gegenüber S + P 
die Ablaufhemmung hinsichtlich der Verjährung von Mängelansprüchen des 
Käufers drei Jahre nach Ablieferung der Ware.
5. Die vorstehenden Verjährungsfristen des Kaufrechts gelten auch für vertrag-
liche und außervertragliche Schadensersatzansprüche des Käufers, die auf 
einem Mangel der Ware beruhen, es sei denn die Anwendung der regelmäßi-
gen gesetzlichen Verjährung (§§ 195, 199 BGB) würde im Einzelfall zu einer 
kürzeren Verjährung führen. Schadensersatzansprüche des Käufers aus Vor-
satz, grober Fahrlässigkeit, der Verletzung von Leben, Körper oder Gesundheit 
sowie aus Garantien oder dem Produkthaftungsgesetz verjähren jedoch aus-
schließlich nach den gesetzlichen Verjährungsfristen. Die Verkürzung der Ver-
jährungsfrist bzw. der Ablaufhemmung gilt auch dann nicht, wenn es sich um 
einen Fall der Lieferung von Waren durch S + P handelt, die am Ende der Lie-
ferkette in unverarbeitetem Zustand durch einen Unternehmer an einen Ver-
braucher verkauft werden (Rückgriff des Unternehmers - §§ 478, 479 BGB).

IX. Eigentumsvorbehalt
1. Die von uns gelieferte Ware bleibt bis zur Erfüllung sämtlicher bestehender 
oder künftig entstehender Forderungen, die uns aus irgendeinem Rechtsgrund 
aus der laufenden Geschäftsbeziehung und/oder dem konkreten Kaufvertrag 
gegenüber dem Käufer zustehen, unser Eigentum. Im Falle des vertragswidri-
gen Verhaltens des Käufers, z.B. Zahlungsverzug, haben wir nach vorheriger 
Setzung einer angemessenen Frist das Recht, die Vorbehaltsware zurückzu-
nehmen. Nehmen wir die Vorbehaltsware zurück, stellt dies einen Rücktritt 
vom Vertrag dar. Pfänden wir die Vorbehaltsware, ist dies ein Rücktritt vom 
Vertrag. Wir sind berechtigt, die Vorbehaltsware nach der Rücknahme zu ver-
werten. Nach Abzug eines angemessenen Betrages für die Verwertungskos-
ten, ist der Verwertungserlös mit den uns vom Käufer geschuldeten Beträgen 
zu verrechnen. 
2. Der Käufer hat die Vorbehaltsware pfl eglich zu behandeln und diese auf 
seine Kosten gegen Feuer-, Wasser- und Diebstahlschäden ausreichend zum 
Neuwert zu versichern. Wartungs- und Inspektionsarbeiten, die erforderlich 
werden, sind vom Käufer auf eigene Kosten rechtzeitig durchzuführen. Der 
Käufer ist außerdem verpfl ichtet, auf Verlangen von S + P, uns jederzeit über 
den Zustand der Ware Auskunft zu geben und den Aufbewahrungsort der Ware 
mitzuteilen.
3. Der Käufer ist berechtigt, die Vorbehaltsware im ordnungsgemäßen Ge-
schäftsgang zu veräußern und/oder zu verwenden, solange er nicht in 

Zahlungsverzug ist. Verpfändungen oder Sicherungsübereignungen sind 
unzulässig. Die aus dem Weiterverkauf oder einem sonstigen Rechtsgrund 
(Versicherung, unerlaubte Handlung) bezüglich der Vorbehaltsware entstehen-
den Forderungen (einschließlich sämtlicher Saldoforderungen aus Kontokor-
rent) tritt der Käufer bereits jetzt sicherungshalber in vollem Umfang an uns ab; 
wir nehmen die Abtretung hiermit an. Wir ermächtigen den Käufer widerrufl ich, 
die an uns abgetretenen Forderungen für dessen Rechnung im eigenen Na-
men einzuziehen. Die Einzugsermächtigung kann jederzeit widerrufen werden, 
wenn der Käufer seinen Zahlungsverpfl ichtungen nicht ordnungsgemäß nach-
kommt. Zur Abtretung dieser Forderung ist der Käufer auch nicht zum Zwecke 
des Forderungseinzugs im Wege des Factoring befugt, es sei denn, es wird 
gleichzeitig die Verpfl ichtung des Factors begründet, die Gegenleistung in 
Höhe der Forderungen solange unmittelbar an uns zu bewirken, als noch For-
derungen von uns gegen den Käufer bestehen. Der Käufer ist außerdem ver-
pfl ichtet, uns von einer Pfändung oder einer anderen Beeinträchtigung durch 
Dritte unverzüglich zu benachrichtigen.
4. Eine Verarbeitung oder Umbildung der Vorbehaltsware durch den Käufer 
wird in jedem Fall für uns vorgenommen. Sofern die Vorbehaltsware mit ande-
ren, uns nicht gehörenden Sachen verarbeitet wird, erwerben wir das Miteigen-
tum an der neuen Sache im Verhältnis des Wertes der Vorbehaltsware (Rech-
nungsendbetrag inklusive der Mehrwertsteuer) zu den anderen verarbeiteten 
Sachen im Zeitpunkt der Verarbeitung. Im Falle der untrennbaren Vermischung 
der Vorbehaltsware mit anderen, uns nicht gehörenden Sachen erwerben wir 
Miteigentum an der neuen Sache im Verhältnis des Wertes der Vorbehalts-
ware (Rechnungsendbetrag inklusive der Mehrwertsteuer) zu den anderen 
vermischten Sachen im Zeitpunkt der Vermischung. Ist die Sache des Käufers 
in Folge der Vermischung als Hauptsache anzusehen, sind der Käufer und 
wir uns einig, dass der Käufer uns anteilmäßig Miteigentum an dieser Sache 
überträgt; die Übertragung nehmen wir hiermit an. Unser so entstandenes Al-
lein- oder Miteigentum an einer Sache verwahrt der Käufer für uns. Für die 
durch Verarbeitung oder Umbildung entstehende neue Sache gilt das Gleiche 
wie für die Vorbehaltsware, allerdings mit der Einschränkung, dass der Käufer 
Forderungen Dritter lediglich in der Höhe an uns abtritt, als wir Miteigentum 
entsprechend dem zuvor Gesagten erworben haben. 
5. Bei Zugriffen Dritter auf die Vorbehaltsware, insbesondere Pfändungen, wird 
der Käufer auf unser Eigentum hinweisen und uns unverzüglich benachrichti-
gen, damit wir unsere Eigentumsrechte durchsetzen können. Soweit der Dritte 
nicht in der Lage ist, uns die in diesem Zusammenhang entstehenden gericht-
lichen oder außergerichtlichen Kosten zu erstatten, haftet hierfür der Käufer. 
6. Wir sind verpfl ichtet, die uns zustehenden Sicherheiten insoweit freizuge-
ben, als der realisierbare Wert unserer Sicherheiten die zu sichernden For-
derungen um mehr als 10 % übersteigt, dabei obliegt uns die Auswahl der 
freizugebenden Sicherheiten.

X. Gerichtsstand, anzuwendendes Recht
1. Ist der Käufer Kaufmann i.S.d. Handelsgesetzbuchs, juristische Person des 
öffentlichen Rechts oder ein öffentlich-rechtliches Sondervermögen, ist aus-
schließlicher – auch internationaler – Gerichtsstand für alle sich aus dem Ver-
tragsverhältnis unmittelbar oder mittelbar ergebenden Streitigkeiten Heilbronn, 
Deutschland. Entsprechendes gilt, wenn der Käufer Unternehmer i.S.v. § 14 
BGB ist. Wir sind jedoch in allen Fällen auch berechtigt, Klage am Erfüllungsort 
der Lieferverpfl ichtung gem. diesen AVB bzw. einer vorrangigen Individualab-
rede oder am allgemeinen Gerichtsstand des Käufers zu erheben. Vorrangige 
gesetzliche Vorschriften, insbesondere zu ausschließlichen Zuständigkeiten, 
bleiben unberührt.2. Das Rechtsverhältnis zwischen uns und unseren Kunden 
oder zwischen uns und Dritten regelt sich ausschließlich nach dem in der Bun-
desrepublik Deutschland geltenden Recht unter Ausschluss internationalen 
Einheitsrechts, insbesondere des UN-Kaufrechts. 

XI. Sonstiges
1. Sollten diese Bestimmungen teilweise rechtsunwirksam oder lückenhaft 
sein oder werden oder durch eine Sondervereinbarung ausgeschlossen sein, 
so wird hierdurch die Gültigkeit der übrigen Bestimmungen nicht berührt.
2. Wir weisen darauf hin, dass wir Daten unserer Kunden im Rahmen unserer 
gegenseitigen Geschäftsbeziehungen nach den geltenden datenschutzrechtli-
chen Bestimmungen, insbesondere der Europäischen Datenschutz-Grundver-
ordnung und dem Bundesdatenschutzgesetz speichern.
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I. Scope of Validity 
1. The terms of sale given hereinafter apply to all contracts concluded between 
the Purchaser and S + P concerning the delivery of goods, provided that the 
Purchaser is a company, legal entity under public law or special fund under pu-
blic law. Contracts are executed exclusively on the basis of the following con-
ditions. The quotation, the quotation acceptance and the order confi rmation, 
as well as the sale of any product, are subject to these conditions. We shall 
not recognise any contradictory or deviating conditions of purchase, unless we 
have expressly agreed to apply these conditions. This consent requirement 
shall always apply, particularly if we carry out the Purchaser’s order without 
qualifi cation and in full knowledge of these contradictory or deviating conditions 
of the Purchaser.
2. In the contracts, all agreements that have been made between the Purcha-
ser and S + P about the execution of the purchasing contracts up to the time 
of the respective conclusion of the contract are documented in writing. The 
effectiveness of individual agreements made retroactively in individual cases 
remains unaffected. 
3. If S + P and the Purchaser have arranged a framework agreement, these 
General Terms of Sale shall apply both to this framework agreement and to the 
individual delivery or purchase order.
4. The General Terms of Sale shall also apply to all future business relation-
ships, even if these terms are never agreed on expressly. 

II. Offer and Contract Conclusion
1. We can accept an order from the Purchaser which is to be qualifi ed as a le-
gally binding offer for the conclusion of a purchasing contract within two weeks 
by sending an order confi rmation or by rendering the deliveries or services 
ordered without qualifi cation, with the choice being ours.
2. Our quotations are non-binding, unless we have expressly designated them 
as binding. Information about our goods (particularly technical data, dimensi-
ons, performance and consumption data, as well as the descriptions in the re-
spective product information or advertising materials, etc.) is only approximate 
and roughly representative, provided that usability for the contractually inten-
ded purpose does not require an exact match; this information does not gua-
rantee the condition, unless this guarantee is made expressly and in writing.
3. We retain our property right, copyright and other protective rights on all fi -
gures, calculations, drawings and other documents. The Purchaser may only 
pass on these items, regardless of whether we have marked them as confi den-
tial, to third parties in text form as such or in terms of content, disclose them, 
use them themselves or have them used by third parties or reproduce them 
with our consent. 
4. Information about current warehouse inventory is always non-binding. If in-
ventory is communicated to the customer, this is considered inventory that is 
specifi cally reserved for customer or volume groups and does not need to be 
identical to the actual inventory.

III. Terms of Payment
1. Our prices apply to the scope of service and delivery indicated in the or-
der confi rmations. Additional or special services are billed separately. Prices 
shall apply ex works in Öhringen, plus packaging, duties, insurance and, in 
individual cases, additional taxes and duties, if not otherwise specifi ed. The 
statutory value added tax is not included in our prices. We list this in the invoice 
separately in the statutory amount on the date the invoice is issued. 
2. Unless otherwise agreed, invoices shall be due and payable without deduc-
tion within 30 days from the date of invoicing and delivery. We grant a discount 
of 2% for payments made within 10 days of the date of invoice, unless the 
Purchaser is in default of payment for other payment obligations towards us. 
Payment is only considered to have occurred once the funds are available 
to us. In the case of cheque payments, payment is only considered to have 
occurred once the cheque has cleared. 
3. If the Purchaser does not pay within the defi ned period, the Purchaser shall 
be in default of payment, without a new payment request needing to be made. 
In the case of late payment, interest is to be paid on the purchase price at 
the legally applicable late payment interest rate for business owners. Further 
claims shall remain unaffected. If the Purchaser does not render payment upon 
further request, we are entitled to make all existing obligations of the Purchaser 
due and payable, in particular also deferred or instalment payments, and to 
deny any further deliveries.
4. The Purchaser shall be authorised to offset and/or withhold payment only if 
the counter-claims have been determined as legally valid, have been recogni-
sed by us, are indisputable or if the counter-claims arise from the same specifi c 
contractual relationship as the principal claim and are in a mutual relationship 
with this claim.
5. If S + P has granted instalment payments for the Purchaser, the remaining 
amount shall be due and payable in full if the Purchaser is in default of payment 
of an instalment by more than 8 days.
6. Price changes are permitted if more than four months have passed between 
the contract conclusion and the agreed delivery date and if the price change 
can be traced back to a recent cost increase for which we are not liable. A cost 
increase has occurred if wages, material costs, transport costs ancillary trans-
port costs or sales costs increase before delivery. The same applies if duties 

increase or a duty is introduced, or cost changes result due to price increases 
of upstream suppliers or due to exchange rate fl uctuations. In these cases, S 
+ P is authorised to increase the price appropriately in accordance with the 
cost increases. 

IV. Delivery and Service Period, Liability in Case of Late Delivery
1. Delivery dates or deadlines that are not agreed upon or promised by us 
expressly as binding are exclusively non-binding specifi cations. They shall only 
be considered approximations and describe a likely delivery date. Agreements 
or promises about a binding delivery date deviating from this must be made 
expressly and in writing. The delivery period only begins when the Purchaser 
has properly and completely performed those cooperation activities that are 
obligatory on its part.
2. If we do not receive deliveries or services from our sub-suppliers or sub-
contractors, or do not receive correct or timely deliveries or services for rea-
sons for which we are not responsible despite proper coverage, or if an event 
of force majeure occurs, we shall inform our customer in writing in a timely 
manner. In this case, we are authorised to extend the delivery or service pe-
riod by the duration of the temporary hindrance or, in the case of a signifi cant 
hindrance whose duration is not temporary, to withdraw from the part of the 
contract that has not yet been fulfi lled, entirely or in part, if we have performed 
the above obligation of notifi cation and have not assumed the procurement 
risk or production risk. Force majeure includes any other unforeseeable event 
upon contract conclusion, such as legal strikes or lockouts, government inter-
ventions, energy and resource shortages, transport bottlenecks or operational 
disturbances through no fault of our own, such as those due to fi re, water 
and machine damage, unexpectedly occurring pandemics or epidemics, acts 
of war and war-like acts, economic sanctions and all other hindrances for which 
we objectively cannot be held responsible. If the delivery or service is delayed 
by more than one month as a result of one of the cases named above in Clau-
ses 1 and 3, both we and the customer regardless of the deadline requirement 
for the customer and excluding any claims for damages¬ are authorised to 
withdraw from the contract with regard to the volume affected by the delivery 
disturbances. The customer is authorised to withdraw from the entire contract 
if a partial delivery is unacceptable for the customer.
3. In any case, we shall enter into default of delivery only after an appropriate 
grace period set by the customer has passed, unless time is of the essence 
for the transaction as defi ned by § 286 para. 2 No. 4 of the German Civil Code 
(BGB) or § 376 of the German Commercial Code (HGB).
4. Our legal rights, particularly in the case of an exclusion of the duty to perform 
(e.g. due to impossibility or unreasonableness of performance and/or supple-
mentary performance), remain unaffected. Claims for damages due to delayed 
delivery are excluded, provided that they are not based on any intentional or 
grossly negligent actions on our part or on the part of our subcontractors, or 
based on the culpable violation of essential contractual duties. Essential con-
tractual duties are any that protect the essential legal positions of the customer, 
the guarantee of which is the very essence and purpose of the contract; these 
also include those contractual duties whose performance enables the proper 
completion of the contract in the fi rst place and those whose observance the 
contract partner frequently trusts and may reasonably trust. 
The exclusion of liability does not apply to damages caused by injury to life, 
limb and health or damages affecting warranties.
In the case of a simple negligent violation of an essential contractual duty, 
however, we shall only accept liability for typical, immediate, average damage 
foreseeable at the time that the contract was concluded.
5. We are only authorised to perform partial deliveries and partial services if:
- the partial delivery or partial service is usable for the customer as part of the 
intended purpose of the contract,
-the delivery of the remaining ordered goods or the rendering of the remaining 
commissioned services is ensured, and
-this does not cause any signifi cant added outlay or extra costs for the custo-
mer (unless we have agreed to accept these costs).
6. If the Purchaser is in default of acceptance, we are then entitled to demand 
compensation for accrued damages and any extra expenses. The same ap-
plies if the Purchaser culpably violates its cooperation duties. 

V. Place of Fulfi lment, Transfer of Risk, Shipping, Packaging
1. Delivery shall be ex warehouse in Öhringen, which is also the place of per-
formance for the delivery. This shall also apply in the event of subsequent 
performance. At the request and expense of the Purchaser, the goods will be 
shipped to another destination (sale by delivery to a place other than the place 
of performance).
2. The risk of accidental loss and accidental deterioration of the goods shall 
transfer to the Purchaser upon handover at the latest. In the case of sales ship-
ment, however, the risk of accidental destruction and accidental deterioration 
of the goods, as well as the risk of delay, passes to the shipper, freight carrier or 
other person or institution assigned to complete the shipment upon handover 
of the goods for shipment. Handover is still considered to have taken place if 
the Purchaser is in default of acceptance.
3. With regard to the shipment method and shipping route, we shall try to take 
into consideration the wishes and interests of the Purchaser; added costs cau-
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sed by this – even in the case of agreed free delivery – shall be borne by the 
Purchaser.
4. We do not take back transport packaging or any other packaging in ac-
cordance with the packaging ordinance; this excludes pallets. The Purchaser 
shall take care of disposal of the packaging, which becomes its property, at the 
Purchaser’s own expense.
5. If the shipping is delayed on the request of or due to fault of the Purchaser, 
we shall store the goods at the Purchaser’s risk and expense. In this case, the 
notice of readiness to ship shall be deemed equivalent to shipment.
6. On request and at the expense of the Purchaser, we shall insure the delive-
ry using transport insurance. This requires an instruction from the Purchaser 
given expressly and in writing. 

VI. Warranty/Limitation of Liability/Compensation for Wasted Expenditu-
res
1. There shall only be claims for defects from the Purchaser if the Purchaser 
has properly fulfi lled its legally required examination and notifi cation duties, 
particularly in accordance with § 377 HGB. Regardless of the legal require-
ments for proper examination, the Purchaser shall at least examine the sup-
plied goods after delivery at its location or that of a third party designated by the 
Purchaser carefully and in a reasonable scope – if applicable, through random 
checks – at least for dimensional accuracy, material, weight and surface con-
dition. Defects that are revealed in this way shall be indicated to us in writing 
within one week of receipt of goods. If this does not occur, the goods shall be 
considered accepted. Hidden defects shall be communicated to S + P imme-
diately after their discovery in writing. A proper notifi cation of a defect shall 
indicate the willingness of the Purchaser to send back the rejected delivered 
goods on the request of S + P with freight prepaid. In the case of a justifi ed 
notifi cation of a defect, S + P shall compensate the Purchaser for the cost 
of the most economical shipping route; this shall not apply if costs increase 
because the delivered goods are located somewhere other than the place of 
intended use. If the Purchaser fails to carry out a proper inspection and/or to 
give notice of a defect, our liability for the defect which was not notifi ed or not 
notifi ed in time or not notifi ed properly shall be excluded in accordance with the 
statutory provisions. In the case of goods intended for installation or mounting, 
this shall also apply if the defect only became apparent after the corresponding 
processing as a result of the breach of one of these obligations; in this case, 
the Purchase shall, in particular, have no claims for reimbursement of the cor-
responding costs (dismantling and installation costs).
2. The legal regulations apply to the rights of Purchaser in the case of quality 
defects and defects of title (including incorrect and under delivery as well as 
improper assembly or defective assembly instructions), if not otherwise speci-
fi ed in preceding or following provisions.
3. The basis of our liability for defects is above all the agreement reached on 
the quality and the presupposed use of the goods (including any accessories 
and instructions). All product descriptions and manufacturer’s specifi cations 
which are the subject of the individual contract or which were publicly announ-
ced by us (in particular in catalogues or on our Internet homepage) at the time 
of the conclusion of the contract shall be deemed to be an agreement on qua-
lity in this sense. Insofar as the quality was not agreed, it shall be assessed in 
accordance with the statutory regulation whether a defect exists or not (§ 434 
para. 3 BGB (German Civil Code)). Public statements made by the manufactu-
rer or on its behalf, in particular in advertising or on the label of the goods, take 
precedence over statements made by other third parties. 
4. Independent of the preceding and following provisions, the legal regulations 
shall apply in the following cases:
- intentional actions on our part;
- damage due to injury to life, limb and health;
- claims in accordance with product liability law;
- if warranties taken over by us are excluded by deviating provisions.
In all cases, the special statutory provisions on the reimbursement of expenses 
in the case of fi nal delivery of the newly manufactured goods to a consumer 
(supplier’s recourse pursuant to §§ 478, 445a, 445b or §§ 445c, 327 para. 5, 
327u BGB (German Civil Code)) shall remain unaffected, unless equivalent 
compensation has been agreed, e.g. within the scope of a quality assurance 
agreement.
5. Otherwise, the following aspects apply to the rights of the Purchaser in the 
case of quality defects and defects of title:
a) Liability for compensation for damages and compensation for wasted ex-
penditures
Claims for damages due to defects of title and quality defects are excluded, 
provided that they are not 
- based on grossly negligent actions on our part or on the part of our subcon-
tractors, or
 - based on the culpable violation of essential contractual duties Essential con-
tractual duties are any that protect the essential legal positions of the customer, 
the guarantee of which is the very essence and purpose of the contract; these 
also include those contractual duties, the performance of which enables the 
proper completion of the contract in the fi rst place and on the observance of 
which the contracting partner frequently trusts and may reasonably trust. 
In the event of a simple negligent breach of an essential contractual obligation, 

we shall only be liable for the typically foreseeable damage according to the 
type of contract conclusion.
Claims for compensation for wasted expenditures in accordance with § 284 
BGB (German Civil Code) shall be waived if and insofar as, as stated previ-
ously, a claim for compensation for damages in place of performance has been 
effectively disclaimed.
b) Supplementary performance
- If the delivered item is defective, we can initially choose whether we shall 
provide subsequent performance by remedying the defect (rectifi cation) or by 
delivering an item free of defects (replacement delivery). If the type of sub-
sequent performance chosen by us is unreasonable for the Purchaser in the 
individual case, he may reject it. Our right to refuse subsequent performance 
under the statutory preconditions remains unaffected. 
- If the Purchaser has already installed the goods delivered by S + P into an-
other object or attached them to another object at its location, the Purchaser 
must offer us the opportunity to remove the goods ourselves and reinstall or 
reattach improved or additional goods ourselves, provided that this is reaso-
nable for the Purchaser, for the purposes of supplementary performance, and 
to defi ne an appropriate period for this. This shall apply regardless of whether 
we were originally required to install or assemble goods in addition to their 
delivery; using this approach, the installation or assembly of delivered goods 
does not become part of supplementary performance.
- If the Purchaser has already resold the goods delivered by S + P, the Pur-
chaser shall set a prior and appropriate period for S + P for supplementary 
performance if the Purchaser has to take back the goods from its customer as 
a result of the defect or if the Purchaser’s customer has reduced the purchase 
price.
- Our right to refuse supplementary performance in accordance with the legal 
requirements remains unaffected.
c) Compensation for expenses for supplementary performance
- The Purchaser is only entitled to demand compensation from S + P for expen-
ses incurred by it for the purpose of subsequent performance, in particular for 
the removal and reinstallation of the item or for the removal and reinstallation 
of the same, under the further statutory conditions, if the reasonable period of 
time set by the Purchaser for this purpose has elapsed without success.
- If, in the case of resale by the Purchaser, the object delivered by S + P needed 
to be removed and reinstalled or removed and reattached at the location of a 
direct customer of the Purchaser or a different customer in the supply chain for 
the purposes of supplementary performance, S + P is not required to compen-
sate the Purchaser for the expenses that arise from this.
- If it is revealed that the request for rectifi cation from the Purchaser is unjusti-
fi ed, S + P can demand compensation from the Purchaser for the costs arising 
(particularly testing, installation, removal and transport costs), unless the lack 
of defect was not able to be determined by the Purchaser.
The special aspects mentioned above under items b) and c) do not apply in 
the case of reimbursement of expenses in the case of fi nal delivery of newly 
manufactured goods to a consumer (supplier recourse according to §§ 478, 
445a, 445b or §§ 445c, 327 para. 5, 327u BGB (German Civil Code)), unless 
equivalent compensation has been agreed, e.g. within the framework of a qua-
lity assurance agreement.
6. In case of delivery of newly produced goods by S + P that are sold at the end 
of the supply chain in unprocessed form by a business owner to a consumer, 
even if the latter has further processed it, the following additional aspects apply 
to the rights of the Purchaser: 
- Claims of the Purchaser based on § 478 BGB are excluded, provided that 
they involve a defect based on advertising statements or other contractual ag-
reements not originating from S + P, or if the Purchaser, its immediate customer 
or another customer in the supply chain has provided a special guarantee to 
the end user. 
- Claims are also excluded if the Purchaser itself, its immediate customer or an-
other customer in the supply chain was not required to exercise warranty rights 
toward the end user in accordance with legal regulations or if the Purchaser 
has not objected to a claim asserted against it. This also applies if the Purcha-
ser, its immediate customer or another customer in the supply chain has taken 
over warranties vis-a-vis the end user that exceed the legal requirements. 
- The claims of the Purchaser based on § 478 BGB (German Civil Code) are 
excluded as a whole if the Purchaser has not properly fulfi lled its legally requi-
red examination and notifi cation duties in accordance with the detailed speci-
fi cations of Section VI No. 1.

VII. Other Liability
Claims for damages due to a violation of a non-contractual duty (liability based 
on tort) or due to fault during or before the conclusion of the contract (culpa in 
contrahendo) as well as any other legal basis, particularly the violation of gene-
ral duties arising from an obligation (§ 241 para. 2 BGB (German Civil Code)) 
or other contractual duties (§ 280 para. 1 BGB), provided that this does not in-
volve warranty claims, are excluded, provided that they are not based on inten-
tional, fraudulent or grossly negligent actions on our part or on the part of our 
subcontractors or based on culpable violation of essential contractual duties. 
The exclusion of liability does not apply to damages caused by injury to life, 
limb and health or damages affecting warranties and claims in accordance with 
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I. Scope of Validity 
1. The terms of sale given hereinafter apply to all contracts concluded between 
the Purchaser and S + P concerning the delivery of goods, provided that the 
Purchaser is a company, legal entity under public law or special fund under pu-
blic law. Contracts are executed exclusively on the basis of the following con-
ditions. The quotation, the quotation acceptance and the order confi rmation, 
as well as the sale of any product, are subject to these conditions. We shall 
not recognise any contradictory or deviating conditions of purchase, unless we 
have expressly agreed to apply these conditions. This consent requirement 
shall always apply, particularly if we carry out the Purchaser’s order without 
qualifi cation and in full knowledge of these contradictory or deviating conditions 
of the Purchaser.
2. In the contracts, all agreements that have been made between the Purcha-
ser and S + P about the execution of the purchasing contracts up to the time 
of the respective conclusion of the contract are documented in writing. The 
effectiveness of individual agreements made retroactively in individual cases 
remains unaffected. 
3. If S + P and the Purchaser have arranged a framework agreement, these 
General Terms of Sale shall apply both to this framework agreement and to the 
individual delivery or purchase order.
4. The General Terms of Sale shall also apply to all future business relation-
ships, even if these terms are never agreed on expressly. 

II. Offer and Contract Conclusion
1. We can accept an order from the Purchaser which is to be qualifi ed as a le-
gally binding offer for the conclusion of a purchasing contract within two weeks 
by sending an order confi rmation or by rendering the deliveries or services 
ordered without qualifi cation, with the choice being ours.
2. Our quotations are non-binding, unless we have expressly designated them 
as binding. Information about our goods (particularly technical data, dimensi-
ons, performance and consumption data, as well as the descriptions in the re-
spective product information or advertising materials, etc.) is only approximate 
and roughly representative, provided that usability for the contractually inten-
ded purpose does not require an exact match; this information does not gua-
rantee the condition, unless this guarantee is made expressly and in writing.
3. We retain our property right, copyright and other protective rights on all fi -
gures, calculations, drawings and other documents. The Purchaser may only 
pass on these items, regardless of whether we have marked them as confi den-
tial, to third parties in text form as such or in terms of content, disclose them, 
use them themselves or have them used by third parties or reproduce them 
with our consent. 
4. Information about current warehouse inventory is always non-binding. If in-
ventory is communicated to the customer, this is considered inventory that is 
specifi cally reserved for customer or volume groups and does not need to be 
identical to the actual inventory.

III. Terms of Payment
1. Our prices apply to the scope of service and delivery indicated in the or-
der confi rmations. Additional or special services are billed separately. Prices 
shall apply ex works in Öhringen, plus packaging, duties, insurance and, in 
individual cases, additional taxes and duties, if not otherwise specifi ed. The 
statutory value added tax is not included in our prices. We list this in the invoice 
separately in the statutory amount on the date the invoice is issued. 
2. Unless otherwise agreed, invoices shall be due and payable without deduc-
tion within 30 days from the date of invoicing and delivery. We grant a discount 
of 2% for payments made within 10 days of the date of invoice, unless the 
Purchaser is in default of payment for other payment obligations towards us. 
Payment is only considered to have occurred once the funds are available 
to us. In the case of cheque payments, payment is only considered to have 
occurred once the cheque has cleared. 
3. If the Purchaser does not pay within the defi ned period, the Purchaser shall 
be in default of payment, without a new payment request needing to be made. 
In the case of late payment, interest is to be paid on the purchase price at 
the legally applicable late payment interest rate for business owners. Further 
claims shall remain unaffected. If the Purchaser does not render payment upon 
further request, we are entitled to make all existing obligations of the Purchaser 
due and payable, in particular also deferred or instalment payments, and to 
deny any further deliveries.
4. The Purchaser shall be authorised to offset and/or withhold payment only if 
the counter-claims have been determined as legally valid, have been recogni-
sed by us, are indisputable or if the counter-claims arise from the same specifi c 
contractual relationship as the principal claim and are in a mutual relationship 
with this claim.
5. If S + P has granted instalment payments for the Purchaser, the remaining 
amount shall be due and payable in full if the Purchaser is in default of payment 
of an instalment by more than 8 days.
6. Price changes are permitted if more than four months have passed between 
the contract conclusion and the agreed delivery date and if the price change 
can be traced back to a recent cost increase for which we are not liable. A cost 
increase has occurred if wages, material costs, transport costs ancillary trans-
port costs or sales costs increase before delivery. The same applies if duties 

increase or a duty is introduced, or cost changes result due to price increases 
of upstream suppliers or due to exchange rate fl uctuations. In these cases, S 
+ P is authorised to increase the price appropriately in accordance with the 
cost increases. 

IV. Delivery and Service Period, Liability in Case of Late Delivery
1. Delivery dates or deadlines that are not agreed upon or promised by us 
expressly as binding are exclusively non-binding specifi cations. They shall only 
be considered approximations and describe a likely delivery date. Agreements 
or promises about a binding delivery date deviating from this must be made 
expressly and in writing. The delivery period only begins when the Purchaser 
has properly and completely performed those cooperation activities that are 
obligatory on its part.
2. If we do not receive deliveries or services from our sub-suppliers or sub-
contractors, or do not receive correct or timely deliveries or services for rea-
sons for which we are not responsible despite proper coverage, or if an event 
of force majeure occurs, we shall inform our customer in writing in a timely 
manner. In this case, we are authorised to extend the delivery or service pe-
riod by the duration of the temporary hindrance or, in the case of a signifi cant 
hindrance whose duration is not temporary, to withdraw from the part of the 
contract that has not yet been fulfi lled, entirely or in part, if we have performed 
the above obligation of notifi cation and have not assumed the procurement 
risk or production risk. Force majeure includes any other unforeseeable event 
upon contract conclusion, such as legal strikes or lockouts, government inter-
ventions, energy and resource shortages, transport bottlenecks or operational 
disturbances through no fault of our own, such as those due to fi re, water 
and machine damage, unexpectedly occurring pandemics or epidemics, acts 
of war and war-like acts, economic sanctions and all other hindrances for which 
we objectively cannot be held responsible. If the delivery or service is delayed 
by more than one month as a result of one of the cases named above in Clau-
ses 1 and 3, both we and the customer regardless of the deadline requirement 
for the customer and excluding any claims for damages¬ are authorised to 
withdraw from the contract with regard to the volume affected by the delivery 
disturbances. The customer is authorised to withdraw from the entire contract 
if a partial delivery is unacceptable for the customer.
3. In any case, we shall enter into default of delivery only after an appropriate 
grace period set by the customer has passed, unless time is of the essence 
for the transaction as defi ned by § 286 para. 2 No. 4 of the German Civil Code 
(BGB) or § 376 of the German Commercial Code (HGB).
4. Our legal rights, particularly in the case of an exclusion of the duty to perform 
(e.g. due to impossibility or unreasonableness of performance and/or supple-
mentary performance), remain unaffected. Claims for damages due to delayed 
delivery are excluded, provided that they are not based on any intentional or 
grossly negligent actions on our part or on the part of our subcontractors, or 
based on the culpable violation of essential contractual duties. Essential con-
tractual duties are any that protect the essential legal positions of the customer, 
the guarantee of which is the very essence and purpose of the contract; these 
also include those contractual duties whose performance enables the proper 
completion of the contract in the fi rst place and those whose observance the 
contract partner frequently trusts and may reasonably trust. 
The exclusion of liability does not apply to damages caused by injury to life, 
limb and health or damages affecting warranties.
In the case of a simple negligent violation of an essential contractual duty, 
however, we shall only accept liability for typical, immediate, average damage 
foreseeable at the time that the contract was concluded.
5. We are only authorised to perform partial deliveries and partial services if:
- the partial delivery or partial service is usable for the customer as part of the 
intended purpose of the contract,
-the delivery of the remaining ordered goods or the rendering of the remaining 
commissioned services is ensured, and
-this does not cause any signifi cant added outlay or extra costs for the custo-
mer (unless we have agreed to accept these costs).
6. If the Purchaser is in default of acceptance, we are then entitled to demand 
compensation for accrued damages and any extra expenses. The same ap-
plies if the Purchaser culpably violates its cooperation duties. 

V. Place of Fulfi lment, Transfer of Risk, Shipping, Packaging
1. Delivery shall be ex warehouse in Öhringen, which is also the place of per-
formance for the delivery. This shall also apply in the event of subsequent 
performance. At the request and expense of the Purchaser, the goods will be 
shipped to another destination (sale by delivery to a place other than the place 
of performance).
2. The risk of accidental loss and accidental deterioration of the goods shall 
transfer to the Purchaser upon handover at the latest. In the case of sales ship-
ment, however, the risk of accidental destruction and accidental deterioration 
of the goods, as well as the risk of delay, passes to the shipper, freight carrier or 
other person or institution assigned to complete the shipment upon handover 
of the goods for shipment. Handover is still considered to have taken place if 
the Purchaser is in default of acceptance.
3. With regard to the shipment method and shipping route, we shall try to take 
into consideration the wishes and interests of the Purchaser; added costs cau-
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sed by this – even in the case of agreed free delivery – shall be borne by the 
Purchaser.
4. We do not take back transport packaging or any other packaging in ac-
cordance with the packaging ordinance; this excludes pallets. The Purchaser 
shall take care of disposal of the packaging, which becomes its property, at the 
Purchaser’s own expense.
5. If the shipping is delayed on the request of or due to fault of the Purchaser, 
we shall store the goods at the Purchaser’s risk and expense. In this case, the 
notice of readiness to ship shall be deemed equivalent to shipment.
6. On request and at the expense of the Purchaser, we shall insure the delive-
ry using transport insurance. This requires an instruction from the Purchaser 
given expressly and in writing. 

VI. Warranty/Limitation of Liability/Compensation for Wasted Expenditu-
res
1. There shall only be claims for defects from the Purchaser if the Purchaser 
has properly fulfi lled its legally required examination and notifi cation duties, 
particularly in accordance with § 377 HGB. Regardless of the legal require-
ments for proper examination, the Purchaser shall at least examine the sup-
plied goods after delivery at its location or that of a third party designated by the 
Purchaser carefully and in a reasonable scope – if applicable, through random 
checks – at least for dimensional accuracy, material, weight and surface con-
dition. Defects that are revealed in this way shall be indicated to us in writing 
within one week of receipt of goods. If this does not occur, the goods shall be 
considered accepted. Hidden defects shall be communicated to S + P imme-
diately after their discovery in writing. A proper notifi cation of a defect shall 
indicate the willingness of the Purchaser to send back the rejected delivered 
goods on the request of S + P with freight prepaid. In the case of a justifi ed 
notifi cation of a defect, S + P shall compensate the Purchaser for the cost 
of the most economical shipping route; this shall not apply if costs increase 
because the delivered goods are located somewhere other than the place of 
intended use. If the Purchaser fails to carry out a proper inspection and/or to 
give notice of a defect, our liability for the defect which was not notifi ed or not 
notifi ed in time or not notifi ed properly shall be excluded in accordance with the 
statutory provisions. In the case of goods intended for installation or mounting, 
this shall also apply if the defect only became apparent after the corresponding 
processing as a result of the breach of one of these obligations; in this case, 
the Purchase shall, in particular, have no claims for reimbursement of the cor-
responding costs (dismantling and installation costs).
2. The legal regulations apply to the rights of Purchaser in the case of quality 
defects and defects of title (including incorrect and under delivery as well as 
improper assembly or defective assembly instructions), if not otherwise speci-
fi ed in preceding or following provisions.
3. The basis of our liability for defects is above all the agreement reached on 
the quality and the presupposed use of the goods (including any accessories 
and instructions). All product descriptions and manufacturer’s specifi cations 
which are the subject of the individual contract or which were publicly announ-
ced by us (in particular in catalogues or on our Internet homepage) at the time 
of the conclusion of the contract shall be deemed to be an agreement on qua-
lity in this sense. Insofar as the quality was not agreed, it shall be assessed in 
accordance with the statutory regulation whether a defect exists or not (§ 434 
para. 3 BGB (German Civil Code)). Public statements made by the manufactu-
rer or on its behalf, in particular in advertising or on the label of the goods, take 
precedence over statements made by other third parties. 
4. Independent of the preceding and following provisions, the legal regulations 
shall apply in the following cases:
- intentional actions on our part;
- damage due to injury to life, limb and health;
- claims in accordance with product liability law;
- if warranties taken over by us are excluded by deviating provisions.
In all cases, the special statutory provisions on the reimbursement of expenses 
in the case of fi nal delivery of the newly manufactured goods to a consumer 
(supplier’s recourse pursuant to §§ 478, 445a, 445b or §§ 445c, 327 para. 5, 
327u BGB (German Civil Code)) shall remain unaffected, unless equivalent 
compensation has been agreed, e.g. within the scope of a quality assurance 
agreement.
5. Otherwise, the following aspects apply to the rights of the Purchaser in the 
case of quality defects and defects of title:
a) Liability for compensation for damages and compensation for wasted ex-
penditures
Claims for damages due to defects of title and quality defects are excluded, 
provided that they are not 
- based on grossly negligent actions on our part or on the part of our subcon-
tractors, or
 - based on the culpable violation of essential contractual duties Essential con-
tractual duties are any that protect the essential legal positions of the customer, 
the guarantee of which is the very essence and purpose of the contract; these 
also include those contractual duties, the performance of which enables the 
proper completion of the contract in the fi rst place and on the observance of 
which the contracting partner frequently trusts and may reasonably trust. 
In the event of a simple negligent breach of an essential contractual obligation, 

we shall only be liable for the typically foreseeable damage according to the 
type of contract conclusion.
Claims for compensation for wasted expenditures in accordance with § 284 
BGB (German Civil Code) shall be waived if and insofar as, as stated previ-
ously, a claim for compensation for damages in place of performance has been 
effectively disclaimed.
b) Supplementary performance
- If the delivered item is defective, we can initially choose whether we shall 
provide subsequent performance by remedying the defect (rectifi cation) or by 
delivering an item free of defects (replacement delivery). If the type of sub-
sequent performance chosen by us is unreasonable for the Purchaser in the 
individual case, he may reject it. Our right to refuse subsequent performance 
under the statutory preconditions remains unaffected. 
- If the Purchaser has already installed the goods delivered by S + P into an-
other object or attached them to another object at its location, the Purchaser 
must offer us the opportunity to remove the goods ourselves and reinstall or 
reattach improved or additional goods ourselves, provided that this is reaso-
nable for the Purchaser, for the purposes of supplementary performance, and 
to defi ne an appropriate period for this. This shall apply regardless of whether 
we were originally required to install or assemble goods in addition to their 
delivery; using this approach, the installation or assembly of delivered goods 
does not become part of supplementary performance.
- If the Purchaser has already resold the goods delivered by S + P, the Pur-
chaser shall set a prior and appropriate period for S + P for supplementary 
performance if the Purchaser has to take back the goods from its customer as 
a result of the defect or if the Purchaser’s customer has reduced the purchase 
price.
- Our right to refuse supplementary performance in accordance with the legal 
requirements remains unaffected.
c) Compensation for expenses for supplementary performance
- The Purchaser is only entitled to demand compensation from S + P for expen-
ses incurred by it for the purpose of subsequent performance, in particular for 
the removal and reinstallation of the item or for the removal and reinstallation 
of the same, under the further statutory conditions, if the reasonable period of 
time set by the Purchaser for this purpose has elapsed without success.
- If, in the case of resale by the Purchaser, the object delivered by S + P needed 
to be removed and reinstalled or removed and reattached at the location of a 
direct customer of the Purchaser or a different customer in the supply chain for 
the purposes of supplementary performance, S + P is not required to compen-
sate the Purchaser for the expenses that arise from this.
- If it is revealed that the request for rectifi cation from the Purchaser is unjusti-
fi ed, S + P can demand compensation from the Purchaser for the costs arising 
(particularly testing, installation, removal and transport costs), unless the lack 
of defect was not able to be determined by the Purchaser.
The special aspects mentioned above under items b) and c) do not apply in 
the case of reimbursement of expenses in the case of fi nal delivery of newly 
manufactured goods to a consumer (supplier recourse according to §§ 478, 
445a, 445b or §§ 445c, 327 para. 5, 327u BGB (German Civil Code)), unless 
equivalent compensation has been agreed, e.g. within the framework of a qua-
lity assurance agreement.
6. In case of delivery of newly produced goods by S + P that are sold at the end 
of the supply chain in unprocessed form by a business owner to a consumer, 
even if the latter has further processed it, the following additional aspects apply 
to the rights of the Purchaser: 
- Claims of the Purchaser based on § 478 BGB are excluded, provided that 
they involve a defect based on advertising statements or other contractual ag-
reements not originating from S + P, or if the Purchaser, its immediate customer 
or another customer in the supply chain has provided a special guarantee to 
the end user. 
- Claims are also excluded if the Purchaser itself, its immediate customer or an-
other customer in the supply chain was not required to exercise warranty rights 
toward the end user in accordance with legal regulations or if the Purchaser 
has not objected to a claim asserted against it. This also applies if the Purcha-
ser, its immediate customer or another customer in the supply chain has taken 
over warranties vis-a-vis the end user that exceed the legal requirements. 
- The claims of the Purchaser based on § 478 BGB (German Civil Code) are 
excluded as a whole if the Purchaser has not properly fulfi lled its legally requi-
red examination and notifi cation duties in accordance with the detailed speci-
fi cations of Section VI No. 1.

VII. Other Liability
Claims for damages due to a violation of a non-contractual duty (liability based 
on tort) or due to fault during or before the conclusion of the contract (culpa in 
contrahendo) as well as any other legal basis, particularly the violation of gene-
ral duties arising from an obligation (§ 241 para. 2 BGB (German Civil Code)) 
or other contractual duties (§ 280 para. 1 BGB), provided that this does not in-
volve warranty claims, are excluded, provided that they are not based on inten-
tional, fraudulent or grossly negligent actions on our part or on the part of our 
subcontractors or based on culpable violation of essential contractual duties. 
The exclusion of liability does not apply to damages caused by injury to life, 
limb and health or damages affecting warranties and claims in accordance with 
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product liability law.
In the case of a simple negligent violation of an essential contractual duty, 
however, we shall only accept liability for typical, immediate, average damage 
foreseeable at the time that the contract was concluded.

VIII. Limitation
1. Deviating from § 438 para. 1 No. 3 BGB (German Civil Code), the general 
limitation period for claims due to quality defects and defects of title, including 
the claim for reimbursement for expenses in the supply chain in accordance 
with § 445a para. 1, para. 3 BGB, is one year from delivery. If an acceptance 
has been agreed, the limitation begins upon acceptance.
2. However, if the goods constitute a building or an object that has been used 
as a building in the typical manner and has resulted in its defectiveness (buil-
ding material), the limitation period is 5 years from delivery in accordance with 
the legal regulation (§ 438 para. 1 No. 2 BGB). Other legal special provisions 
on limitation remain unaffected (particularly § 438 para. 1 No. 1, para. 3, §§ 
444, 445b BGB).
3. If the goods are items that can be used for a building, but also for other ser-
vices and works, the limitation period pursuant to Clause 1 shall apply, unless 
the installation of the goods was of essential importance for the building. In that 
case, the limitation period pursuant to Clause 2 shall apply.
4. Deviating from § 445b Par. 2 S. 2 BGB, in the case of resale of the goods 
delivered by S + P by the Purchaser, the suspension of expiration regarding the 
limitation of defect claims from the Purchaser toward S + P ends three years 
after delivery of the goods.
5. The present limitation periods from the sale of goods law shall also apply to 
contractual and non-contractual claims for damages from the Purchaser based 
on a defect of the goods, unless the application of the regular legal limitation 
(§§ 195, 199 BGB) would lead to a shorter limitation in this individual case. 
However, claims for damages from the Purchaser due to wilful intent, gross 
negligence, injury to life, limb and health as well as warranties or product liabili-
ty law expire by limitation only after the legal limitation periods. The shortening 
of the limitation period or the suspension of expiration shall also not apply if 
the matter involves the delivery of goods by S + P that are sold at the end of 
the supply chain in an unprocessed state by a business owner to a consumer 
(Recourse of the entrepreneur – §§ 478, 479 BGB).

IX. Retention of Title
1. The goods delivered by us shall remain our property up to the fulfi lment of 
all existing claims or claims arising in future owed to us on any legal basis from 
the ongoing business relationship and/or specifi c purchasing contract with the 
Purchaser. In the case of the Purchaser behaviour that is contrary to the con-
tract (e.g. payment default), we have the right to take back the reserved goods 
after fi rst setting an appropriate period. If we take back the reserved goods, 
this represents a withdrawal from the contract. If we seize the reserved goods, 
this is a withdrawal from the contract. We are authorised to utilize the reserved 
goods after taking them back. After withdrawing an appropriate amount for the 
utilisation costs, the proceeds of utilisation shall offset the amounts owed to 
us by the Purchaser. 
2. The Purchaser shall treat the reserved goods with care and insure them 
against damage due to fi re, water and theft suffi ciently at original value at its 
own expense. The maintenance and inspection work that is required shall be 
performed by the Purchaser at its own expense in a timely manner. Furthermo-
re, upon request by S + P, the Purchaser shall at any time notify us of the state 
of the goods and communicate the storage place of the goods.
3. The Purchaser is authorised to dispose of or use the reserved goods in the 
normal course of business, provided that the Purchaser is not in default of pay-
ment. Pledges or assignments as security are not permitted. The Purchaser 
shall assign claims arising from resale or another legal basis (insurance, tort) 
regarding the reserved goods (including all current account balance claims) to 
us in full scope as security; this statement constitutes our acceptance of the 
assignment. We revocably authorise Purchaser to collect claims assigned to 
us for Purchaser’s account and in its own name. This collection authorisation 
can be revoked at any time if Purchaser does not properly fulfi l its payment 
obligations. Purchaser shall also not be authorised to assign this claim for the 
purposes of debt collection by way of factoring, unless the obligation of the 
factor is simultaneously established to effect the consideration in the amount 
of the debts directly to us for as long as we still have claims against the Pur-
chaser. The Purchaser shall furthermore obligated notify us immediately of any 
seizure or other interference by a third party.
4. Any transformation of the reserved goods by the Purchaser is always carried 
out on our behalf. If the reserved goods are processed with other items which 
do not belong to us, we shall acquire co-ownership of the new item in propor-
tion to the value of the reserved goods (total invoice amount including value-
added tax) to the other processed items at the time of the processing. In the 
case of inseparable combination of the reserved goods with other items that do 
not belong to us, we shall acquire co-ownership of the new item in proportion 
to the value of the reserved goods (total invoice amount including value-added 
tax) to the other combined items at the time of the combination. If the Purcha-
ser’s item is to be considered the main item as a result of combination, we and 
the Purchaser agree that the Purchaser shall transfer co-ownership of this item 

to us on a proportional basis; this statement constitutes our acceptance of this 
transfer. Our sole or co-ownership of an item arising from this shall be kept for 
us by the Purchaser. The same applies to the new item created through pro-
cessing or transformation as to the reserved goods, but with the limitation that 
the Purchaser shall only assign claims of third parties to us in the amount that 
we have acquired through co-ownership according to the previous statement. 
5. In case of access of third parties to the reserved goods, particularly seizures, 
the Purchaser shall indicate our property to the third parties and immediately 
notify us so that we may assert our property rights. If the third party is not able 
to reimburse us for the legal or out-of-court costs arising in this context, the 
Purchaser shall be liable for this. 
6. We shall release the securities due to us insofar as the realisable value of 
our securities exceeds the secured claims by more than 10%, in which process 
we are at liberty to select the securities to be released.

X. Place of Fulfi lment, Jurisdiction, Applicable Law
1. If the Purchaser is a merchant within the meaning of the German Commer-
cial Code, a legal entity under public law or a special fund under public law, the 
exclusive – including international – place of jurisdiction for all disputes arising 
directly or indirectly from the contractual relationship shall be Heilbronn, Ger-
many. The same shall apply if the buyer is an entrepreneur within the meaning 
of § 14 BGB (German Civil Code). However, we are also entitled in all cases to 
bring an action at the place of performance of the delivery obligation in accor-
dance with these general terms of sale and delivery or a prior individual agree-
ment or at the general place of jurisdiction of the buyer. Priority statutory pro-
visions, in particular regarding exclusive jurisdiction, shall remain unaffected.
2. The legal relationship between us and our customers or between us and 
third parties shall be governed exclusively by applicable law in the Federal 
Republic of Germany, excluding international uniform law, particularly the UN 
Convention on Contracts for the International Sale of Goods. 

XI. Other
1. If these provisions are or become partially void or incomplete or are exclu-
ded by a special agreement, the validity of the remaining provisions shall not 
be affected by this.
2. We would like to note that we store data of our customers as part of our 
mutual business relationships in accordance with applicable data protection 
regulations, particularly the European General Data Protection Regulation and 
the German Data Protection Act.
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